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* * * Start of Change 1 * * *

[bookmark: _Toc146207018]8.5.8.2.3	Procedure of PEMC removes the PIN elements from a PIN
The following procedure defines the PIN elements decides to leave the PIN. 
Pre-conditions:
1.	The PIN client has already been added into a PIN;
2.	The UE Identifier or PIN client Identifier is available;
3.	The PIN client has been authorized to communicate with the PEMC and already has the application layer connection with PEMC;


Figure 8.5.8.2.3-1: Remove a PIN element from a PIN by PEMC
1.	The PEMC decides to remove the PINE (identified by GPSI, PIN client ID and in certain PIN identified by PIN ID).
2.	The PEMC sends the PIN status notify to the PINE that this PINE has been removed from the PIN that identified by PIN ID. 
3-4.	The PEMC sends the PIN status notify to the PEGC and PIN server containing the details of the PIN client that is removed from the PIN. The details of the PINE include PIN client ID, GPSI and etc.
5-7.	The PEMC/PEGC/PIN server updates the dynamic profile information of the PIN to remove the details of the PIN client that is removed from the PIN. The PEGC disables the access control information for this PINE. 

* * * Start of Change 2 * * *

[bookmark: _Toc146207036]8.5.9.3.4	PIN status notify
Table 8.5.9.3.4-1 describes information elements in the PIN status notify from the PEMC to PEMC/PEGC/PINE/PIN server. 
Table 8.5.9.3.4-1: PIN status notify
	Information element
	Status
	Description

	PIN Status event type
	M
	Identifies PIN status event types contained in the notification; more than one PIN status event type can be provided.

PIN status event types
- PIN modification
- PINE management (PINE join/leave/PINE removed)
- PIN profile update
- PIN state (Activated or de-activated)

	PIN ID
	M
	The identifier of PIN.

	PINE management
	O
	Indicates the PINE join/leave the PIN, this IE is present if the PIN status event type is PINE management.

	> PINE join into the PIN
	O
	Indicates the PINEs join into the PIN

	>> PIN client ID
	M
	The identifier of the joined PINE 

	>> PIN client profile(s)
	O
	Profiles of PIN clients that joins the PIN. The PIN client profiles are further described in Table 8.2.2.3. 

	> PINE leaves the PIN
	O
	Indicates the PINEs leaves from the PIN

	>> PIN client ID
	M
	The identifier of the leaved PINE 

	PIN modification
	O
	Indicates the modification of PIN, this IE is present if the PIN status event type is PIN modification.

	> Updated PIN profile
	M
	Updated PIN profile information that includes identifiers of PIN clients authorized to use as PEGC or PEMC.

	>> PEGC information
	O
	Includes the PEGC information defined in Table 8.5.2.3.3-1.

	>> PEMC information
	O
	Includes the PEMC information.

	>>> PEMC address
	O
	Assigned IP/MAC address or port number of PEMC

	>>> Identifier of PEMCs
	O
	Indicates the PINE identifier authorized to be the PEMCs of this PIN. 

	PIN profiles update
	O
	Indicates a PIN profile update that indicated in section 8.2.2, this IE is present if the PIN status event type is PIN profile update. 



* * * Start of Change 3 * * *

[bookmark: _Toc146207031]8.5.9.2.2	PIN status notify
Figure 8.5.9.2.2-1 illustrates the PIN status notify procedure.
Pre-conditions:
1.	The PINE/PEGC/PIN has subscribed with the PEMC for the PIN status as specified in clause 8.5.9.2.1.

 
Figure 8.5.9.2.2-1: PIN status notify procedure
1.	When an event occurs at the PEMC that satisfies trigger conditions for notifying (e.g. to provide updated PIN status, for example when a PINE joins into the PIN) a PINE/PEGC/PIN server.
The status information of PIN is updated including the following cases: 
-	PIN modification: The PIN modification includes the PEMC/PEGC relocation and the PINE joins into PIN or leaves the PIN;
-	PIN profile updates: The PIN profiles is referred to the section 8.2.2, and the updated PIN profile may be coordinated to other PINEs;
-	PIN state changes: Whenever the PIN state is changed from activated to de-activated or vice-versa;
2.	The PEMC sends an PIN status notify to the PINE/PEGC/PIN server with the updated PIN status information. 
The PIN status information notification includes the following parameters: 
-	PIN modification: If the PEMC decides the PEMC/PEGC relocation, the PEMC includes the parameters about the newly assigned PEMCs and PEGCs in the PIN status update request, for example, the PEMC/PEGC ID or address, the PEGC information in Table 8.5.2.3.3-1 about access control information and etc;
-	PINE joins or leave the PINmanagement: If the PEMC decides the PINE to join or leave the PIN, the PEMC includes the parameters about the newly added/removed PINE in the PIN status update request, for example, the PIN client ID or address, the PIN client profile and etc;. Also if the PINE is removed from the PIN, the parameters about the removed PINE should be included in the PIN status update request;
-	PIN profile update: If the PIN profile is updated, the PEMC includes the parameters about updated PIN profile in the PIN status update request;
-	PIN state changes: Whenever the PIN state is changed from activated to de-activated or vice-versa;
3.	Upon receiving the notification, the PINE, PEGC or PIN server updates the PIN profile according to the information in the PIN status notify. 



* * * End of Change * * *
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