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>>>> Start of Changes <<<<
[bookmark: _Toc145673951]8.2.10	EAS bundle requirements
The following IEs describe the EAS bundle requirements:
NOTE:	Information elements in the EAS Bundle Requirements are provided by the ASP.
Table 8.2.10-1: EAS bundle requirements
	Information element
	Status
	Description

	Coordinated EAS discovery
	O
	Indicates if coordinated EAS discovery is required i.e., if EAS discovery request for one of the bundled EAS is processed, then EAS discovery response should include information of all the EASs belonging to the bundle.

	Coordinated ACR
	O
	Indicates if coordinated ACR is required i.e., if EAS ACR is initiated for one of the bundled EAS, then ACR should be initiated for all the EASs belonging to the bundle.

The IE may further indicate what actions must be taken if ACR for one or more bundled EAS fails e.g. ACR for all other EAS that are part of the bundle must be cancelled or not.

	Affinity 
	O
	Indicates the affinity requirement of the EAS bundle. The IE can be set to "strong" indicating that the EASs must be in the same EDN, "preferred" indicating that it is nice to have EASs in the same EDN but not essential or "weak" indicating that its not essential for EASs to be in the same EDN.

	Common EAS bundle
	O
	Indicates if the selection of Common EAS bundle is required for a given group of UE. The IE also includes Common EAS information that contains Bundle ID, Bundle type, Main EASID, and list of EAS IDs.





[bookmark: _Toc145673952]8.2.11	Application Group profile
An Application Group profile includes information about the Application Group used to determine common EAS.
Table 8.2.11-1: Application Group profile
	Information element
	Status
	Description

	Application Group ID
	M
	Application group identifier as defined in 7.2.11.

	EAS ID
	M
	Identifier of EAS

	Expected Group Geographical Service Area.
	O
	The expected location(s) (e.g. route) of the group of UEs during the AC's operation schedule. This geographic information can express a geographic point, polygon, route, signalling map, or waypoint set.

	Common EAS bundle information
	O
	List of EAS bundle information for the commonly selected EAS 

	> Bundle ID
	M
	Bundle ID as described in clause 7.2.10.

	> Bundle type
	M
	Type of the EAS bundle as described in clause 7.2.10

	> EAS bundle requirements
	O
	Requirements associated with the EAS bundle as described in clause 8.2.10.

	> Main EASID
	O
	Indicate which EAS in a common EAS bundle takes the main EAS service role.

	> list of EAS ID
	O
	List of EAS ID to be invoked by the EAS for EAS driven associated EAS. 



Editor's note: It is FFS which additional IEs are required in the Application Group Profile.
Editor's note: It is FFS how the EES can determine common EAS requirements if different values than the ones provided by the “AC Service KPIs” of the corresponding AC Profile are required for optimal group performance


>>>> End of Changes <<<<

