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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc138291090]9.9.3.1	Transmission quality management guarantee request
Table 9.9.3.1-1 describes the information flow from the SEALDD server to the SEALDD client for requesting data transmission quality managementguarantee.
Table 9.9.3.1-1: Transmission quality management guarantee request
	Information element
	Status
	Description

	SEALDD flow ID
	M
	Identifier of the SEALDD flow.

	Transmission quality managementguarantee action
	M
	Indicates the data transmission quality guarantee action (e.g. redundant transmission path, re-establish transmission path, switch to backup transmission path) or optimization action (back to single transmission path) that triggering by event (e.g. measurement threshold).



NOTE: The triggering event (e.g. measurement threshold) is changeable with the transmission quality guarantee event.
Editor's Note:	 The Transmission quality guarantee action is to be changed to the quality guarantee policy in Table 9.7.3.6. The SEALDD policy configuration request in table 9.10.3.1-1 is to be aligned by adding the Transmission quality guarantee policy in this table.
[bookmark: _Toc138291091]9.9.3.2	Transmission quality management guarantee response
Table 9.9.3.2-1 describes the information flow from the SEALDD client to the SEALDD server for responding to the transmission quality management guarantee request.
Table 9.9.3.2-1: Transmission quality management guarantee response
	Information element
	Status
	Description

	Result 
	M
	Success or failure.



[bookmark: _Toc138291093]* * * Next Change * * * *
9.9.4.1	General
Table 9.9.4.1-1 illustrates the APIs exposed by SEALDD client for data transmission quality managementguarantee.
Table 9.9.4.1-1: API list for transmission quality managementguarantee
	API Name
	API Operations
	Operation Semantics
	Consumer(s)

	Sdd_TransmissionQuality ManagementGuarantee
	Request
	Request/Response
	SEALDD server



[bookmark: _Toc138291094]9.9.4.2	Sdd_ TransmissionQualityManagementGuarantee Request operation
API operation name: Sdd_ TransmissionQualityManagementGuarantee Request
Description: The consumer requests for one time for transmission quality managementguarantee.
Inputs: See clause 9.9.3.1.
Outputs: See clause 9.9.3.2
See clause 9.9.2.2 for details of usage of this operation.

* * * End of changes * * * *
