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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc460616026][bookmark: _Toc460616887][bookmark: _Toc465162487][bookmark: _Toc138279654][bookmark: _Toc460616103][bookmark: _Toc460616964][bookmark: _Toc465162581][bookmark: _Toc138279733]7.1.2.2.2	Group call request
Table 7.1.2.2.2-1 describes the information flow group call request from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.1.2.2.2-1: Group call request
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo group ID
	M
	The MCVideo group ID of the group on which the call is initiated

	SDP offer
	M
	Media parameters of MCVideo server

	Broadcast indicator
	O
	Indicates that the group call request is for a broadcast group call

	Location information 
	O
	Location of the calling party

	Requested priority
	O
	The priority of the group call



* * * * Second change * * * *
7.2.2.2.2	MCVideo private call request
Table 7.2.2.2.2-1 describes the information flow MCVideo private call request from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.2-1: MCVideo private call request
	Information Element
	Status
	Description

	MCVideo ID 
	M
	The MCVideo ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo ID 
	M
	The MCVideo ID of the called party

	Transmit media request indication
	M
	This element indicates whether transmission control will be used for the private call.

	SDP offer
	M
	Media parameters of MCVideo client. 

	Requested commencement mode
	O
	An indication that is included if the user is requesting a particular commencement mode

	Implicit transmit media request (see NOTE)
	O
	An indication that the user is also requesting the permission to transmit video

	Push indication
	O
	Indicates that the private call request is for a one-to-one push call

	Pull indication
	O
	Indicates that the private call request is for a one-to-one pull call

	Requested priority
	O
	Priority requested of the private call

	NOTE:	This element shall not be included when the request is sent from the MCVideo server to the MCVideo client.




* * * * Third change * * * *
[bookmark: _Toc460616108][bookmark: _Toc460616969][bookmark: _Toc477419407][bookmark: _Toc138279738]7.2.2.2.7	MCVideo emergency private call request
Table 7.2.2.2.7-1 describes the information flow MCVideo emergency private call request from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.7-1: MCVideo emergency private call request
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo ID 
	M
	The MCVideo ID of the called party

	Emergency indicator
	M
	Indicates that the private call request is an MCVideo emergency call

	Alert indicator
	M
	Indicates whether an emergency alert is to be sent

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit transmit media request
	O
	An indication that the user is also requesting to transmit media. 

	SDP offer
	M
	Media parameters of MCVideo client.

	Request priority
	O
	Priority requested of the private call





* * * * Fourth change * * * *
[bookmark: _Toc433209844][bookmark: _Toc460616184][bookmark: _Toc460617045][bookmark: _Toc465162671][bookmark: _Toc138279873]
7.6.2.1	Ambient viewing call request
Table 7.6.2.1-1 describes the information flow for the ambient viewing call request from MCVideo client and MCVideo sever and MCVideo server to the MCVideo client.
Table 7.6.2.1-1: Ambient viewing call request
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the "viewing" user to view

	MCVideo ID
	M
	The MCVideo ID of the "viewed to" user

	SDP offer
	M
	Media parameters of MCVideo client. 

	[bookmark: OLE_LINK40]Ambient viewing type
	M
	The ambient viewing type indicates remotely initiated ambient viewing call or locally initiated ambient viewing call.

	Request priority
	O
	Priority requested of the call




* * * *Fifth change * * * *
[bookmark: _Toc138279996]7.19.2.4	Ad hoc group call request (MCVideo server – MCVideo client)
Table 7.19.2.4-1 describes the information flow ad hoc group call request from the MCVideo server to the MCVideo client.
Table 7.19.2.4-1 Ad hoc group call request information elements
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	MCVideo ID
	M
	The identity of the MCVideo user towards which the request is sent

	Functional alias
	O
	The functional alias of the calling party

	MCVideo ad hoc group ID
	M
	The MCVideo group ID to be associated with the ad hoc group call

	SDP offer
	M
	Media parameters of MCVideo server

	Broadcast indicator
(NOTE)
	O
	Indicates that the ad hoc group call request is for a broadcast ad hoc group call

	Imminent peril indicator (NOTE)
	O
	Indicates that the ad hoc group call request is an MCVideo imminent peril call

	Emergency Indicator (NOTE)
	O
	Indicates that the ad hoc group call request is an MCVideo emergency call

	Preconfigured ad hoc group identity
	O 
	Group identity whose configuration is to be applied for this ad hoc group call.

	Requested priority
	O
	The priority of the call

	NOTE:	If used, only one of these information elements is present.




* * * * End of changes * * * *

