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	Reason for change:
	Currently, the list of permitted MC gateway UE parameter is added to MCPTT, MCVideo and MCData user profile configuration data in 3GPP TS 23.379, 3GPP TS 23.281, and 3GPP TS 23.282, respectively. However, this parameter is required to be initially configured to enable the MC gateway client hosted by a non-3GPP device to perform connection authorisation procedure towards an MC gateway UE. Please refer to pre-condition number 2 in clause 11.5.1.2.3:
-	The MC gateway client hosted at the non-3GPP device has been provided with an appropriate GW MC service ID.
At this point, the MC service client has not received its user profile to be able to obtain this information from. Additionally, this information is utilized by the MC gateway client and not the MC service client. Please refer to clause 10.1.1.1. Therefore, clause A.9 is added to include this parameter. 
Similarly, the precondition from clause 11.5.1.3.3:
-	The MC gateway client, which is hosted by the MC gateway UE, has been configured with the necessary parameters needed for connectivity with the MC gateway UE.
Furthermore, clause A.7 is reformulated to reflect the type of service provided by each GW MC service ID. 

	
	

	Summary of change:
	- adding clause A.9 describing the initial MC gateway client configuration data.
- updating clause A.7 to have the GW MC service ID reflects the type of service provided.
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	The initial configuration data of the MC gateway client is essential to perform the initial connection towards MC gateway UE, namely, the connection authorisation. If the initial configuration data is not correctly described, stage 3 work will be delayed. 
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[bookmark: _Toc517082226]* * * * First change * * * *

[bookmark: _Toc83314268]A.7	Initial MC gateway UE configuration data
The initial MC gateway UE configuration data is essential to the MC gateway UE to successfully connect MC clients to the MC system. The initial MC gateway UE configuration data can be the same or different across MC gateway UEs.
Data in table A.7-1 is provided to the MC gateway UE during the bootstrap process and can be configured on the MC gateway UE offline using the CSC-11 reference point or via other means.
Table A.7-1: Initial MC gateway UE configuration data (on-network)
	Reference
	Parameter description

	Subclause 5.15 of 3GPP TS 22.280 [3]
	List of permitted GW MC service MCPTT IDs for MCPTT services

	
	> GW MC service MCPTT ID

	Subclause 5.15 of 3GPP TS 22.280 [3]
	List of permitted GW MC service MCVideo IDs for MCVideo services

	
	> GW MC service MCVideo ID

	Subclause 5.15 of 3GPP TS 22.280 [3]
	List of permitted GW MC service MCData IDs for MCData services

	
	> GW MC service MCData ID



NOTE:	Configured MC service IDs indicate the support of an MC service.

* * * * Second change * * * *
[bookmark: _Toc460616242][bookmark: _Toc460617103][bookmark: _Toc460662492][bookmark: _Toc468105566][bookmark: _Toc468110661][bookmark: _Toc138278320]A.9	Initial MC gateway client configuration data
The initial MC service gateway client configuration data is essential to the MC gateway client to be utilized during the connection authorisation procedure. 
Table A.9-1: Initial MC gateway client configuration data (on-network)
	Reference
	Parameter description

	Subclause 5.15 of 3GPP TS 22.280 [3]
	List of permitted GW MCPTT ID to enable connecting to MC gateway UE for MCPTT services

	
	> GW MCPTT ID

	Subclause 5.15 of 3GPP TS 22.280 [3]
	List of permitted GW MCVideo ID to enable connecting to MC gateway UE for MCVideo services

	
	> GW MCVideo ID

	Subclause 5.15 of 3GPP TS 22.280 [3]
	List of permitted GW MCData ID to enable connecting to MC gateway UE for MCData services

	
	> GW MCData ID



* * * * End of changes * * * *
