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/************************ First change ******************************/
10.6.2.2.34	VoidPreconfigured regroup request (MCPTT client – MCPTT server)
Table 10.6.2.2.34-1 describes the information flow preconfigured regroup request from the MCPTT client to the MCPTT server.
Table 10.6.2.2.34-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	O
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O
(see NOTE 1)
	List of MCPTT groups to be regrouped into the group regroup group

	MCPTT user ID list
	O
(see NOTE 1)
	List of MCPTT users to be regrouped into the user regroup group

	Requested priority
	O
	Priority level requested for the call.

	MCPTT user criteria
	O
(see NOTE 1, NOTE 2)
	Carries the details of criteria which will be used by the MCPTT server for determining the participants. For example, it can be a location based criteria to determine the MCPTT user ID list in a particular area, or it could be tags (e.g. “fire”, “medical”, “police”, etc.), or a combination of tags and location, which is left to implementation.

	NOTE 1:	One and only one of these shall be present.
NOTE 2:	This information element is used only for the user regroup procedures



[bookmark: _Toc146293293]10.6.2.2.35	VoidPreconfigured regroup request (MCPTT server – MCPTT client)
Table 10.6.2.2.35-1 describes the information flow preconfigured regroup request from the MCPTT server to the MCPTT client.
Table 10.6.2.2.35-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the target MCPTT group member

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O
(see NOTE)
	List of MCPTT groups to be regrouped into the group regroup group

	MCPTT user ID list
	O
(see NOTE)
	List of MCPTT users to be regrouped into the user regroup group

	NOTE:	One and only one of these shall be present.



[bookmark: _Toc146293294]10.6.2.2.36	VoidPreconfigured regroup request (MCPTT server – MCPTT server)
Table 10.6.2.2.36-1 describes the information flow preconfigured regroup request from the MCPTT server to the MCPTT server.
Table 10.6.2.2.36-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O
(see NOTE)
	List of MCPTT groups to be regrouped into the group regroup group

	MCPTT user ID list
	O
(see NOTE)
	List of MCPTT users to be regrouped into the user regroup group

	Requested priority
	O
	Priority level requested for the call.

	NOTE: One and only one of these shall be present.



[bookmark: _Toc146293295]10.6.2.2.37	VoidPreconfigured regroup response (MCPTT client – MCPTT server)
Table 10.6.2.2.37-1 describes the information flow preconfigured regroup response from the MCPTT client to the MCPTT server.
Table 10.6.2.2.37-1 Preconfigured regroup response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the responding MCPTT client

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation



[bookmark: _Toc146293296]10.6.2.2.38	VoidPreconfigured regroup response (MCPTT server – MCPTT client)
Table 10.6.2.2.38-1 describes the information flow preconfigured regroup response from the MCPTT server to the MCPTT client.
Table 10.6.2.2.38-1 Preconfigured regroup response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester of the regrouping operation

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation



[bookmark: _Toc146293297]10.6.2.2.39	VoidPreconfigured regroup response (MCPTT server – MCPTT server)
Table 10.6.2.2.39-1 describes the information flow preconfigured regroup response from the MCPTT server to the MCPTT server.
Table 10.6.2.2.39-1 Preconfigured regroup response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the responding MCPTT client

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation



[bookmark: _Toc146293298]10.6.2.2.40	VoidPreconfigured regroup cancel request (MCPTT client – MCPTT server)
Table 10.6.2.2.40-1 describes the information flow preconfigured regroup cancel request from the MCPTT client to the MCPTT server.
Table 10.6.2.2.40-1 Preconfigured regroup cancel request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group



[bookmark: _Toc146293299]10.6.2.2.41	VoidPreconfigured regroup cancel request (MCPTT server – MCPTT client)
Table 10.6.2.2.41-1 describes the information flow preconfigured regroup cancel request from the MCPTT server to the MCPTT client.
Table 10.6.2.2.41-1 Preconfigured regroup cancel request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the target MCPTT user or MCPTT group member

	MCPTT group ID
	M
	MCPTT group ID of the regroup group



[bookmark: _Toc146293300]10.6.2.2.42	VoidPreconfigured regroup cancel request (MCPTT server – MCPTT server)
Table 10.6.2.2.42-1 describes the information flow preconfigured regroup cancel request from the MCPTT server to the MCPTT server.
Table 10.6.2.2.42-1 Preconfigured regroup cancel request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group



[bookmark: _Toc146293301]10.6.2.2.43	VoidPreconfigured regroup cancel response (MCPTT client – MCPTT server)
Table 10.6.2.2.43-1 describes the information flow preconfigured regroup cancel response from the MCPTT client to the MCPTT server.
Table 10.6.2.2.43-1 Preconfigured regroup cancel response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the responding MCPTT client

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation



[bookmark: _Toc146293302]10.6.2.2.44	VoidPreconfigured regroup cancel response (MCPTT server – MCPTT client)
Table 10.6.2.2.44-1 describes the information flow preconfigured regroup cancel response from the MCPTT server to the MCPTT client.
Table 10.6.2.2.44-1 Preconfigured regroup cancel response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester of the regroup removal

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation



[bookmark: _Toc146293303]10.6.2.2.45	VoidPreconfigured regroup cancel response (MCPTT server – MCPTT server)
Table 10.6.2.2.45-1 describes the information flow preconfigured regroup cancel response from the MCPTT server to the MCPTT server.
Table 10.6.2.2.45-1 Preconfigured regroup cancel response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester of the regroup removal

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regroup removal operation



[bookmark: _Toc146293304]10.6.2.2.46	VoidPreconfigured regroup reject (MCPTT server – MCPTT client)
Table 10.6.2.2.46-1 describes the information flow preconfigured regroup reject from the MCPTT server to the MCPTT client.
Table 10.6.2.2.46-1 Preconfigured regroup reject information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester of the regrouping

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Reject reason
	M
	Reason for rejecting the regrouping operation



[bookmark: _Toc146293305]10.6.2.2.47	VoidPreconfigured regroup reject (MCPTT server – MCPTT server)
Table 10.6.2.2.47-1 describes the information flow preconfigured regroup reject from the MCPTT server to the MCPTT server.
Table 10.6.2.2.47-1 Preconfigured regroup reject information elements
	Information Element
	Status
	Description

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Reject reason
	M
	Reason for rejecting the regrouping operation



[bookmark: _Toc146293306][bookmark: _Toc122563385]10.6.2.2.48	VoidPreconfigured regroup request return (MCPTT server – MCPTT client)
Table 10.6.2.2.48-1 describes the information flow preconfigured regroup request from the MCPTT server to the MCPTT client.
Table 10.6.2.2.48-1 Preconfigured regroup request return information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	MCPTT group ID
	O
	The MCPTT group ID to be associated with the preconfigured regroup group call which is either provided by the group call initiator or assigned by the MCPTT server. This information element shall be present if the authorization result is success.

	Authorization result
	M
	Indicate if authorization is success or failure



[bookmark: _Toc146293307]10.6.2.2.49	VoidPreconfigured user regroup remove request (MCPTT server – MCPTT client)
Table 10.6.2.2.49-1 describes the information flow preconfigured user regroup remove request from the MCPTT server to MCPTT client.
Table 10.6.2.2.49-1 Preconfigured user regroup remove request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT user to be removed from the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the regroup group from which the MCPTT user is to be removed



[bookmark: _Toc146293308]10.6.2.2.50	VoidPreconfigured user regroup remove response (MCPTT client – MCPTT server)
Table 10.6.2.2.50-1 describes the information flow preconfigured user regroup remove response from the MCPTT client to the MCPTT server.
Table 10.6.2.2.50-1 Preconfigured user regroup remove response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT user to be removed from the preconfigured regroup

	Result
	M
	Result of the preconfigured user regroup removal operation




