

	
[bookmark: _Hlk90207978]3GPP TSG-SA WG6 Meeting #57	S6-233043
Xiamen, China, 09th – 13th October, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.434
	CR
	0242
	rev
	-
	Current version:
	17.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correction of the TSC stream creation request

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	SA6

	
	

	Work item code:
	eSEAL
	
	Date:
	2023-09-21

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The received LS S6-232801 asking SA6 to clarify TSC stream creation request in clause 14.3.2.25. This CR proposes to specify that the MaxLatency, MaxFrameInterval, MaxFrameSize, MaxIntervalFrames are only necessary information elements that needs to be provided in the Traffic specification.

	
	

	Summary of change:
	The description of the Traffic specification information element in clause 14.3.2.25 was updated.

	
	

	Consequences if not approved:
	The defenition of the SS_NetworkResourceAdaptation API cannot be completed in the stage 3.

	
	

	Clauses affected:
	14.3.2.25

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	· This CR addresses LS S6-232801.

	()
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc138284874][bookmark: _Toc138282099][bookmark: _Toc131692884][bookmark: _Toc122516701][bookmark: _Toc122516723]14.3.2.25	TSC stream creation request
Table 14.3.2.25-1 describes the information flow TSC stream creation request from the VAL server to the NRM server.
Table 14.3.2.25-1: TSC stream creation request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	VAL Stream ID
	M
	It identifies the VAL stream.

	Stream specification
	M
	Stream specification includes MAC addresses of the source and destination DS-TT ports (e.g. as defined in IEEE 802.1CB [37]).

	Traffic specification
	M
	It includes MaxLatency, MaxFrameInterval, MaxFrameSize, MaxIntervalFrames, etc. (e.g. as described in IEEE 802.1Qcc [35] in clause 46.2).
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