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* * * Start of Change 1 * * *

[bookmark: _Toc146206968]8.4.2.3.2	PINE Registration request
Table 8.4.2.3.2-1 describes information elements in the PINE Registration request from the PINE (including PEMC, PEGC, PINEs) to the PIN server. 
Table 8.4.2.3.2-1: PINE Registration request (PINE/PEGC to PIN server, or PEMC represents PINE/PEGC to PIN server)
	Information element
	Status
	Description

	UE Identifier
	M
	The identifier of the hosting UE (i.e. GPSI or identity token) of PINE/ PEMC/PEGC

	Security credentials
	M
	Security credentials resulting from a successful authorization for the PIN service.

	Indication of representation registration
	O
	If PEMC represents PINE/PEGC to perform registration to PIN server, this indication is included.

	Lists of PINEs/PEGCs 
	
	

	> MAC address
	O
	MAC address of the requested PINEs. 

	> Vendor name 
	O
	The vendor name of the PINE

	> Device description
	O
	Description of the device. 

	> PINE Address
	OM
	The IP address of PINE, if available. 

	> Port number
	M
	Port number of PIN client on PINE/PEMC/PEGC to support PIN enabler layer communication.

The port number is the port used by a PINE to expose a service within the PIN.

	> PINE Capabilities
	O
	Identify whether the PINE is capable of becoming a PEMC, a PEGC or both.

	> > Maximum number of PINEs (see NOTE)
	O
	Indicates the maximum number of PINE that can be managed by the PEMC or PEGC

	NOTE:	Only present if PINE Capabilities is present.
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