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1. Introduction
This pCR is based on S6-232485 provided by Huawei, Hisilicon that was postponed at SA6#56. It provides a proposal regarding alignment of Application Server registration procedures in 3GPP SA6 and ETSI MEC.
2. Reason for Change
The procedures for Application Registration in clause 5.3.2 of TR 23.958 are indicated as “TBD”.
3. Proposal
[bookmark: specVersion]To approve the following changes to 3GPP TR 23.958 V1.0.0 and therefore resolve the “TBD” of clause 5.3.2.


[bookmark: _Toc105715092]

Change 1
[bookmark: _Toc144819456]5.3.2 	Exemplary Procedures for Application Registrationover EDGE-3 and Mp1
[bookmark: _Toc137821123][bookmark: _Toc57673512][bookmark: _Toc50584652][bookmark: _Toc50584308][bookmark: _Toc42003963][bookmark: _Toc37791012]Clause 5.3.1 provides alignment guidance of the information elements of the EDGEAPP EASProfile and ETSI MEC AppInfo. As an example of procedural alignment over the EDGE-3 and Mp1 reference points when exchanging these information elements between an Application Server and Edge Platform, it is of note that both 3GPP TS 23.558 [2], clause 8.4.3 and ETSI GS MEC 011 [5], clause 5.2.13, support registration, registration update and deregistration procedures.TBD
End of changes
