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[bookmark: _Toc517082226]* * * * First change * * * *

[bookmark: _Toc146293616]10.19.3	Procedures
[bookmark: _Toc146293617]10.19.3.1	Ad hoc group call procedures in single MCPTT system
[bookmark: _Toc146293618]10.19.3.1.1	Ad hoc group call setup
Figure 10.19.3.1.1-1 below illustrates the ad hoc group call setup procedure initiated by an authorized user.
Pre-conditions:
1.	The authorized user at MCPTT client 1 wants to invite MCPTT users at MCPTT client 2, MCPTT client 3 and MCPTT client 4 for the ad hoc group call and is aware of the MCPTT IDs of the participants or to invite the ad hoc group member if the ad hoc group call follows an ad hoc group emergency alert, the MCPTT client 1 is aware of the ad hoc group ID.
2.	Number of participants being invited for the ad hoc group call is within the limit.
3.	End-to-End encryption is supported for this ad hoc group call.
4.	The pre-configured group identity and pre-configured group configuration to be used for an ad hoc group have been preconfigured in MCPTT client and other participants of ad hoc group have also received the relevant security related information to allow them to communicate in an ad hoc group communication.
NOTE 1:	Selection of MCPTT IDs of the participants can be manual or from the user profile configuration data or by any other means. This is left for the implementation.




Figure 10.19.3.1.1-1: Ad hoc group call setup
1.	User at MCPTT client 1 would like to initiate an ad hoc group call. The MCPTT client 1 initiates the ad hoc group call by sending the ad hoc group call request containing the list of participants or an ad hoc group ID from an ad hoc group emergency alert to the MCPTT server. Encryption supported information element shall be set to true since end-to-end encryption is supported. An SDP offer containing the MCPTT client media parameters is included. If there is a floor request to transmit, then the ad hoc group call request contains an indication of an implicit floor request. If the MCPTT user of MCPTT client 1 has selected a functional alias, then the ad hoc group call request contains that functional alias. If the ad hoc group call request contains an implicit floor request it may also include location information.


* * * * End of changes * * * *
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