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* * * First Change * * * *
[bookmark: _Toc57673557][bookmark: _Toc145674063]8.5.2.3.3	Notify
Figure 8.5.2.3.3-1 illustrates the EAS discovery notification procedure between the EEC and the EES.
Pre-conditions:
1.	The EEC has subscribed with the EES for the EAS discovery information as specified in clause 8.5.2.3.2.


Figure 8.5.2.3.3-1: EAS discovery notification
1.	An event occurs at the EES that satisfies trigger conditions for notifying (e.g. to provide EAS discovery information or EAS dynamic information) a subscribed EEC. If UE's location information is not already available, the EES obtains the UE location by utilizing the capabilities of the 3GPP core network as specified in clause 8.10.3. If EAS discovery filters were provided by the EEC during subscription creation, the EES identifies the EAS(s) based on the provided EAS discovery filters and the UE location. 
For EAS dynamic information change event, the EES, based on local policy, may use received EAS endpoints from EEC or all registered EAS endpoints to get edge load analytics information from ADAES services (e.g. as specified in clause 8.8 of TS 23.436 [27]) to monitor EAS service status like EAS status and EAS schedule.
When the bundle EAS information is provided, then;
-	If EAS bundle identifier was provided, the EES identifies all or part of the EAS(s) associated with the same EAS bundle identifier. 
-	If a list of EASIDs is provided, the EES identifies the EASs which are all or part of the EAS bundle.
If the EEC indicates that service continuity support is required, the EES shall take the indication which ACR scenarios are supported by the AC and the EEC and which of these are preferred by the AC into consideration.
	If EAS discovery filters were not provided, then:
-	if available, the EES identifies the EAS(s) based on the UE-specific service information at the EES and the UE location;
-	EES identifies the EAS(s) by applying the ECSP policy (e.g. based only on the UE location);
If EAS discovery filters contain Application group profile, the EES checks whether information about common EAS and related Application Group ID is available or not. If the common EAS information related to the Application Group ID is:
-	not available, then based on the policy if EES needs to select the common EAS, the EES identifies an EAS for the Application Group ID based on the provided EAS discovery filters such as KPIs, UE-specific service information or the ECSP policy. Furthermore, the EES stores the common EAS information and related Application Group ID. 
-	available at the EES, then the EES provides information of that EAS as result for EAS discovery. 
NOTE 1:	The EES may have previously determined and stored the common EAS for Application group ID, or the EES may have received the common EAS selection information for Application group ID during the common EAS announcement procedure. 
When the ECS-ER is not available and the EES selects the common EAS, the selected common EAS shall be announced to other EES(s) as per procedure specified in clause 8.19.
When the ECS-ER is available and common EAS information corresponding to the Application Group ID is not available, then the EES identifies one EAS for the group and interacts with the ECS-ER to store the common EAS information as described in clause 8.20.2.3. If common EAS information is already available corresponding to the Application Group ID in the repository, then the ECS-ER returns the common EAS information to the EES as described in clause 8.20.2.3.
NOTE 21:	Details of the UE-specific service information and how it is available at the EES is out of scope.
NOTE 32:	Both steps are evaluated prior to sending a response.
If the UE is located outside the Geographical or Topological Service Area of an EAS, then the EES shall not include this EAS in the EAS discovery notification.
If the application triggering is supported and required by the EEC as indicated in EEC Triggering Request IE of the EAS Discovery Subscription Request, then the EES performs the EEC triggering service as described in the clause 8.16.1 and skips the step 2.
2.	The EES sends an EAS discovery notification to the EEC with the EAS information determined in step 1.,  which includes information about the discovered EASs and Instantiable EAS Information. For discovered EASs, this includes endpoint information. Depending on the event type and EAS discovery filters received in the EAS discovery subscription request, the notification may include additional information regarding matched capabilities, e.g. service permissions levels, KPIs, AC locations(s) that the EASs can support, ACR scenarios supported by the EAS, etc. The EAS discovery notification may contain a list of EASs and Instantiable EAS Information. This list may be based on EAS discovery filters containing a Geographical or Topological Service Area, e.g. a route, included in the EAS discovery subscription request by the EEC. When the discovered EAS is for a certain application group, then the Application Group ID is also included in the notification message. If the discovered EAS is registered to another EES, then the EES endpoint of the EES where the discovered EAS is registered is also included in the notification message.
Editor's note: The usage of received analytics information by EEC in EAS discovery notification and EAS discovery response is FFS.
Upon receiving the EAS discovery notification, if the EEC selects an EAS which is instantiated (i.e., an EAS profile was provided), the EEC uses the endpoint information for routing of the outgoing application data traffic to EAS(s), as needed, and may provide necessary notifications to the AC(s). The EEC may use the border or overlap between EAS Geographical Service Areas for service continuity purposes. The EEC may cache the EAS information (e.g. EAS endpoint) for subsequent use. If the Lifetime IE is included in the notification, the EEC may cache the EAS information only for the duration specified by the Lifetime IE.
NOTE 4:	Within the duration specified by the Lifetime IE, the cached EAS Profile can be updated (e.g. according to notifications from the EES for changes of EAS information due to EAS status change) or the cached EAS Profile can be invalidated due to new EAS information discovery (e.g. due to UE mobility). The EEC can update or invalidate the cached EAS information (e.g. on PDU Session Release or Modification Command).
NOTE 5:	The AC can cache the EAS information (e.g. EAS endpoint) for subsequent use. In the case of the cached information needing to be updated or invalidated, the mechanisms for the EEC to notify the AC is up to implementation and is not specified in the current release of the present document.
NOTE 6:	The EEC can use the EAS information provided by the discovery procedure to perform service continuity planning, for example when ultra-low latency ACR is required.

[bookmark: _Toc57673571][bookmark: _Toc145674072]* * * Next Change * * * *
8.5.3.6	EAS discovery notification
Table 8.5.3.6-1 describes the information elements for EAS discovery notification from the EES to the EEC.
Table 8.5.3.6-1: EAS discovery notification
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the EES for the request

	Event ID
	M
	Either EAS availability change or EAS dynamic information change

	EAS list
	O
	List of discovered EAS profiles. Each element includes the information described below.

	> EAS profile
	M
	Profile of the EAS. Each element is described in clause 8.2.4

	> Application Group ID list (NOTE X)
	O
	List of Application Group IDs associated with EAS

	> EES Endpoint
	O
	The endpoint address (e.g. URI, IP address) of the common EES.

	> Lifetime
	O
	Time interval or duration during which the information elements in the EAS profile is valid and supposed to be cached in the EEC (e.g. time-to-live value for an EAS Endpoint)

	> Analytics information
	O
	Analytics information for EAS.

	>> Statistical data
	O
	Indicates the statistical analytics data (e.g. number of times the client received expected performance from the EAS).
Applicable for "EAS availability change" event.

	>> Predictive data
	O
	Indicates predictive analytics data for EAS service status (e.g. EAS schedule, EAS status) change.
Applicable for "EAS dynamic information change" event.

	Instantiable EAS information
	O
	The EAS instantiation status per EASID (e.g. instantiated, instantiable but not be instantiated yet)

	> Instantiation criteria (NOTE)
	O
	The criteria upon which EAS can be instantiated (e.g. based on specific date and time).

	NOTE:	"Instantiation criteria" IE shall be present only when the value of "Instantiable EAS information" IE is "instantiable but not be instantiated yet".
NOTE X:	"Application Group ID list" IE shall be present when "Application Group profile" is included for "AC profile" in EAS discovery subscription request as specified in clause 8.5.3.4



* * * End of Change(s) * * * *
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