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[bookmark: _Toc131120419]/******************** First Changes ********************/
[bookmark: _Hlk149595380][bookmark: _Toc131196561][bookmark: _Toc131196562][bookmark: _Toc477419404][bookmark: _Toc460616966][bookmark: _Toc460616105]10.5.2.aa	IWF Multi-talker floor release 
Table 10.5.2.aa-1 describes the information elements of floor release for multi-talker control, from the IWF to the MCPTT floor control server and from the floor control server to the IWF, which is used to indicate the media transfer is completed and floor is released. This information flow is sent in unicast from the floor control server.
Table 10.5.2.aa-1: Multi-talker floor release
	MCPTT ID (see NOTE)
	M
	Identity of participant releasing the floor

	List of functional aliases (see NOTE)
	O
	Functional alias(es) of participant releasing the floor

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	NOTE: One or more functional aliases may be associated with the MCPTT ID.



[bookmark: _Toc146293492]10.5.2.bb	IWF Multi-talker floor taken
Table 10.5.2.bb-1 describes the information elements of floor taken for multi-talker control, from the IWF to the MCPTT floor control server and from the floor control server to the IWF, which is used to indicate when the floor is simultaneously granted to multiple MCPTT users. The multi-talker floor taken is sent in unicast or broadcast.
Table 10.5.2.bb-1: IWF Multi-talker floor taken
	Information element
	Status
	Description

	List of MCPTT IDs (see NOTE)
	M
	Identity (identities) of the granted participant(s)

	List of functional aliases (see NOTE)
	O
	Functional alias(es) of the granted participant(s)

	List of source identifiers (see NOTE)
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	Acknowledgement required
	O
	Indicates if acknowledgement from the floor participant is required

	NOTE: One or more functional aliases and one source identifier may be associated with an MCPTT ID.



