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* * * * First Change * * * *
[bookmark: _Toc146236476]14.3.2.57a	BDT configuration request
Table 14.3.57a-1 describes the information flow for the BDT configuration request from the VAL server to the NRM Server.
Table 14.3.2.57a-1: BDT configuration request
	Information element
	Status
	Description

	VAL service ID
	M
	Identity of the VAL service for which the configuration is requested.

	List of VAL UE IDs 
	O
	List of VAL UE IDs for which the transfer policy applies or a VAL group ID.

	Volume per UE
	O
	Expected data volume for the background data transfer.

	Desired time window
	O
	Desired time window for the background data transfer.

	Desired area information
	O
	Desired geographical area for the background data transfer

	Policy Selection Guidance
	O
	List that includes guidance to the NRM in selecting from multiple transfer policies provided by underlying network. Possible values include: ”lowest cost”, “highest throughput given maximum cost of X”, etc.
If not included, the NRM may choose from among multiple transfer policies, depending on local and ASP-provided policies.



* * * * Next Change * * * *
[bookmark: _Toc146236646]14.4.2.15	BDT_Configuration_request
API operation name: BDT_Configuration_request
Description: Requesting Background data transfer configuration.
Known Consumers: VAL server.
Inputs: See subclause 14.3.2.57a
Outputs: See subclause 14.3.2.58

* * * * End of Changes * * * *

