

	
3GPP TSG-SA WG6 Meeting #58	S6-233683
Chicago, USA, 13th – 17th November 2023	(revision of S6-23xxxx)

	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.433
	CR
	0028
	rev
	[bookmark: _GoBack]-
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correction for quality guarantee policy

	
	

	Source to WG:
	Huawei, Hisilicon

	Source to TSG:
	SA6

	
	

	Work item code:
	SEALDD
	
	Date:
	2023-10-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	For the current specification, there are some unclear descriptions about transmission quality guarantee policy and transmission quality guarantee action. 

The VAL server used for SEALDD policy configuration can configure the SEALDD policy, including quality guarantee policy to SEALDD server. And the SEALDD server can send the related quality guarantee action to the SEALDD client. 

Therefore, the Editor’s note in clause 9.9.3.1 can be removed, and the further description can be added to make quality guarantee policy more clear.
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[bookmark: _Toc133484185][bookmark: _Toc146273307]9.9.3	Information flows
[bookmark: _Toc146273308]9.9.3.1	Transmission quality guarantee request
Table 9.9.3.1-1 describes the information flow from the SEALDD server to the SEALDD client for requesting data transmission quality guarantee.
Table 9.9.3.1-1: Transmission quality guarantee request
	Information element
	Status
	Description

	SEALDD flow ID
	M
	Identifier of the SEALDD flow.

	Transmission quality guarantee action
	M
	Indicates the data transmission quality guarantee action (e.g. redundant transmission path, re-establish transmission path, switch to backup transmission path) that triggering by event (e.g. measurement threshold).



NOTE: The triggering event (e.g. measurement threshold) is changeable with the transmission quality guarantee event.
Editor's Note:	 The Transmission quality guarantee action is to be changed to the quality guarantee policy in Table 9.7.3.6. The SEALDD policy configuration request in table 9.10.3.1-1 is to be aligned by adding the Transmission quality guarantee policy in this table.
* * * Next Change * * * *
[bookmark: _Toc146273320]9.10.3.1	SEALDD policy configuration request
Table 9.10.3.1-1 describes the information flow from the VAL server to the SEALDD server for requesting the SEALDD policy configuration.
Table 9.10.3.1-1: SEALDD policy configuration request
	Information element
	Status
	Description

	Application traffic identifiers
	M
	Identify of the application traffic (e.g. VAL server ID, VAL service ID)

	VAL UE identity
	O
	Identifier of the VAL UE for which SEALDD policy applies

	SEALDD policy
	M
	The SEALDD policy associated with application traffic identifiers, VAL UE identify

	> Quality guarantee policy
	O
(See NOTE 1)
	Indicates the action will be triggered to be performed when the measurement event (e.g. measurement threshold) occurs, in order to meet the quality guarantee.

	> Bandwidth control policy
	O
(See NOTE 2)
	The bandwidth control policy from VAL server, e.g. re-allocating the bandwidth limit between different VAL users, including UL/DL

	NOTE 1: 	This IE is used for the SEALDD enabled transmission quality guarantee, as specified in clause 9.9.
NOTE 2: 	This IE is used for the SEALDD enabled bandwidth control, as specified in clause 9.8.



