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1. Introduction
The contribution provide a proposal for Resolving Editor's note in Clause 5.1.
2. Reason for Change
The following EN exists in clause 5.1
	[bookmark: _Toc144819451]5	Alignment of EDGEAPP with ETSI MEC
This section catptures the alignment of EDGEAPP with ETSI MEC as per TS 23.558 which focuss on requirements and mapping of EDGEAPP information elements, APIs, functional blocks etc. with ETSI MEC which are required to support deployment of aligned architectures in an operator network.
[bookmark: _Toc144819452]5.1	General
Clause 5 provides the mapping of EAS Profile and AppInfo to allow application registration across the platforms.
Editor’s Note: Mapping of EDGE-10 reference point with ETSI MEC architecture is FFS.




EDGE-10 is used between ECS(s) in Edge Enabler Layer. The ECS is deployed by ECSP/MNO centrally to support all the EDN deployments.
The equivalent layer of ETSI MEC for Edge Enabler Layer entities is the MEC platform which is only hosted on MEC host at the edge computing infrastructure.
There are no corresponding interfaces/reference points in ETSI MEC for EDGE-10. Hence, the EN can be removed without additional description.
3. Proposal
It is proposed to agree the following changes to 3GPP TR 23.958 v1.0.0.


* * * First Change * * * *
5	Alignment of EDGEAPP with ETSI MEC
This section catptures the alignment of EDGEAPP with ETSI MEC as per TS 23.558 which focuss on requirements and mapping of EDGEAPP information elements, APIs, functional blocks etc. with ETSI MEC which are required to support deployment of aligned architectures in an operator network.
5.1	General
Clause 5 provides the mapping of EAS Profile and AppInfo to allow application registration across the platforms.
Editor’s Note: Mapping of EDGE-10 reference point with ETSI MEC architecture is FFS.

