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* * * * First Change * * * *
[bookmark: _Toc146236032][bookmark: _Toc453260183][bookmark: _Toc453261070][bookmark: _Toc453279807][bookmark: _Toc459375145][bookmark: _Toc468105383][bookmark: _Toc468110478][bookmark: _Toc533179696][bookmark: _Toc146236191]10.3.2.X	Unsubscribe group configuration request
Table 10.3.2.X-1 describes the information flow from a group management client to a group management server for unsubscribe group configuration request.
Table 10.3.2.X-1: Unsubscribe group configuration request
	Information element
	Status
	Description

	Requester Identity
	M
	The identity of the group management client performing the request.

	VAL group ID
	M
	VAL group ID of the group



* * * * Next Change * * * *
[bookmark: _Toc146236033][bookmark: _Toc453260184][bookmark: _Toc453261071][bookmark: _Toc453279808][bookmark: _Toc459375146][bookmark: _Toc468105384][bookmark: _Toc468110479][bookmark: _Toc533179697][bookmark: _Toc146236192]10.3.2.Y	Unsubscribe group configuration response
Table 10.3.2.Y-1 describes the information flow from a group management server to a group management client for unsubscribe group configuration response.
Table 10.3.2.Y-1: Unsubscribe group configuration response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of the unsubscribe operation



* * * * Next Change * * * *
[bookmark: _Toc433209674][bookmark: _Toc453260199][bookmark: _Toc453261086][bookmark: _Toc453279831][bookmark: _Toc459375169][bookmark: _Toc468105413][bookmark: _Toc468110508][bookmark: _Toc533179734][bookmark: _Toc146236222]10.3.6.3	Subscription and notification for group configuration data
The procedure for subscription for group configuration data as described in figure 10.3.6.3-1 is used by the group management client to indicate to the group management server that it wishes to receive updates of group configuration data for groups for which it is authorized.
Pre-conditions:
-	The group management server has some group configurations stored.


Figure 10.3.6.3-1: Subscription for group configurations
1.	The group management client subscribes to the group configuration information stored at the group management server using the subscribe group configuration request.
2.	The group management server provides a subscribe group configuration response to the group management client indicating success or failure of the request.
The procedure for notification of group configuration data as described in figure 10.3.6.3-2 is used by the group management server to inform the group management client that new group configuration data is available. It can also be used by the group management server to provide new group related key material to the group management client.
Pre-conditions:
-	The group management client has subscribed to the group configuration information
-	The group management server has received and stored new group configuration information, or the group management server has generated and stored new key material, or both of these have occurred.


Figure 10.3.6.3-2: Notification of group configurations
1.	The group management server provides the notification to the group management client, who previously subscribed for the group configuration information. Optionally, the notify group configuration request may contain group related key material for the group management client.
2.	The group management client provides a notify group configuration response to the group management server.
3.	If the group management server had provided group related key material to the group management client, the group management client stores the key material.
If the group management server has notified the group management client about new group configuration information through this procedure, the group management client may then follow the procedure described in subclause 10.3.6.2 in order to retrieve that group configuration information.
Figure 10.3.6.3-Z illustrates the high-level unsubscription for group configuration procedure used by a group management client to indicate to a group management server to stop sending notifications of group configuration data changes for groups for which it is authorized.
Pre-conditions:
-	The group management client has an active subscription to group configuration data changes.


Figure 10.3.6.3-Z: Unsubscription for group configurations
1.	The group management client decides to unsubscribe notifications about group configuration data changes and sends an unsubscribe group configuration request to the group management server including the information specified in table 10.3.2.X-1.
2.	The group management server shall check if the group management client is authorized to perform the unsubscribe operation. If so, the group management server cancels the subscription and provides an unsubscribe group configuration response to the group management including the information specified in table 10.3.2.Y-1.


* * * * End of Changes * * * *
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