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[bookmark: _Hlk123164550][bookmark: _Hlk127449260][bookmark: _Toc50584439][bookmark: _Toc50584783][bookmark: _Toc57673691][bookmark: _Toc122442334][bookmark: _Hlk146551571]* * * First Change * * * *
[bookmark: _Toc83159936][bookmark: _Toc146236455]14.3.2.x	Reliable transmission request
Table 14.3.2.x-1 describes the information flow for reliable transmission request from SEALDD server (or VAL server) to the NRM server.
Table 14.3.2.x-1: Reliable transmission request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the SEALDD server (or VAL server) performing the request.

	Application descriptors
	O
	A pair of applic traffic descriptors (e.g. address, port, transport layer protocol) of the SEALDD server (or VAL server), used to establish redundant transmission paths.

	UE ID
	O
	The identity of VAL UE.

	UE address
	O
	The address of VAL UE



[bookmark: _Toc146236427]14.3.2.y	Reliable transmission response
Table 14.3.2.y-1 describes the information flow for the reliable transmission response from NRM server to SEALDD server (or VAL server).
Table 14.3.2.y-1: Reliable transmission response
	Information element
	Status
	Description

	Result
	M
	The result indicates success or failure of the reliable transmission request operation.



* * * Next Change * * * *
[bookmark: _Toc146236649]14.4.2.z	Reliable_Transmission_request
API operation name: Reliable_Transmission_request
Description: Requesting Reliable Transmission service
Known Consumers: SEALDD server or VAL server
Inputs: See subclause 14.3.2.x.
Outputs: See subclause 14.3.2.y.
See subclause 14.3.10.2 for the details of usage of this API operation.

* * * Next Change * * * *
[bookmark: _Toc146236614]14.3.10	AF influence URSP procedures for reliable transmission
[bookmark: _Toc106027344][bookmark: _Toc146236615]14.3.10.1	General
The procedures related to the AF influence URSP for reliable transmission are described in the following subclauses.
[bookmark: _Toc106027345][bookmark: _Toc146236616]14.3.10.2	AF influence URSP procedure for reliable transmission
Pre-conditions:
1.	The SEALDD server (or VAL server) has decided to use reliable transmission for a specific SEALDD client (or VAL client) and has got the UE address or UE ID.




Figure 14.3.10.2-1: AF influence URSP procedure for reliable transmission
1.	The NRM server receives from the SEALDD server (or VAL server) about the request for reliable transmission service with the application descriptors for the two redundant transmission paths. The SEALDD client’s current UE address or UE ID is also provided to identify the affected UE.
2.	After receiving the request from SEALDD server (or VAL server), the NRM server associatesallocates the available DNN and S-NSSAI information for the two application descriptors. NRM server triggers via N5/N33 with the AF guidance for URSP procedure as described in 3GPP TS 23.502 [11] clause 4.15.6.10. The AF request includes the application traffic descriptors and the associatedallocated DNN, S-NSSAI, and also includes UE address or UE ID received in step 1. 
3.	NRM server sends notificationresponse about reliable transmission service.

* * * Next Change * * * *
[bookmark: _Toc146236630]14.4.1	General
Table 14.4.1-1 illustrates the SEAL APIs for network resource management.
Table 14.4.1-1: List of SEAL APIs for network resource management
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	SS_NetworkResourceAdaptation
	Reserve_Network_Resource
	VAL server
	Request /Response

	
	Request_Unicast_Resource
	VAL server
	Request /Response

	
	Update_Unicast_Resource
	VAL server
	Request /Response

	
	Request_Multicast_Resource
	VAL server
	Request /Response

	
	Notify_UP_Delivery_Mode
	VAL server
	Subscribe/Notify

	
	TSC_Stream_Availability_Discovery
	VAL server
	Request /Response

	
	TSC_Stream_Creation
	VAL server
	Request /Response

	
	TSC_Stream_Deletion
	VAL server
	Request /Response

	
	Reliable_Transmission
	VAL server, SEALDD server
	[bookmark: _GoBack]Request /Response

	SS_EventsMonitoring
	Subscribe_Monitoring_Events
	VAL server
	Subscribe/Notify

	
	Notify_Monitoring_Events
	VAL server
	

	SS_NetworkResourceMonitoring
	Subscribe_Unicast_QoS_Monitoring
	VAL server
	Subscribe/Notify

	
	Notify_Unicast_QoS_Monitoring
	VAL server
	

	
	Unsubscribe_Unicast_QoS_Monitoring
	VAL server
	

	
	Obtain_Unicast_QoS_Monitoring_Data
	VAL server
	Request /Response
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