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[bookmark: _Hlk123164550][bookmark: _Hlk127449260][bookmark: _Toc50584439][bookmark: _Toc50584783][bookmark: _Toc57673691][bookmark: _Toc122442334][bookmark: _Hlk146551571]* * * First Change * * * *
[bookmark: _Toc133484157][bookmark: _Toc146273281]9.7.2.2	Data transmission quality query
Figure 9.7.2.2-1 illustrate the procedure for SEALDD enabled data transmission quality query. This procedure is used to obtain the historical transmission quality result already measured as described in clause 9.7.2.1.
Pre-conditions:
1.	The SEALDD server performs the data transmission quality measurement procedure, as described in clause 9.7.2.1.


 
Figure 9.7.2.2-1: SEALDD enabled data transmission quality query procedure
1. The consumers (e.g. VAL server, SEALDD server, NSCE server, ADAE server) can send a SEALDD transmission quality query request to the SEALDD server to obtain the transmission quality measurement result. The request includes the identifiers of the application traffic (e.g. VAL service ID, VAL server ID), VAL UE ID or VAL UE group ID.
2. The SEALDD server responds with the transmission quality measurement result (e.g. packet delay, bitrate, packet loss rate).
* * * Next Change * * * *
[bookmark: _Toc146273287]9.7.3.4	SEALDD enabled data transmission quality query request
Table 9.7.3.4-1 describes the information flow from the other consumers (e.g. SEALDD server, NSCE server, ADAE serveretc) to the SEALDD server for querying the data transmission quality measurement result.
Table 9.7.3.4-1: SEALDD transmission quality query request
	Information element
	Status
	Description

	Application traffic identifiers
	M
	Identify of the application traffic (e.g. VAL server ID, VAL service ID)

	VAL UE ID(s)
	O
	Identifier of VAL UE(s) need to be queried, e.g. single VAL UE, multiple VAL UEs, or VAL UE group



[bookmark: _Toc133484164][bookmark: _Toc146273288]9.7.3.5	SEALDD enabled data transmission quality query response
[bookmark: _GoBack]Table 9.7.3.5-1 describes the information flow from the SEALDD server to the other consumers (e.g. SEALDD server, NSCE server, ADAE serveretc) for returning the data transmission quality reports.
Table 9.7.3.5-1: SEALDD transmission quality query response
	Information element
	Status
	Description

	Result 
	M
	Success or failure.

	Transmission quality measurement reports list 
	M
	The generated transmission quality results in SEALDD server, as specified in Table 9.7.3.3-2.



* * * Next Change * * * *
[bookmark: _Toc133484170][bookmark: _Toc146273292]9.7.4	APIs
[bookmark: _Toc133484171][bookmark: _Toc146273293]9.7.4.1	General
Table 9.7.4.1-1 illustrates the APIs exposed by SEALDD server for data transmission quality measurement.
Table 9.7.4.1-1: List of SEALDD server APIs for transmission quality measurement
	API Name
	API Operations
	Operation Semantics
	Consumer(s)

	Sdd_TransmissionQualityMeasurement_subscription
	Request
	Request/Response
	VAL server

	Sdd_TransmissionQualityMeasurement_notification
	Notify
	Subscribe/notify
	VAL server

	Sdd_TransmissionQualityQuery
	Request
	Request/Response
	Other consumers (e.g. SEALDD server, NSCE server, ADAE serveretc)
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