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	Add service continuity scenarios via leading ECSP in ENS. In these scenarios, the EEC is not aware of ECSP partners so that the leading ECSP is used to relay service continuity information between the EEC and EAS hosted by partner ECSP.
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[bookmark: _Toc42003890][bookmark: _Toc50584203][bookmark: _Toc50584547][bookmark: _Toc57673390][bookmark: _Toc105714739][bookmark: _Toc122439293][bookmark: _Toc122439301]	* * * First Change * * * *	
[bookmark: _Toc145674514][bookmark: _Toc131201131]8.18.2.1	General
Following procedures are defined to support ENS:
-	Application information sharing between ECSPs; and
-	EAS discovery for ENS.
NOTE:	Service continuity for ENS via leading ECSP is described in clause 8.18.2.xin the current release is restricted to be provided via the Partner ECSP.
	* * * Next Change * * * *	
[bookmark: _Hlk137737967][bookmark: _Toc145674215]8.18.2.x	Service continuity for ENS via leading ECSP
8.18.2.x.1	General
[bookmark: _Toc145674520]The AC connected EAS may be changed when the UE moves within the same partner ECSP service coverage or to a different partner ECSP service coverage or back to leading ECSP service coverage.
S-EAS and T-EAS can be both provided by partner ECSP. Both source EDN and target EDN may be same or different.
Editor’s note: More high-level descriptions are FFS, IE tables and EDGE reference point description enhancement are also FFS.
Editor’s note: It is FFS whether all EDGE-9 interaction in clause 8.18.2.x needs to identify the requestor’s ECSP, e.g. for authorization purpose.
8.18.2.x.2	ACR launching procedure
The S-EES uses the procedure as defined in clause 8.8.3.4 to forward the ACR request with ACR action indicating ACR initiation from EEC towards partner EES over EDGE-9 reference point, along with leading ECSP ID.
8.18.2.x.3	Selected T-EAS declaration
Upon receiving the Selected target EAS declaration request message, the EES ueses the procedure as defined in clause 8.8.3.7 to send the request to the EES of the lead ECSP over EDGE-9 reference point.
8.18.2.x.4	ACR status update procedure
Upon receving ACR status update request from the EAS, if the EAS is serving the UE of the lead ECSP (i.e. ENS case), the EES uses the procedure as defined in clause 8.8.3.8 to send the request to the EES of the lead ECSP. Upon receiving the response from EES of the lead ECSP, the EES sends the response back to the EAS.
8.18.2.x.5	EAS Information provisioning
Upon receving EAS Information provisioning request from the EEC, if the request contains selected EAS ID and selected EAS Endpoint and if the selected EAS is registered to the EES of the partner ECSP (i.e. ENS case), then the EES uses the procedure as defined in clause 8.15.2.2 to send the EAS Information provisioning request to the partner EES over EDGE-9 reference point to indicate about selection of the EAS for the service consumption. The request includes EES ID, EES endpoint address and leading ECSP ID along with the information sent by the EEC.
[bookmark: _Toc57673698][bookmark: _Toc131200944]	* * * END of Change * * * *	
