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1. Introduction
This contribution provides a proposal for update on alignment of EDGEAPP and GSMA OP.
2. Reason for Change
The following EN exists in clause 6.1:
	[bookmark: _Toc149304791]6.1	General
Clause 6 describes the following alignment between 3GPP EDGEAPP and GSMA OP:
-	Relationship between 3GPP EDGEAPP architecture and GSMA OP architecture is described in clause 6.2.
Editor's Note: Mapping of EDGE-10 reference point with GSMA OP architecture is FFS.



In clause 6.2 the following mapping relationship between EDGE-10 and GSMA OP architecture is identified:
	EDGE-9 and EDGE-10 reference point can support similar function(s) as OP's East/Westbound interface (E/WBI), allowing the edge enabler layer to interact within and beyond its domains e.g., between operator platforms. OP's E/WBI focuses on use cases like user and application roaming or resource sharing across domains.




Considering the above, the EN can be removed and text in clause 6.1 can be rephrased.
3. Proposal
It is proposed to agree the following changes to 3GPP TR 23.958 v1.1.1.


* * * First Change * * * *
[bookmark: _Toc149304790]6	Alignment of EDGEAPP with GSMA OP
6.1	General
Clause 6 describes the following alignment between 3GPP EDGEAPP and GSMA OP by illustrating the mapping :
-	Rrelationship between 3GPP EDGEAPP architecture (which includes ECS, EES and Edge management system) and GSMA OP architecture is as described in clause 6.2.
Editor's Note: Mapping of EDGE-10 reference point with GSMA OP architecture is FFS.

