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	Work item code:
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	Date:
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	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-8	(Release 8)
Rel-9	(Release 9)
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Rel-15	(Release 15)
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Rel-18	(Release 18)

	
	

	Reason for change:
	In PIN authorization request, the PEMC/PINE/PEGC may consume the procedure to authorization. But, the authorization procedure is just included the PIN scope, while the AS is not in the PIN scope. And also, the PIN server can not authorize the AS. 

And the PIN client ID that used for authorization only applied to the PINE registration accept. 


	
	

	Summary of change:
	Remove the AS related information in the information flow. 

	
	

	Consequences if not approved:
	The PIN server can’t authorize the AS because the AS is located out of PIN. 

	
	

	Clauses affected:
	8.10.3.2
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	Other specs
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	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




* * * Start of Change 1, all new text * * *

[bookmark: _Toc155956609]8.10.3.2	PIN authorization request
Table 8.10.3.2-1 describes information elements in the PIN authorization request sent from the PINE or AS to the PIN server.
Table 8.10.3.2-1: PIN authorization request
	Information element
	Status
	Description

	Requestor identifiers
	M
	The identifiers of the requestor (i.e., GPSI or MAC address of the PINE, and PINE identifier or AS identifier).	Comment by Lyu Huazhang - 02-15b: The PINE ID is the esstential for authorization because this ID is arranged by PIN server, but MAC address needs more clarification.

And for the name, description are also not needed and not essential for authroization. 

NOTE: Only the PINE registration is accepted by PIN server, the PINE Identifier can be used for authorization. 

	PIN identifier
	M
	Identifier of the PIN.

	Name 
	M
	The PINE vendor name or the AS service provider name.

	Description
	M
	Description of the PINE or AS. 

	Requestor IP Address
	M
	The IP address of PINE or AS. 





* * * End of Change * * *
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