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[bookmark: _Hlk514274591][bookmark: _Hlk520730635]1	Introduction
This pCR provides the proposal for use case of “Allow location sharing on a location tracking application” TR 23.946. 
2	Proposal
It is proposed to modify the text of TR 23.946 as follows.


* * * First Change * * * *
[bookmark: _Toc151631585]6		Exemplary Use Cases and Adoption
Editor's Note: This clause will provide the main representative usage examples for CAPIF and adoption in 3GPP, ETSI, etc.  
[bookmark: _Toc151631584][bookmark: _Hlk158985305]6.x	Allow location sharing on a location tracking application by using RNAA (UE-originated API invocation)
This use case is an example of UE-originated API invocation with a location tracking application. In this use case, the end user (also a subscriber of the MNO) on UE X allows the end user on UE Y to invoke an API to track the location of the end user on UE X.
A tracking application enables the user on UE Y to track the location of a user on UE X. An API Provider AP provides location APIs for the end users on UE X and UE Y, and the tracking application on the UE utilizes the location APIs to provide the tracking functionality.
1.	Tracking application of UE Y triggers the AP to obtain consent from end user on UE X. 
2.	Consent is obtained from the end user on UE X via an authorization procedure of the AP allowing “Tracking application on UE Y" to invoke the location API for UE X exposed by AP. 
After receiving the authorization as per the authorization procedure of the AP, the tracking application on UE Y invokes the location API of AP for obtaining location of user on UE X. 
The figure for this use case is below.
 


Figure 6.x.x: RNAA UE-originated API invocation Procedure
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