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[bookmark: _Toc114825061]* * * First Change * * * *
[bookmark: _Toc155356824]8.18.2.3.4	EAS discovery via Partner ECSP, EES triggered
The S-EES can use the Retrieve T-EES procedure specified in clause 8.8.3.3 to obtain the T-EES information of the partner ECSP from leading ECS, the leading ECS identifies the T-EES based on the UE serving PLMN ID and EES allowed MNO information.
Editor' Note: Whether and how to enhance the Service provisioning information retrieval procedure for the edge node sharing case considering multiple federations by an operator is FFS.
When service continuity is required, the EES can trigger the T-EAS discovery procedures as defined in clause 8.8.3.2 with the EES of the partner ECSP to find an EAS with respect to ENS. The EAS discovery request includes UE'’s serving MNO information (e.g. MNO name, PLMN ID). Upon receiving the request from the S-EES, the T-EES of the partner ECSP identifies the EAS(s) considering the allowed MNO information of the registered EASs and UE's serving MNO information.
[image: ]
Figure 8.18.2.3.4-1: EAS discovery, EES triggered

1．EES (ECSP-B) analyze the user's service usage, and if the usage patterns match, move to 2. (Communicate with the core NW side such as NWDAF, analyze the frequency of using different services after a specific operation, and create conditions, etc.)
2.  EES (ECSP-B) requests permission from EEC (user) to execute federation.
3.  EES(ECSP-B) send a response to the federation.
4.	The Retrieve EES request may include an ENS indication so that the ECS (ECSP-B) can skip checking T-EES(s) locally registered in the ECS (ECSP-B).
5. Once EES information of the partner ECSP is available, the EES (ECSP-B) sends the EAS discovery request to the EES (ECSP-A) as described in step 3 of clause 8.8.3.2. The EAS discovery request includes the information   of the MNO serving the UE (e.g. MNO name, PLMN ID).
6.	EES (ECSP-B) provides the discovered information to the EES as part of the EAS discovery response as specified in clause 8.5.


* * * Next Change * * * *
8.18.2.3.x	EAS discovery via Partner ECSP, EAS triggered
The S-EES can use the Retrieve T-EES procedure specified in clause 8.8.3.3 to obtain the T-EES information of the partner ECSP from leading ECS, the leading ECS identifies the T-EES based on the UE serving PLMN ID and EES allowed MNO information.
Editor' Note: Whether and how to enhance the Service provisioning information retrieval procedure for the edge node sharing case considering multiple federations by an operator is FFS.
When service continuity is required, the EAS can trigger the T-EAS discovery procedures as defined in clause 8.8.3.2 with the EES of the partner ECSP to find an EAS with respect to ENS. The EAS discovery request includes UE'’s serving MNO information (e.g. MNO name, PLMN ID). Upon receiving the request from the S-EAS, the T-EES of the partner ECSP identifies the EAS(s) considering the allowed MNO information of the registered EASs and UE's serving MNO information.
[image: ]

Figure 8.18.2.3.x-1: EAS discovery for ENS, EAS triggered
1．EAS (ECSP-B) analyze the user's service usage, and if the usage patterns match, move to 2. (Communicate with the core NW side such as NWDAF, analyze the frequency of using different services after a specific operation, and create conditions, etc.)
2. The EAS(ECSP-B) sends EAS discovery request to EES (ECSP-B) as specified in clause 8.5 and may include the endpoint of EES (ECSP-A) in the request, if provided by the ECS as specified in clause 8.18.2.2.1.
3.  EES (ECSP-B) requests permission from EEC (user) to execute federation.
4.  EES(ECSP-B) send a response to the federation.
5.	The Retrieve EES request may include an ENS indication so that the ECS (ECSP-B) can skip checking T-EES(s) locally registered in the ECS (ECSP-B).
6.  Once EES information of the partner ECSP is available, the EES (ECSP-B) sends the EAS discovery request to the EES (ECSP-A) as described in step 3 of clause 8.8.3.2. The EAS discovery request includes the information   of the MNO serving the UE (e.g. MNO name, PLMN ID).
7.	EES (ECSP-B) provides the discovered information to the EES as part of the EAS discovery response as specified in clause 8.5.

* * * End of Change * * * *
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