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* * * First Change * * * *
[bookmark: _Toc113264251][bookmark: _Toc104514862][bookmark: _Toc117364408][bookmark: _Toc133484033][bookmark: _Toc146273154]7.4.2	SEALDD-UU
Reference point between SEALDD client and SEALDD server used to transfer data content and exchange information for SEALDD service provisioning, control, reporting etc.
For media delivery, the SEALDD-UU utilizes the M4 and M5 interfaces of 5GMS according to 3GPP TS 26.501 [14], and the RTC-4 and RTC-5 interafaces of 5G RTC system according to 3GPP TS 26.506 [15].
* * * Next Change * * * *
[bookmark: _Toc113264253][bookmark: _Toc104514864][bookmark: _Toc117364410][bookmark: _Toc133484035][bookmark: _Toc146273156]7.4.4	SEALDD-S
Reference point between SEALDD server and VAL server to enable northbound server side API exposed by SEALDD server to VAL server for data delivery and SEALDD service provisioning, control, reporting etc.
For media delivery, the SEALDD-S utilizes the M1 and M2 interfaces of 5GMS according to 3GPP TS 26.501 [14], and the RTC-1 interface of 5G RTC system according to 3GPP TS 26.506 [15].

* * * Next Change * * * *
[bookmark: _Toc117364424][bookmark: _Toc133484062][bookmark: _Toc146273183]9.2.2.x	SEALDD enabled media transmission connection establishment procedure
When utilizing the SEALDD to deliver the media stream, the SEALDD server acts the 5GMS/RTC AF and 5GMS/RTC AS, the SEALDD client acts as the media session handler and the media player/framework, and follws the support the uplink media transmission and the downlink media transmission defined in TS 26.501 [14] and TS 26.506 [15].  
