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* * * First Change * * * *


4.10
EAS discovery for group of UE
When a group of UE using the same application require the EAS service, there are two cases of connecting to EAS for a group of UE, one is that the group of UE all connect the same EAS (i.e. UE#1 and UE#2 connect to EAS#1) called common EAS case, another one is that a group of connect to multiple EASs (i.e. UE#1 connects to EAS#1, UE#2 connects to EAS#2) called multiple EAS case. 
For common EAS case, a group of UE all connect to the same EAS, in such case, UE’s application conext (e.g. UE action information in a game application) can be obtained immediately by other UEs in the same group without inter-EAS synchronization.
For multiple EAS case, a group of UE connect to multiple EASs, in such case, the UE’s application context (e.g. UE action information in a game application) in the application need to be transferred with inter-EAS synchronization. 
4.10.X
common EAS discovery 
For the purpose of Common EAS discovery, it is relevant whether the deployment is with or without ECS-ER. 

When no ECS-ER is deployed, after a common EES been determined, the common EAS discovery is performed via the common EES as described in clause 8.5.2.2. And common EAS announcement is as described in clause 8.19 to determine the common EAS when multiple EESs is selected for a group of UE. 

When ECS-ER is deployed, the common EAS discovery is performed via the common EES as described in clause 8.5.2.2. And the Interaction with ECS with Repository function is as described in clause 8.20 to determine the common EAS when multiple EESs is selected for a group of UE.
4.10.Y
multiple EASs discovery 
For the purpose of multiple EASs discovery, it is relevant to the deployment without ECS-ER.
For the EES discovery, the ECS may determine multiple EESs for group of UE. For the EAS discovery, the EES or EEC may determine differeny EAS for UEs in the group.
