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1. Introduction
This contribution provides an update for Sol#6 to correct the related procedure 6.6.1.2 and add the solution evaluation. 
2. Reason for Change 
To correct the procedure 6.6.1.2 to align with the contents and add the solution evaluation.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-72 v0.4.0.
* * * First Change * * * *
6.6.1.2
Procedure of LMS checking if the stored UE location data can be reused 
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Figure 6.6.1.2-1: Procedure of LMS checking if the stored UE location data can be reused 
1. The VAL server may request the target UE location.
2. The LMS will check if there is stored and valid UE location data for the target UE. If yes, LMS will reuse the stored UE location information and report it to the VAL server to reduce the response time.
3. If there is no stored target UE location data or the stored UE location data is invalid, LMS will re-obtain the UE location data via initiating an on-demand location reporting procedure or an event-triggered location reporting procedure as defined in clause 9.3.4 and 9.3.5 of TS 23.434[9].
4. The LMS reports the target UE location data to the VAL server. 
* * * Next Change * * * *
6.x.2
Solution evaluation
This solution addresses the key issue #3 and improves the LCS QoS mainly by reducing the response time.
The LMS can reuse the stored UE location information to report to the VAL server to reduce the response time.

The impacted entities are LM server.
* * * End of Change * * * *
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