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**** Start of Changes****
[bookmark: _Toc19783103][bookmark: _Toc26886887][bookmark: _Toc91074920]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[28]	3GPP TS 23.501: "System Architecture for 5G System; Stage 2" (Release 16).
[x]	3GPP TS 28.533: "Management and orchestration; Architecture framework".
[y]	3GPP TS 28.530: "Management and orchestration; Concepts, use cases and requirements".
**** Next Changes****
[bookmark: _Toc19783106][bookmark: _Toc26886890][bookmark: _Toc91074923]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
GNP	Generic Network Product
SCAS	Security Assurance Specification
SECAM	Security Assurance Methodology
MnF	Management Function
OAM	Operation and Management
NP	Network Product
BSS	Business Support System
AAA	Authentication, Authorization, Account
TN	Transport Network
**** Next Changes****
[bookmark: _Toc19783110][bookmark: _Toc26886894][bookmark: _Toc91074927]4.3	Generic network product model
[bookmark: _Toc19783111][bookmark: _Toc26886895][bookmark: _Toc91074928]4.3.1 	Generic network product model overview
Figure 4.3-1 depicts the components of a generic network product model at a high level. 
These components are further described in the following subclauses. 
[image: ]
Figure 4.3-1: GNP model
[bookmark: _Toc19783112][bookmark: _Toc26886896][bookmark: _Toc91074929]4.3.2 	Functions defined by 3GPP
A GNP will, in many cases, implement 3GPP-defined functions from various releases of pertinent 3GPP specifications. Vendors are, to a large extent, free to select the features implemented in their GNPs. E.g. a GNP could lack support for relay nodes, as introduced in Release 10, but implement all other features defined up to and including Release 10. 
NOTE: 	Functions defined by 3GPP can be network functions and/or management functions. 

[bookmark: _Toc19783113][bookmark: _Toc26886897][bookmark: _Toc91074930]4.3.3 	Other functions
A GNP will also contain functionality not or not fully covered in 3GPP specifications. 
Examples include, but are not limited to, local or remote management functions. 
[bookmark: _Toc19783114][bookmark: _Toc26886898][bookmark: _Toc91074931]4.3.x 	OAM functions
OAM function provide capabilities to support OAM protocols and perform operation and management on the network product.
 NOTE 1: 	OAM function can be management functions defined by 3GPP or other functions. For example,  a network product (NP) for 3GPP defined RAN/CN network function (NF) may include a embedded management function (MnF) defined by 3GPP for operation and management of the RAN/CN NF.
 NOTE 2: Other non-3GPP defined OAM functions may include functions to support management of operation system, hardware or other functions.
4.3.4 	Operating System (OS)
The present document assumes that the GNP is implemented on dedicated hardware that requires an operating system to run.
[bookmark: _Toc19783115][bookmark: _Toc26886899][bookmark: _Toc91074932]4.3.5 	Hardware
The present document assumes that the GNP is implemented on dedicated hardware. Aspects of virtualization and cloud are not taken into account in the present version. 
NOTE: 	Aspects of virtualization and cloud are FFS in future releases of the GNP SCAS. They deserve separate study for finding out how to define the boundaries between the GNP class and the hosting environment (e.g. shared HW and Virtual Machine) and which security assumptions to make on this environment. 
[bookmark: _Toc19783116][bookmark: _Toc26886900][bookmark: _Toc91074933]4.3.6 	Interfaces
There are two types of logical interfaces defined for the GNP:
-	remote logical interfaces; and 
-	local logical interfaces. 
A remote logical interface is an interface which can be used to communicate with the GNP from another network node. 
The entire protocol stack implementing the communication is considered to be part of the remote logical interface. 
Remote Logical Interfaces also include the remote access interfaces to the GNP for its maintenance through e.g. an Element Management System (EMS) or other management functions. 
A local logical interface is an interface that can be used only via physical connection to the GNP. That is, the connection requires physical access to the GNP. 
The entire protocol stack is considered to be part of the local logical interface. The entire protocol stack and the physical parts of the interface can be used by local connections.
Local Logical Interfaces also include the local hardware interfaces and the Local Maintenance Terminal interface (LMT) of the GNP used for its maintenance through a console.
This means that for both, local and remote logical interfaces, the GNP model does not only cover the application layer protocol, for which a GNP function terminates the interface (e.g. S5), but also the protocols (e.g. SCTP, IP, Ethernet, USB) in the protocol stack below the application layer protocol. 
There are some major differences between local and remote interfaces from security perspective. For example attaching to a local interface may cause execution of complex internal procedures in the GNP like loading USB device drivers, enumeration of attached devices, mounting file systems etc.
A GNP hosts the following interfaces:
Remote logical interfaces:
-	Service interfaces that are defined in pertinent 3GPP specifications
-	Service interfaces that are not defined by 3GPP
-	Remote OAM interface
-	EMS (Element Management System) interface
Local logical interfaces:
-	OAM local console
-	LMT (Local Maintenance Terminal) interface
-	GNP local hardware interfaces
NOTE: 	There is some overlap between the present clause 4.3.6 and clauses 4.3.1 and 4.3.2 in as far as a GNP function (e.g. S5) is part of the termination point for a logical interface. 
**** Next Changes****
[bookmark: _Toc19783117][bookmark: _Toc26886901][bookmark: _Toc91074934]4.4 	Scope of the present document
[bookmark: _Toc19783118][bookmark: _Toc26886902][bookmark: _Toc91074935]4.4.1 	Introduction
The present subclause refers to the GNP model in clause 4.3.
[bookmark: _Toc19783119][bookmark: _Toc26886903][bookmark: _Toc91074936]4.4.2 	Scope regarding GNP functions defined by 3GPP
The set of GNP functions actually implemented in an GNP is to be described in the annex of the present document. But the GNP SCAS needs to explicitly address all GNP functions that, if present in an GNP network product, need to be evaluated and hence covered by requirements in the GNP SCAS. Furthermore, it is to be avoided that a particular version of an GNP SCAS becomes a moving target. This leads to the following note: 
NOTE: 	Although the present document intends to cover the security problems and security requirements for all NP functions described in  3GPP , what other NP, in additional to the MME, are to be covered is at the discretion of the working group.
[bookmark: _Toc19783120][bookmark: _Toc26886904][bookmark: _Toc91074937]4.4.3 	Scope regarding other functions
At least the following functions not defined by 3GPP are in scope of the GNP SCAS: 
-	Remote Non 3GPP defined management functions to support remote OAM.
-	Local mManagement functions to support local OAM.
[bookmark: _Toc19783121][bookmark: _Toc26886905][bookmark: _Toc91074938]4.4.4 	Scope regarding Operating System (OS)
The GNP SCAS does not attempt a full evaluation of the correct internal functioning of the OS. However, interfaces (I.e. the restriction on open ports and unnecessary services running in the system) and modifications (e.g. verification of the correct applied patch level, hardening, etc.) of the OS are in scope.
[bookmark: _Toc19783122][bookmark: _Toc26886906][bookmark: _Toc91074939]4.4.5 	Scope regarding hardware
The GNP SCAS does not attempt a full evaluation of the correct internal functioning of the hardware platform. However, interfaces that are implemented in hardware (e.g. USB port) and modifications of the hardware are in scope.
[bookmark: _Toc19783123][bookmark: _Toc26886907][bookmark: _Toc91074940]4.4.6 	Scope regarding interfaces
The interfaces listed in clause 4.3.6 are all in scope of the present document.
**** Next Changes****
All the text below is new. Since this is the living document, the baseline is shown without revision marks for convenience when writing new contributions to this document.
[bookmark: _Toc19783302][bookmark: _Toc26887086][bookmark: _Toc91075129][bookmark: _Toc19783306][bookmark: _Toc26887090][bookmark: _Toc91075133]Annex X: 
Aspects specific to the network product class MnF
[bookmark: _Toc19783303][bookmark: _Toc26887087][bookmark: _Toc91075130]X.1	Network product class description for the MnF
[bookmark: _Toc19783304][bookmark: _Toc26887088][bookmark: _Toc91075131]X.1.1	Introduction
This Annex covers the aspects specific to the MnF network product class. 
The present document captures the network product class descriptions, threats and critical assets that have been identified in the course of the work on 3GPP security assurance specifications. The main body of the present document contains generic aspects that are believed to apply to more than one network product class, while this clause covers the aspects specific to the MnF network product class.
As shown in the Figure 4.3-1 (GNP model), a MnF NP includes (management) functions defined by 3GPP, other functions, OAM functions, operating system and hardware. However, the functionalities and interfaces supported by NP for cross domain MnF and NP for domain MnF are different. Figure XX.1.1-1 shows MnF NPs as blackbox and typical interfaces supported by the both types of NPs.
[image: ]

The generic interfaces supported by both MnF NP classes are interfaces for remote management, local console, towards digital portal, to central AAA, to MnF in other domain. The cross domain MnF specific interfaces are interfaces towards external consumer, towards BSS, to TN management system. The domain MnF specific interfaces are interfaces for cloud and virtualized infrastructure management, to NF in the domain. 
Editor's Note: The notion of domains is FFS.
[bookmark: _Toc19783305][bookmark: _Toc26887089][bookmark: _Toc91075132]X.1.2	Minimum set of functions defining the MnF network product class
According to TR 33.916 [2], a network product class is a class of products that all implement a common set of 3GPP-defined functionalities. Therefore, in order to define the MnF network product class, it is necessary to define the common set of 3GPP-defined functionalities that is constitutive for a MnF. As part of the MnF network product, it is expected that the MnF contains MnF application, a set of running processes (typically more than one) executing the software package for the MnF functions and OAM functions that are specific to the MnF network product model. Functionalities specific to the MnF network product introduce additional critical assets and/or threats as described below. Related security requirements and test cases have been captured in TS 33.526 [x]. 
Note: For the purposes of the present document, this common set is defined to be the list of functions contained in TS 28.533 [y], TS 28.530 [z].
X.2	Assets and threats specific to the MnF
[bookmark: _Toc19783307][bookmark: _Toc26887091][bookmark: _Toc91075134]X.2.1	Critical assets
[bookmark: _Toc19783308][bookmark: _Toc26887092][bookmark: _Toc91075135]X.2.2	Threats related to MnF assets 	
**** End of Changes****
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