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	Reason for change:
	In W.4.1.1, there is a sentence mentioning about AS security aspect in regards to MBS traffic as brought below 

· The multicast security policy between UE and RAN shall be not needed to avoid redundant protection.

In the above sentence, the definition of the multicast security policy is unclear, and the meaning of the sentence is somewhat misleading. 
· This sentence should be modified to clearly indicate that the user plane security between UE and RAN shall be deactivated as the MBS traffic is already protected in service layer. 
· It also needs to be clarified which type of MBS traffic delivery the above sentence is applied for.
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	It is proposed to update the sentence to be more clear and accurate.

	
	

	Consequences if not approved:
	The above mentioned sentence would remain misleading and unclear. 

	
	

	Clauses affected:
	W.4.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


*** 1st CHANGE ***
[bookmark: _Toc91015814]W.4	Security mechanisms for MBS traffic transmission  
[bookmark: _Toc91015815]W.4.1	Key derivation, management and distribution
[bookmark: _Toc91015816]W.4.1.1	General
[bookmark: _GoBack]For security protection of MBS traffic, control-plane procedure and user-plane procedure are optionally supported in service layer. The user plane multicast security policy between UE and RAN shall be deactivated not needed when 5GC shared MBS traffic delivery method for MBS data transmission is used to avoid redundant protection.
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