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Introduction

Referring to document (T1 – 0200017) presented in the last 3GPP T WG1 Ad-Hoc (24th January 2002) that proposed high level contents for test packages 1 to 3, mmO2 would like to propose a number of changes to the high level contents in order to better align them with the operators’ requirements. 

Proposed modifications to test case package content

There are a number of modifications that mmO2 would like introduce in order to better shape test priorities to operators’ needs:

· Package 1:

mmO2 believes that it is highly important to include the test cases for the soft handover functionality in the first package. This may require the testing of a basic measurement control functionality. Package 1 would than deliver a simple 3G system where all the basic functionality is tested.

· Package 2: 

Existing 2G operators are planning to use extensively their 2G networks in conjunction with the 3G ones. Consequently, from an operator perspective, the testing of the 2G-3G interaction is very important. 

mmO2 proposes to move at least some of the Idle Mode 2G-3G and inter-RAT handover test cases to the package 2. 

In order to reduce  the number of tests per package to 80 – 100,  it is proposed to test only some limited ‘PS data’ (DL128kbps) and ‘Speech + PS’ (e.g. only one radio bearer combination) and to move the rest of this functionality and  “Idle mode - increased coverage, pure 3G “ to package 3.

· Package 3:
It is proposed to include the following criteria in the third package in order to cover as much 2G-3G interaction as possible in the package 2:

· Idle mode - increased coverage, pure 3G

· PS data (UL64kbps, DL384 kbps) 

· Simultaneous services, Speech + PS – remaining tests 
· General: mmO2 considers important to include a sentence reminding the testing of the forward compatibility in every package.

Consequently, the mmO2 preferred high level contents for  the packages is:

Criteria for Package 1:

High-priority test cases for

· Idle mode – basic, pure 3G

· Essential procedures (AS + NAS) and reference RABs for single service

· MO call

· MT call

· PS data (UL&DL  64 kbps)

· RLC, MAC toolbox

· RRC success cases (including mobility, soft handover and the limited measurement control functionality required for the soft handover). 

· Forward Compatibility testing

Criteria for Package 2:
High-priority test cases for

· RRC success cases for handover (except inter-RAT), and measurement control (complete).

· Idle Mode – Inter-RAT 2G/3G

· HO Inter-RAT 3G/2G
· PS data (UL64kbps, DL28 kbps)

· Simultaneous services, Speech + PS (only one combination)

· Forward Compatibility testing

Criteria for Package 3:

High-priority test cases for

· Idle mode - increased coverage, pure 3G

· PS data (UL64kbps, DL384 kbps)

· Simultaneous services, Speech + PS (all combinations)

· CS data

· Increased coverage of NAS procedures

· Forward Compatibility testing

PROPOSAL

It is proposed that the principles proposed in this document are used to prioritise 34.123 test cases.
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