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Tdoc T1R010069, containing Annex F with testtolerances, proposes to apply a test tolerance of 0.8 dB to the test ACLR.

TS 34.122 contains the following minimum requirements:

 If the adjacent channel power is greater than –50dBm then  the ACLR shall be better than the value specified in table 5.5.2.2.2.

Table 5.5.2.2.2: UE ACLR

Power Class
Adjacent channel
ACLR limit

2, 3
UE-channel

± 5 MHz
-33 dB 

2, 3
UE-Channel

± 10 MHz
-43 dB 

Proposed changes 

It is proposed that ACLR limit is relaxed by 0.8 dB and thus, test requirement for UE ACLR is following: 

Table 5.5.2.2.5: UE ACLR

Power Class
Adjacent channel
ACLR limit

2, 3
UE-channel

± 5 MHz
-32.2 dB 

2, 3
UE-Channel

± 10 MHz
-42.3 dB 

References

[1]

T1R010069

CR-Form-v3

CHANGE REQUEST



(

34.122
CR

(

rev
-
(

Current version:
3.2.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE
X
Radio Access Network

Core Network




Title:
(

Test tolerance for ACLR test case




Source:
(

Rohde & Schwarz




Work item code:
(



Date: (

2001-02-02







Category:
(

F

Release: (

R99


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

Test tolerances shall be incorporated into 34.122




Summary of change:
(

Editorial  corrections in  5.5.2.2.2

 Test tolerance in 5.5.2.2.5




Consequences if 
(

not approved:
Missing test tolerances




Clauses affected:
(

5.5.2.2.2

5.5.2.2.5




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



5.5.2.2
Adjacent Channel Leakage power Ratio (ACLR)

5.5.2.2.1
Definition and applicability

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the wanted  power to the power in an adjacent channel. Both the wanted  power and adjacent channel power are measured with a Root-Raised Cosine (RRC) filter with roll-off  = 0.22 and a bandwidth equal to the chip rate.

The requirements in this subclause shall apply to all types of UTRA-UE. 

5.5.2.2.2
Minimum Requirements

If the adjacent channel power is greater than –50dBm then  the ACLR shall be better than the value specified in table 5.5.2.2.2.

The normative reference for this requirement is 3G TS 25.102 clause 6.6.2.2.1

Table 5.5.2.2.2: UE ACLR

Power Class
Adjacent channel
ACLR limit

2, 3
UE-channel

± 5 MHz
-33 dB 

2, 3
UE-Channel

± 10 MHz
-43 dB 

5.5.2.2.3
Test purpose

The test purpose is to verify the ability of the UE to limit the interference produced by the transmitted signal to other UTRA receivers operating at the first or second adjacent RF channel.

5.5.2.2.4
Method of test

5.5.2.2.4.1
Initial conditions

1)
Connect the SS to the UE antenna connector as shown in Figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2.  

3)
Enter the UE into loopback test mode and start the loopback test.

5.5.2.2.4.2
Procedure

1)
Measure the wanted transmitted power of the active timeslot using the method in annex B.

2)
Average over TBD time slots.

3)
Measure interference power at the first lower adjacent RF channel (center frequency 5 MHz below the assigned channel frequency of the transmitted signal) over the useful part of the active TS with a measurement filter that has a RRC filter response with a roll off  = 0,22 and a bandwidth equal to the chip rate.

4)
Average over TBD time slots.

5)
Calculate the ACLR by

Transmitted power acc. to 2) / interference power acc. to 4). 

6)
Repeat steps 3), 4) and 5) for the second lower adjacent RF channel (center frequency 10 MHz below the assigned channel frequency of the transmitted signal) and also for the first and second upper adjacent RF channel (center frequency 5 MHz and 10 MHz, respectively).

5.5.2.2.5
Test requirements

The ACLR calculated in steps 5) and 6) of subclause 5.5.2.2.4.2 shall be equal or greater than the limits given in table 5.5.2.2.5.
Table 5.5.2.2.5: UE ACLR

Power Class
Adjacent channel
ACLR limit

2, 3
UE-channel

± 5 MHz
-32.2 dB 

2, 3
UE-Channel

± 10 MHz
-42.2 dB 

NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F
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