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8.1.11
Signalling Connection Release (Invalid configuration)

8.1.11.1
Definition

8.1.11.2
Conformance requirement 

Upon reception of a SIGNALLING CONNECTION RELEASE message, the UE shall:

1>
indicate the release of the signalling connection and pass the value of the IE "CN domain identity" to upper layers;

1>
remove the signalling connection with the identity indicated by the IE "CN domain identity" from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

1>
clear the entry for the SIGNALLING CONNECTION RELEASE message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
the procedure ends.

If radio access bearers for the CN domain indicated by the IE "CN domain identity" exist in the variable ESTABLISHED_RABS, the UE shall:

1>
transmit an RRC STATUS message on the uplink DCCH using AM RLC;
1>
include the IE "Identification of received message"; and

1>
set the IE "Received message type" to SIGNALLING CONNECTION RELEASE; and

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the SIGNALLING CONNECTION RELEASE message in the table "Accepted transactions" in the variable TRANSACTIONS and clear that entry;

1>
include the IE "Protocol error information" with contents set to the value "Message not compatible with receiver state";

1>
when the RRC STATUS message has been submitted to lower layers for transmission:

2>
continue with any ongoing processes and procedures as if the invalid SIGNALLING CONNECTION RELEASE message has not been received.
Reference

3GPP TS 25.331 clause 8.1.13.3 and 8.1.13.5.
8.1.11.3
Test purpose

To confirm that the UE ignores the SIGNALLING CONNECTION RELEASE REQUEST message which request the UE to release signalling connection of domain that contains established radio access bearers.
To confirm that the UE transmit a RRC STATUS message to SS after detecting an invalid configuration in the received message.

8.1.11.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) or PS_DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

SS transmit MEASUREMENT CONTROL message to UE. In this message, SS requests UE to perform traffic volume measurement. Key measurement parameters are as follows: measurement quantity = "RLC Buffer Payload", report criteria = "periodic reporting criteria", reporting interval = "6 seconds", reporting amount = 'infinity'. UE shall begin traffic volume measurements, and shall send MEASUREMENT REPORT message after completing first measurement. UE shall send second MEASUREMENT REPORT message 6 seconds after first MEASUREMENT REPORT message. Then SS transmit SIGNALLING CONNECTION RELEASE message to UE. UE shall ignore the message and send a RRC STATUS message to SS. Then the UE shall send MEASUREMENT REPORT message to SS within the next 6 seconds. 
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	MEASUREMENT CONTROL
	Periodical traffic volume measurement reporting is requested.

	
	
	
	

	
	
	
	

	
	
	
	

	2
	(
	MEASUREMENT REPORT
	

	3
	(
	MEASUREMENT REPORT
	Time difference between earlier and this MEASUREMENT REPORT message should be 6 seconds.

	4
	(
	SIGNALLING CONNECTION RELEASE 
	If the initial condition of the UE is state 6-9, set the IE "CN domain identity" to "CS domain". If the initial condition of the UE is state 6-10, set the IE "CN domain identity" to "PS domain".

	5
	(
	RRC STATUS
	

	6
	(
	MEASUREMENT REPORT
	This message should be sent within 6 seconds after the previous message.


Specific Message Content

MEASUREMENT CONTROL (Step 1)

For MEASUREMENT CONTROL message in step 1, use the message sub-type as found in clause 9 of TS 34.108, with the exception of the following Information Elements:
	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Transfer Mode
	Acknowledged mode

	  - Periodical or event trigger
	Periodic

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	Not Present

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	6 Sec

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 2, 3 and 6)

Check that the message received is the same as the message sub-type found in clause 9 of TS 34.108, with the following exceptions and the order in which the RBs are reported is not checked.:
	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


SIGNALLING CONNECTION RELEASE (Step 4)

	Information Element
	Value/Remarks

	Message Type
	

	RRC transaction identifier
	0

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	CN domain identity
	If the initial condition of the UE is state 6-9, set to "CS domain". If the initial condition of the UE is state 6-10, set to "PS domain".


RRC STATUS (Step 5)

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Identification of received message
	Not Checked

	  - Received message type
	SIGNALLING CONNECTION RELEASE

	  - RRC transaction identifier
	0

	Protocol error information
	

	        - Protocol error cause
	Message not compatible with receiver state


8.1.11.5
Test requirement

After step 1 the UE shall transmit MEASUREMENT REPORT message twice at an interval of 6 seconds. 

After step 4 the UE shall transmit a RRC STATUS message with protocol error cause set to "Message not compatible with receiver state".
After step 5 the UE shall transmit a MEASUREMENT REPORT within 6 seconds.
8.2.1.3
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)

8.2.1.3.1
Definition

8.2.1.3.2
Conformance requirement

If the UTRAN instructs the UE to use a configuration, which it does not support and/or if the received message causes the variable UNSUPPORTED_CONFIGURATION to be set to TRUE, the UE shall:

1>
transmit a failure response as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "configuration unsupported".

1>
set the variable UNSUPPORTED_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
…

The UE should set the variable UNSUPPORTED_CONFIGURATION to TRUE if the received message is not according to the UE capabilities.
Reference

3GPP TS 25.331 clause8.2.2.6, 8.2.2.9, 8.5.20.
8.2.1.3.3
Test purpose

To confirm that the UE keeps its configuration and transmits a RADIO BEARER SETUP FAILURE message in case of receiving a RADIO BEARER SETUP message which includes parameters of its unsupported configuration.

8.2.1.3.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH_DCH (state 6-5) or PS_DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108, depending on the domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER SETUP message in which the frequency cannot be supported by the UE. After the UE receives this message, it transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC . UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	Including the unsupported configuration for the UE.

	2
	(
	RADIO BEARER SETUP FAILURE
	The UE does not change the configuration.

	3
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 3)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked.:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)
The contents of RADIO BEARER SETUP message in this test case is indicated as "Non-speech in CS" as found in Annex A or the RADIO BEARER SETUP message as found in clause 9 of TS 34.108 with the following exceptions:

RADIO BEARER SETUP (FDD)
	Information Element
	Value/remark

	Frequency info
	

	    CHOICE mode
	FDD

	
- UARFCN uplink (Nu)
	0

	
- UARFCN downlink (Nd)
	950


RADIO BEARER SETUP (TDD)

	Information Element
	Value/remark

	Frequency info
	

	    CHOICE mode
	TDD

	
- UARFCN (Nt)
	0


RADIO BEARER SETUP FAILURE (Step 2)

The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found inTS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Message Type
	

	Failure cause
	Not checked


8.2.1.3.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 1 the UE transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC .
After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.
8.2.1.4
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)

8.2.1.4.1
Definition

8.2.1.4.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure". 

NOTE:
The criteria defined in this subclause only apply in case the UE performs synchronisation procedure A (FDD only).
…

If the received message caused the UE to be in CELL_DCH state and the UE according to subclause 8.5.4 failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.5.4.
8.2.1.4.3
Test purpose

To confirm that the UE reverts to the old configuration and transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, if the UE fails to reconfigure the radio bearer according to the RADIO BEARER SETUP message before timer T312 expires.
8.2.1.4.4
Method of test

Initial Condition

System Simulator: 2 cells. – Cell 1 is active and cell 2 is inactive.
UE: CS-DCCH_DCH (state 6-5) or PS-DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108, depending on the domain(s) supported by the UE.
Test Procedure
Table 8.2.1.4
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec

(FDD)
	dBm/3.84MHz
	-60
	-60


	OFF
	-75

	P-CCPCH RSCP (TDD)
	dBm
	-60
	-60
	OFF
	-75


Table 8.2.1.4 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings between columns "T0" and "T1", whenever the description in multi-cell condition specifies a reverse in the transmission power settings for cell 1 and cell 2.
The UE is in CELL_DCH state in cell 1. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. Then the SS configures its downlink transmission power settings according to column "T1" in table 8.2.1.4. The SS transmits a RADIO BEARER SETUP message to the UE specifying a configuration in cell 2 and SS keeps its old dedicated channel configuration in cell 1. Then after T312 expiry, the UE reverts to the old configuration and transmits a RADIO BEARER SETUP FAILURE message on the DCCH in cell 1 using AM RLC which is set to "physical channel failure" in IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	  (
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	The SS keeps its old L1 configuration in cell 1 and does not configure a physical channel in cell 2 after transmitting this message.

	2
	
	
	The UE does not configure the new radio access bearer and reverts to the old configuration.

	3
	(
	RADIO BEARER SETUP FAILURE
	UE shall transmit this message using the old configuration.

	4
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 4)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1) (FDD)

The contents of the RADIO BEARER SETUP message in this test case is indicated as "Non speech to CELL_DCH from CELL_DCH in CS", "Speech to CELL_DCH from CELL_DCH in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in clause 9 of TS 34.108, with the following exceptions.

	Information Element
	Value/remark

	Downlink information for each radio link list
	

	   - Downlink information for each radio links
	

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary CPICH scrambling code
	Ref. to the Default setting for cell 2 in TS34.108 clause 6.1 (FDD)


RADIO BEARER SETUP (Step 1) (TDD)

The contents of the RADIO BEARER SETUP message in this test case is indicated as "Non speech to CELL_DCH from CELL_DCH in CS", "Speech to CELL_DCH from CELL_DCH in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	Downlink information for each radio link list
	

	   - Downlink information for each radio links
	

	      - CHOICE mode
	TDD

	       - Primary CCPCH info
	Ref. to the Default setting for cell 2 in TS34.108 clause 6.1 (TDD)


RADIO BEARER SETUP FAILURE (Step 3)

The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	Failure cause
	Physical channel failure


8.2.1.4.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 2 the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "physical channel failure" in IE "failure cause".
After step 3, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

8.2.1.7
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Invalid message reception and Invalid configuration)

8.2.1.7.1
Definition

8.2.1.7.2
Conformance requirement

If the received reconfiguration message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to TS 25.331 clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to the cause value "protocol error";

2>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION. 

….

If the variable INVALID_CONFIGURATION is set to TRUE the UE shall:

1>
keep the configuration existing before the reception of the message;

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
set the IE "failure cause" to "invalid configuration".

1>
set the variable INVALID_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

….

If the UE receives an RRC message on the DCCH, or addressed to the UE on the CCCH or on the SHCCH, or sent via a radio access technology other than UTRAN, containing an undefined critical message extension, the UE shall:

1>
set the variable PROTOCOL_ERROR_REJECT to TRUE;

1>
set the IE "Protocol error cause" in the variable PROTOCOL_ERROR_INFORMATION to "Message extension not comprehended";

1>
if the IE "Message Type" of the received message is not present in the table "Rejected transactions" in the variable TRANSACTIONS:

2>
store the IE "Message type" of the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

2>
set the IE "RRC transaction identifier" to zero in that table entry.

1>
perform procedure specific error handling according to TS 25.331 clause 8.

….

If the IE "RAB information for setup" is included, the procedure is used to establish radio bearers belonging to a radio access bearer, and the UE shall:

1>
if several IEs "RAB information for setup" are included and the included IEs "CN domain identity" in the IE "RAB info" does not all have the same value:

2>
set the variable INVALID_CONFIGURATION to TRUE.

….

The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.

Reference

3GPP TS 25.331 clause 8.2.2.13, 8.2.2.11, 8.2.2.9, 8.6.4.2 and 9.3b.
8.2.1.7.3
Test purpose

To confirm that the UE transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC if it receives an invalid RADIO BEARER SETUP message which contains an unexpected critical message extension. 

To confirm that the UE transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC if it receives a RADIO BEARER SETUP message including an invalid configuration.

8.2.1.7.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: CS-DCCH_DCH (state 6-5) or PS-DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits an invalid RADIO BEARER SETUP message to the UE which contains an unexpected critical message extension. The UE keeps the old configuration and transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "protocol error" in IE "failure cause", and is set to "Message extension not comprehended" in IE "Protocol error cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically. The UE keeps current configuration after SS transmits a RADIO BEARER SETUP message including an invalid configuration. Then UE transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the value "invalid configuration" to IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	See specific message content.

	2
	(
	RADIO BEARER SETUP FAILURE
	The UE does not change its configuration.

	2a
	(
	MEASUREMENT REPORT
	

	3
	(
	RADIO BEARER SETUP
	This message includes an invalid value.

	4
	(
	RADIO BEARER SETUP FAILURE
	The UE does not change its configuration.

	5
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b, 2a and 5)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)

Use the RADIO BEARER SETUP message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Critical extensions
	'01'H


RADIO BEARER SETUP FAILURE (Step 2)
	Information Element
	Value/remark

	Message Type
	

	Failure cause
	

	        - Failure cause
	Protocol error

	        - Protocol error information
	

	         - Protocol error cause
	Message extension not comprehended

	Other information element
	Not checked


RADIO BEARER SETUP (Step 3)
The contents of RADIO BEARER SETUP message in this test case is identical as "Non speech from CELL_DCH to CELL_DCH in CS", Speech to CELL_DCH from CELL_DCH in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in clause 9 of TS 34.108 with the following exceptions:

RADIO BEARER SETUP (Step 3) 
	Information Element
	Value/remark

	RAB information for setup list
	

	 - RAB information for setup
	This IE is set as defined in message "RADIO BEARER SETUP message: AM or UM (Speech in CS)"

	 - RAB information for setup
	This IE is set as defined in message "RADIO BEARER SETUP message: AM or UM (Packet to CELL_DCH from CELL_DCH in PS)"


RADIO BEARER SETUP FAILURE (Step 4)
The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Failure cause
	Invalid configuration


8.2.1.7.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 1 the UE shall keep its old configuration and transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "protocol error" in IE "failure cause" and set to "Message extension not comprehended" in IE "Protocol error cause".

After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 3 the UE shall keep its old configuration and transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the value "invalid configuration" to IE "failure cause".
After step 4, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.
8.2.1.11
Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)

8.2.1.11.1
Definition

8.2.1.11.2
Conformance requirement

If the UTRAN instructs the UE to use a configuration, which it does not support and/or if the received message causes the variable UNSUPPORTED_CONFIGURATION to be set to TRUE, the UE shall:

1>
transmit a failure response as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "configuration unsupported".

1>
set the variable UNSUPPORTED_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
…

The UE should set the variable UNSUPPORTED_CONFIGURATION to TRUE if the received message is not according to the UE capabilities.
Reference

3GPP TS 25.331 clause 8.2.2.6, 8.2.2.9, 8.5.20.
8.2.1.11.3
Test purpose

To confirm that the UE keeps its configuration and transmits a RADIO BEARER SETUP FAILURE message in case of it receiving a RADIO BEARER SETUP message, which includes parameters of an unsupported configuration.

8.2.1.11.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH_FACH (state 6-8) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_FACH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER SETUP message with a stated frequency that cannot be supported by the UE. After the UE receives this message, it shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC . UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	This message includes an unsupported configuration for the UE.

	2
	(
	RADIO BEARER SETUP FAILURE
	The UE shall transmit this message using RLC-AM mode and do not change the current configuration.

	3
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 3)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)

The contents of RADIO BEARER SETUP message in this test case is indicated as "Packet to CELL_DCH from CELL_FACH in PS" as found in [9] TS 34.108 Clause 9 with the following exceptions:

RADIO BEARER SETUP (FDD)
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink (Nu)
	0

	
- UARFCN downlink (Nd)
	950


RADIO BEARER SETUP (TDD)

	Information Element
	Value/remark

	Frequency info
	

	     - CHOICE mode
	TDD

	
- UARFCN (Nt)
	0


RADIO BEARER SETUP FAILURE (Step 2)

The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in [9] TS 34.108 Clause 9, with the following exceptions:

	Information Element
	Value/remark

	Message Type
	

	Failure cause
	Not checked


8.2.1.11.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 1 the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM .
After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

8.2.1.12
Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)

8.2.1.12.1
Definition

8.2.1.12.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".

….

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

….

The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.5.4.
8.2.1.12.3
Test purpose

To confirm that the UE reverts to the old configuration and transmits a RADIO BEARER SETUP FAILURE message when the UE fails to configure the new radio bearer after it detects physical channel failure, followed by the T312 expiry.

8.2.1.12.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH_FACH (state 6-8) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_FACH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER SETUP message to the UE and keeps its old physical channel configuration. After T312 expiry, the UE shall perform cell reselection procedure and detect the same serving cell only. Then the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC. The content of the message shall indicate "physical channel failure" in IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	The SS keep its old configuration.

	2
	(
	RADIO BEARER SETUP FAILURE
	The UE does not configure a new radio bearer and reverts to the old configuration.

	3
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 3)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)

The contents of RADIO BEARER SETUP message in this test case is identical to the message sub-type indicated by "Packet to CELL_DCH from CELL_FACH in PS" clause 9 of TS 34.108.

RADIO BEARER SETUP FAILURE (Step 2)

The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	Failure cause
	Physical channel failure


8.2.1.12.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 1 the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "physical channel failure" in IE "failure cause".
After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

8.2.1.13
Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and cell reselection)

8.2.1.13.1
Definition

8.2.1.13.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".

….

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
if the old configuration does not include dedicated physical channels (CELL_FACH state):

2>
select a suitable UTRA cell according to TS 25.304;

2>
if the UE selects another cell than the cell the UE camped on upon reception of the reconfiguration message:

3>
initiate a cell update procedure according to TS 25.331 subclause 8.3.1, using the cause "Cell reselection";

3>
after the cell update procedure has completed successfully:

4>
proceed as below.

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

….

If the CELL UPDATE CONFIRM message:

-
does not include "RB information elements"; and

-
does not include "Transport channel information elements"; and

-
does not include "Physical channel information elements"; and

-
includes "CN information elements"; or

-
includes the IE "Ciphering mode info"; or

-
includes the IE "Integrity protection mode info"; or

-
includes the IE "New C-RNTI"; or

-
includes the IE "New U-RNTI":

the UE shall:

1>
transmit a UTRAN MOBILITY INFORMATION CONFIRM as response message using AM RLC.

….

The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.3.1.7, 8.5.4.
8.2.1.13.3
Test purpose

To confirm that the UE transmit a RADIO BEARER SETUP FAILURE message after it completes a cell update for the physical channel failure in the radio bearer establishment procedure.

8.2.1.13.4
Method of test

Initial Condition

System Simulator: 2 cells - Cell 1 and 2 are active.

UE: PS-DCCH_FACH (state 6-8) as specified in clause 7.4 of TS 34.108 in cell 1.
Test Procedure
Table 8.2.1.13
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec

(FDD)
	dBm/3.84 MHz
	-60
	-75
	-75
	-60

	P-CCPICH RSCP (TDD) 
	dBm
	-60
	-75
	-75
	-60


Table 8.2.1.13 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. SS switches the power settings between columns "T0" and "T1", whenever the description in multi-cell condition specifies reverse of the transmission power settings for cell 1 and cell 2.
The UE is in CELL_FACH state in cell 1. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER SETUP message to the UE. After transmitting the RADIO BEARER SETUP message, the SS shall not configure its DL dedicated physical channel in accordance with the setting in the message and release its current configuration. At the same time, the SS configures its downlink transmission power settings according to columns "T1" in table 8.2.1.13. The UE recognize that it cannot synchronize with the SS on the new radio bearer. The UE performs cell re-selection and transmits a CELL UPDATE message on uplink CCCH with IE "Cell update cause" which is set to "cell reselection". The SS shall transmit a CELL UPDATE CONFIRM message on downlink DCCH after receiving a CELL UPDATE message. The UE transmits a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC and subsequently transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the value "physical channel failure" to IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Note: If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	

	2
	
	
	The SS does not configure the new radio bearer in accordance with the settings in the message and applies the downlink transmission power settings, according to the values in columns "T1" of table 8.2.1.13. 

	3
	
	Void
	

	4
	
	
	The UE select the cell 2.

	5
	(
	CELL UPDATE
	The value "cell reselection" shall be set in IE "Cell update cause".

	6
	(
	CELL UPDATE CONFIRM
	This message include IE "new U-RNTI" and IE "new C-RNTI".

	7
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	8
	(
	RADIO BEARER SETUP FAILURE
	The IE "failure cause" shall be set to "physical channel failure"

	9
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 9)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)
The contents of RADIO BEARER SETUP message in this test case is identical to the message sub-type "Packet to CELL_DCH from CELL_FACH in PS" found in clause 9 of TS 34.108.

CELL UPDATE (Step 5)
The contents of CELL UPDATE message is identical as "Contents of CELL UPDATE message" as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 6)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM" message as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	U-RNTI
	Same as CELL UPDATE message in step 5

	New U-RNTI
	

	- SRNC Identity
	'0000 0000 0000 0001'

	- S-RNTI
	Different from previous S-RNTI

	New C-RNTI
	Different from previous C-RNTI


RADIO BEARER SETUP FAILURE (Step 8)
The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Message Type
	"RADIO BEARER RECONFIGURATION FAILURE"

	Failure cause
	"physical channel failure"


8.2.1.13.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 4 the UE shall transmit a CELL UPDATE message on the CCCH with IE "Cell update cause" set to "cell reselection".
After step 6 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC.
After step 7 the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the IE "failure cause" to "physical channel failure".
After step 8, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

8.2.2.2
Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)

8.2.2.2.1
Definition

8.2.2.2.2
Conformance requirement

If the UTRAN instructs the UE to use a configuration, which it does not support and/or if the received message causes the variable UNSUPPORTED_CONFIGURATION to be set to TRUE, the UE shall:

1>
transmit a failure response as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "configuration unsupported".

1>
set the variable UNSUPPORTED_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

…

The UE shall:

1>
in case of reception of a RADIO BEARER RECONFIGURATION message:

…

2>
transmit a RADIO BEARER RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.
…
The UE should set the variable UNSUPPORTED_CONFIGURATION to TRUE if the received message is not according to the UE capabilities.

Reference

3GPP TS 25.331 clause 8.2.2.6, 8.2.2.9, 8.5.20.
8.2.2.2.3
Test purpose

To confirm that the UE transmits a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC if the received RADIO BEARER RECONFIGURATION message includes unsupported configuration parameters. 

8.2.2.2.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER RECONFIGURATION message to the UE, which includes unsupported configuration parameters for the UE. The UE shall transmit a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC. UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	  (
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER

RECONFIGURATION 
	Including unsupported configuration by the UE

	2
	(
	RADIO BEARER

RECONFIGURATION FAILURE
	The UE does not change the radio bearer.

	3
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 3)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER RECONFIGURATION (FDD) (Step 1)
The contents of RADIO BEARER RECONFIGURATION message in this test case is identical as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink (Nu)
	0

	
- UARFCN downlink (Nd)
	950


RADIO BEARER RECONFIGURATION (TDD) (Step 1)
The contents of RADIO BEARER RECONFIGURATION message in this test case is identical as "Packet to CELL_DCH from CELL_DCH in PS" as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN (Nt)
	0


RADIO BEARER RECONFIGURATION FAILURE (Step 2)
The contents of RADIO BEARER RECONFIGURATION FAILURE message in this test case is the same as the RADIO BEARER RECONFIGURATION FAILURE message as found in clause 9 of TS 34.108, with the following exceptions: 

	Information Element
	Value/remark

	Message Type
	

	Failure cause
	Not checked


8.2.2.2.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 1 the UE shall transmit a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC .
After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

8.2.2.4
Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and cell reselection)

8.2.2.4.1
Definition

8.2.2.4.2
Conformance requirement

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

1>
if the old configuration includes dedicated physical channels (CELL_DCH state) and the UE is unable to revert to the old configuration:

2>
initiate a cell update procedure according to TS 25.331 subclause 8.3.1, using the cause "radio link failure";

2>
after the cell update procedure has completed successfully:

3>
proceed as below.

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

…

If the CELL UPDATE CONFIRM message:

-
does not include "RB information elements"; and

-
does not include "Transport channel information elements"; and

-
includes "Physical channel information elements":

the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message using AM RLC.

…
The UE shall:

1>
in case of reception of a RADIO BEARER RECONFIGURATION message:

…

2>
transmit a RADIO BEARER RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.3.1.7.
8.2.2.4.3
Test purpose

To confirm that the UE transmits a RADIO BEARER RECONFIGURATION FAILURE message after it completes a cell update procedure when the UE cannot reconfigure the new radio bearer and a subsequent failure to revert to the old configuration.

8.2.2.4.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER RECONFIGURATION message, which includes the new radio bearer parameters, to the UE. After the reception of the acknowledgement for the RADIO BEARER RECONFIGURATION message in SS, the SS shall not reconfigure dedicated physical channel in accordance with the settings in the message and release the previous configuration. The UE discovers that it cannot reconfigure the new radio bearer and wants to revert to the old configuration, but the UE cannot revert to the old configuration. The UE transmits a CELL UPDATE message on uplink CCCH with IE "Cell update cause" set to "radio link failure". The SS shall transmit a CELL UPDATE CONFIRM message on downlink DCCH after receiving a CELL UPDATE message. The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC and subsequently transmits a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting the value "physical channel failure" to IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER RECONFIGURATION 
	

	2
	
	
	The SS does not reconfigure the dedicated physical channel in accordance with the RADIO BEARER RECONFIGURATION message and shall release the old configuration.

	3
	(
	CELL UPDATE
	The value "radio link failure" shall be set in IE "Cell update cause".

	4
	
	
	The SS configures the dedicated physical channel according to the IE "Physical channel information elements" included in the CELL UPDATE CONFIRM message.

	5
	(
	CELL UPDATE CONFIRM
	This message include IE "Physical channel information elements".

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	7
	(
	RADIO BEARER RECONFIGURATION FAILURE

	The IE "failure cause" shall be set to "physical channel failure"

	8
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	7

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 8)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	7

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER RECONFIGURATION message (Step 1)
The contents of RADIO BEARER RECONFIGURATION message in this test case is identical to the message sub-type titled as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in Clause 9 of TS 34.108.
CELL UPDATE (Step 3)
The contents of CELL UPDATE message is identical as "Contents of CELL UPDATE message" as found in Clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	Cell Update Cause
	"radio link failure"


CELL UPDATE CONFIRM (Step 5) (FDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in Clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	RRC State indicator
	CELL_DCH

	CHOICE channel requirement
	Uplink DPCH info

	       - UplinkDPCH Info
	Same as RADIO BEARER SETUP message used to move to initial condition

	Downlink information common for all radio links
	Same as RADIO BEARER SETUP message used to move to initial condition

	Downlink information for each radio links
	Same as RADIO BEARER SETUP message used to move to initial condition


CELL UPDATE CONFIRM (Step 5) (TDD)

The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in Clause 9 of TS 34.108 with the following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_DCH

	Uplink DPCH timeslots and codes
	Same as RADIO BEARER SETUP message used to move to initial condition

	Downlink information for each radio links
	Same as RADIO BEARER SETUP message used to move to initial condition


RADIO BEARER RECONFIGURATION FAILURE (Step 7)
The contents of RADIO BEARER RECONFIGURATION FAILURE message in this test case is the same as the RADIO BEARER RECONFIGURATION FAILURE message as found in Clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Failure cause
	"physical channel failure"


8.2.2.4.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 2 the UE shall transmit a CELL UPDATE message on the CCCH with IE "Cell update cause" set to "radio link failure".
After step 5 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC.
After step 6 the UE shall transmit a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting the IE "failure cause" to "physical channel failure".
After step 7, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

8.2.3.11
Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and successful reversion to old configuration)

8.2.3.11.1
Definition

8.2.3.11.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".

…

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

…

The UE shall:

1>
in case of reception of a RADIO BEARER RELEASE message:

…

2>
transmit a RADIO BEARER RELEASE FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.5.4.
8.2.3.11.3
Test purpose

To confirm that the UE reverts to the old configuration and transmits a RADIO BEARER RELEASE FAILURE message on the DCCH using AM RLC if the UE fails to release the radio bearers in accordance with the specified settings in RADIO BEARER RELEASE message before T312 timer expires.
8.2.3.11.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_FACH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER RELEASE message and keeps its current physical channel configuration. The UE is expected to encounter a failure while releasing the radio bearer. After T312 timer expires, the UE shall revert to the old radio bearer configuration, so the UE transmits a RADIO BEARER RELEASE FAILURE message on the DCCH using AM RLC which is set to "physical channel failure" in IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER RELEASE 
	

	2
	
	
	The SS does not configure the specified L1.

	3
	(
	RADIO BEARER RELEASE FAILURE
	After T312 expiry the UE fails to release a radio bearer and reverts to the old configuration.

	4
	  (
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 4)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	20

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER RELEASE (Step 1)

Use the message sub-type titled "Packet to CELL_DCH from CELL_FACH in PS" in Clause 9 of TS 34.108.

RADIO BEARER RELEASE FAILURE (Step 2)

The contents of RADIO BEARER RELEASE FAILURE message in this test case is the same as the RADIO BEARER RELEASE FAILURE message as found in Clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	Failure cause
	Physical channel failure


8.2.3.11.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 2 the UE shall transmit a RADIO BEARER RELEASE FAILURE message on the DCCH using AM RLC, setting the value "physical channel failure" in IE "failure cause".
After step 3, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

8.2.4.3
Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)

8.2.4.3.1
Definition

8.2.4.3.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a TRANSPORT CHANNEL RECONFIGURATION message:

…

2>
transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause  8.2.2.7, 8.2.2.9, 8.5.4.
8.2.4.3.3
Test purpose

To confirm that the UE reverts to the old configuration and transmits a TRANSPORT CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, if the UE fails to reconfigure the new configuration according to a TRANSPORT CHANNEL RECONFIGURATION message. 

8.2.4.3.4
Method of test

Initial Condition

System Simulator: 2 cells. – Cell 1 is active and cell 2 is inactive.
UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE. Either a streaming CS domain RAB (state 6-9) or an interactive/ background PS domain RAB (state 6-10) has been established.
Test Procedure 

Table 8.2.4.3
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec

(FDD)
	dBm/3.84MHz
	-60
	-60


	OFF
	-75

	P-CCPCH RSCP (TDD)
	dBm
	-60
	-60
	OFF
	-75


Table 8.2.4.3 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings between columns "T0" and "T1", whenever the description in multi-cell condition specifies a reverse in the transmission power settings for cell 1 and cell 2.
The UE is in CELL_DCH state in cell 1. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. Then the SS configures its downlink transmission power settings according to column "T1" in table 8.2.4.3. The SS transmits a TRANSPORT CHANNEL RECONFIGURATION message to the UE to restrict transmission on the uplink DCH used by the signalling radio bearer RB2. The message specifies a new configuration in cell 2 but the SS does not configure the new physical channel in cell 2 specified in this message and keep its old configuration in cell 1. Therefore, the UE cannot synchronise with the SS on the new physical channel in cell 2 and shall revert to the old configuration in cell 1 after T312 expires. Then the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting "physical channel failure" in IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	TRANSPORT CHANNEL

 RECONFIGURATION 
	

	2
	
	
	The SS does not reconfigure the new configuration in cell 2.

	3
	(
	TRANSPORT CHANNEL

 RECONFIGURATION FAILURE
	The UE reverts to the old configuration and transmits this message.

	4
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 4)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:
	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


TRANSPORT CHANNEL RECONFIGURATION (Step 1)

The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	

	         - TFC subset
	

	             - Restricted TrCH information
	

	                 - Uplink transport channel type
	DCH

	                 - Restricted UL TrCh identity
	5    <UL DCH for SRB 2>

	                 - Allowed TFIs
	

	                     - Allowed TFI
	0

	Downlink information common for all radio links
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	Downlink information for each radio link list
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS" unless explicitly indicated otherwise in the following

	   - Downlink information for each radio links
	

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary CPICH scrambling code
	Ref. to the Default setting for cell 2 in TS34.108 clause 6.1 (FDD)


TRANSPORT CHANNEL RECONFIGURATION FAILURE (Step 2)

The contents of TRANSPORT CHANNEL RECONFIGURATION FAILURE message in this test case is the same as the TRANSPORT CHANNEL RECONFIGURATION FAILURE message as found in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Failure cause
	Physical channel failure


8.2.4.3.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 2 the UE shall revert to the old configuration in cell 1 and transmit a TRANPORT CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, and it shall set the value "physical channel failure" in IE "failure cause".
After step 3, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

8.2.6.2
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (code modification): Failure (Unsupported configuration)

8.2.6.2.1
Definition

8.2.6.2.2
Conformance requirement

If the UTRAN instructs the UE to use a configuration, which it does not support and/or if the received message causes the variable UNSUPPORTED_CONFIGURATION to be set to TRUE, the UE shall:

1>
transmit a failure response as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "configuration unsupported".

1>
set the variable UNSUPPORTED_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a PHYSICAL CHANNEL RECONFIGURATION message:

…

2>
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.
…
The UE should set the variable UNSUPPORTED_CONFIGURATION to TRUE if the received message is not according to the UE capabilities.

Reference

3GPP TS 25.331 clause 8.2.2.6, 8.2.2.9, 8.5.20.
8.2.6.2.3
Test purpose

To confirm that the UE keeps its configuration and transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC if the received PHYSICAL CHANNEL RECONFIGURATION message includes unsupported configuration parameters for the UE. 

8.2.6.2.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS.The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE which includes configuration parameters unsupported by the UE. The UE transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC . UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	PHYSICAL CHANNEL

 RECONFIGURATION 
	Includes configuration unsupported by the UE

	2
	(
	PHYISICAL CHANNEL

 RECONFIGURATION FAILURE
	The UE shall not reconfigure and continue to communicate using the old configuration.

	3
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 3)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


PHYSICAL CHANNEL RECONFIGURATION (FDD) (Step 1)
The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type title as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 Clause 9 with the following exceptions:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink (Nu)
	0

	
- UARFCN downlink (Nd)
	950


PHYSICAL CHANNEL RECONFIGURATION (TDD) (Step 1)
The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type title "Packet to CELL_DCH from CELL_DCH in PS" found in [9] TS 34.108 Clause 9 with the following exceptions:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN (Nt)
	0


PHYSICAL CHANNEL RECONFIGURATION FAILURE (Step 2)
The contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message in this test case is the same as the PHYSICAL CHANNEL RECONFIGURATION FAILURE message as found in [9] TS 34.108 Clause 9, with the following exceptions:

	Information Element
	Value/remark

	Failure cause
	Not checked


8.2.6.2.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 1 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC .
After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

8.2.6.6
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (code modification): Failure (Invalid message reception and Invalid configuration)

8.2.6.6.1
Definition

8.2.6.6.2
Conformance requirement

If the received reconfiguration message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to TS 25.331 clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to the cause value "protocol error";

2>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

If the variable INVALID_CONFIGURATION is set to TRUE the UE shall:

1>
keep the configuration existing before the reception of the message;

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
set the IE "failure cause" to "invalid configuration".

1>
set the variable INVALID_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a PHYSICAL CHANNEL RECONFIGURATION message:

…

2>
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.

Reference

3GPP TS 25.331 clause 8.2.2.13, 8.2.2.11, 8.2.2.9.
8.2.6.6.3
Test purpose

To confirm that the UE transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC if it receives an invalid PHYSICAL CHANNEL RECONFIGURATION message which does not include any IEs except IE "Message Type". 

To confirm that the UE transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC if it receives a PHYSICAL CHANNEL RECONFIGURATION message including some IEs set to give an invalid configuration.

8.2.6.6.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits an invalid PHYSICAL CHANNEL RECONFIGURATION message to the UE, which contains an unexpected critical message extension. The UE keeps the old configuration and transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, with a value "protocol error" in IE "failure cause" and also a value "Message extension not comprehended" in IE "Protocol error cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically. SS transmits a PHYSICAL CHANNEL RECONFIGURATION message including some IEs which are set to give an invalid configuration. The UE keeps its initial configuration and transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting the value "invalid configuration" to IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(  
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	PHYSICAL CHANNEL RECONFIGURATION
	See specific message content.

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION FAILURE
	The UE does not change its configuration.

	2a
	(
	MEASUREMENT REPORT
	

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	This message includes IEs which is set to give an invalid configuration

	4
	
	
	The UE does not change its configuration

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION FAILURE
	The IE "failure cause" shall be set to "invalid configuration

	6
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b, 2a and 6)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


PHYSICAL CHANNEL RECONFIGURATION (Step 1) 

Use the PHYSICAL CHANNEL RECONFIGURATION message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Critical extensions
	'01'H


PHYSICAL CHANNEL RECONFIGURATION FAILURE (Step 2)

The contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message in this test case is the same as the PHYSICAL CHANNEL RECONFIGURATION FAILURE message as found in Annex A, with the following exceptions:
	Information Element
	Value/remark

	Failure cause
	

	        - Failure cause
	Protocol error

	        - Protocol error information
	

	         - Protocol error cause
	Message extension not comprehended


PHYSICAL CHANNEL RECONFIGURATION (Step 3) (FDD)
The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type title as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in Annex A with the following exceptions:
	Information Element
	Value/remark

	        - Default DPCH Offset Value
	512

	        - DPCH frame offset
	1024


PHYSICAL CHANNEL RECONFIGURATION (Step 3) (TDD)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type title as "Speech in CS" or "Non speech in CS" or "Packet to CELL_FACH from CELL_DCH in PS" as found in Annex A with the following exceptions:

	Information Element
	Value/remark

	      -PRACH TFCS
	Present


PHYSICAL CHANNEL RECONFIGURATION FAILURE (Step 5)
The contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message in this test case is the same as the PHYSICAL CHANNEL RECONFIGURATION FAILURE message as found in Annex A, with the following exceptions:
	Information Element
	Value/remark

	Failure cause
	Invalid configuration


8.2.6.6.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 1 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting value "protocol error" in IE "failure cause" and also setting value "Message extension not comprehended" in IE "Protocol error cause".

After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 4 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting IE "failure cause" to "invalid configuration".
After step 5, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.
8.2.6.11
Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and successful reversion to old configuration)

8.2.6.11.1
Definition

8.2.6.11.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".

…

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

…
The UE shall:

1>
in case of reception of a PHYSICAL CHANNEL RECONFIGURATION message:

…

2>
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.5.4.
8.2.6.11.3
Test purpose

To confirm that the UE reverts to the old configuration and transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC if the UE fails to reconfigure the new physical channel according to a PHYSICAL CHANNEL RECONFIGURATION message before the T312 expiry. 

8.2.6.11.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in CELL_DCH state. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE to invoke the UE to transit from CELL_DCH to CELL_FACH. The UE shall reconfigure the common  physical channel correctly according to this message. To complete this procedure, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE to invoke the UE to transit from CELL_FACH to CELL_DCH. However, the SS keeps its current physical channel configuration and then the UE cannot synchronise with the SS. After T312 expires, the UE attempt to revert to the old configuration. Then the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC which is set "physical channel failure" in IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL

 RECONFIGURATION 
	IE "Uplink DPCH Info" and IE "Downlink DPCH Info" are not specified.

	2
	
	
	UE shall perform the reconfiguration 

	3
	(
	PHYSICAL CHANNEL

 RECONFIGURATION COMPLETE
	

	3a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	3b
	(
	MEASUREMENT REPORT
	

	4
	(
	PHYSICAL CHANNEL

 RECONFIGURATION 
	

	5
	
	
	The SS does not reconfigure the physical channel, hence the UE shall detect a failure to reconfigure to the new physical channel.

	6
	(
	PHYSICAL CHANNEL

 RECONFIGURATION FAILURE
	After T312 expires the UE reverts to the old configuration and transmits this message.

	7
	(
	MEASUREMENT REPORT
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 1)
Use the message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in clause 9 of TS 34.108 for FDD or for TDD.
MEASUREMENT CONTROL (Step 3a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states except CELL_DCH

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 3b and 7)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	20

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


PHYSICAL CHANNEL RECONFIGURATION (Step 4)
Use the message sub-type titled "Packet to CELL_DCH from CELL_FACH in PS" in clause 9 of TS 34.108 for FDD or for TDD.
PHYSICAL CHANNEL RECONFIGURATION FAILURE (Step 6)

The contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message in this test case is the same as the PHYSICAL CHANNEL RECONFIGURATION FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	Failure cause
	Physical channel failure


8.2.6.11.5
Test requirement

After step 2 the UE shall transit from CELL_DCH to CELL_FACH and transmit a PHYSICAL CHANNEL RECONFIGURATION message on the common physical channel.

After step 3a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 5 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, specifying "physical channel failure" in IE "failure cause".
After step 6, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

8.2.6.14
Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Invalid message reception and Invalid configuration)

8.2.6.14.1
Definition

8.2.6.14.2
Conformance requirement

If the received reconfiguration message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to TS 25.331 clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to the cause value "protocol error";

2>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

If the variable INVALID_CONFIGURATION is set to TRUE the UE shall:

1>
keep the configuration existing before the reception of the message;

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
set the IE "failure cause" to "invalid configuration".

1>
set the variable INVALID_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a PHYSICAL CHANNEL RECONFIGURATION message:

…

2>
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.13, 8.2.2.11, 8.2.2.9
8.2.6.14.3
Test purpose

To confirm that the UE transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC if the received message does not include any IEs except IE "Message Type". 

To confirm that the UE transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC if it receives a PHYSICAL CHANNEL RECONFIGURATION message including some IEs which are set to give an invalid configuration.

8.2.6.14.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in CELL_DCH state. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE to invoke the UE to transit from CELL_DCH to CELL_FACH. The UE shall reconfigure the common physical channel correctly according to this message. To complete this procedure, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits an invalid PHYSICAL CHANNEL RECONFIGURATION message to the UE which contains an unexpected critical message extension. The UE keeps the old configuration and transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting "protocol error" in IE "failure cause" and also setting "Message extension not comprehended" in IE "Protocol error cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically. SS transmits PHYSICAL CHANNEL RECONFIGURATION message including some IEs which are set to give an invalid configuration. The UE keeps current configuration and transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting IE "failure cause" to "invalid configuration". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL

 RECONFIGURATION 
	IE "Uplink DPCH Info" and IE "Downlink DPCH Info" are not specified.

	2
	
	
	UE shall perform the reconfiguration 

	3
	(
	PHYSICAL CHANNEL

 RECONFIGURATION COMPLETE
	The UE enters CELL_FACH state.

	3a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	3b
	(
	MEASUREMENT REPORT
	

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION
	See specific message content.

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION FAILURE
	The UE does not change the configuration.

	5a
	(
	MEASUREMENT REPORT
	

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION
	This message includes IEs which are set to give an invalid configuration.

	7
	
	
	The UE does not change the configuration

	8
	(
	PHYSICAL CHANNEL RECONFIGURATION FAILURE
	The IE "failure cause" shall be set to "invalid configuration

	9
	(
	MEASUREMENT REPORT
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 1)

Use the message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A for FDD and Annex A for TDD.
MEASUREMENT CONTROL (Step 3a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 3b, 5a and 9)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	20

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


PHYSICAL CHANNEL RECONFIGURATION (Step 4)

Use the PHYSICAL CHANNEL RECONFIGURATION message as defined in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	Critical extensions
	'01'H


PHYSICAL CHANNEL RECONFIGURATION FAILURE (Step 5)

The contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message in this test case is the same as the PHYSICAL CHANNEL RECONFIGURATION FAILURE message as found in Annex A, with the following exceptions:
	Information Element
	Value/remark

	Failure cause
	

	        - Failure cause
	Protocol error

	        - Protocol error information
	

	         - Protocol error cause
	Message extension not comprehended


PHYSICAL CHANNEL RECONFIGURATION (Step 6) (FDD)
The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type title "Packet to CELL_DCH from CELL_FACH in PS" as found in Annex A with the following exceptions:
	Information Element
	Value/remark

	        - Default DPCH Offset Value
	512

	        - DPCH frame offset
	1024


PHYSICAL CHANNEL RECONFIGURATION (Step 6) (TDD)
The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type title "Packet to CELL_DCH from CELL_FACH in PS" as found in Annex A with the following exceptions:

	Information Element
	Value/remark

	      -PRACH TFCS
	Present


PHYSICAL CHANNEL RECONFIGURATION FAILURE (Step 7)
The contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message in this test case is the same as the PHYSICAL CHANNEL RECONFIGURATION FAILURE message as found in Annex A, with the following exceptions:
	Information Element
	Value/remark

	Failure cause
	Invalid configuration


8.2.6.14.5
Test requirement

After step 2 the UE shall transit from CELL_DCH to CELL_FACH and transmit a PHYSICAL CHANNEL RECONFIGURATION message on the common physical channel.

After step 3a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 4 the UE shall keep its old configuration, transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC with "protocol error" in IE "failure cause" and also "Message extension not comprehended" in IE "Protocol error cause".

After step 5, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 7 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC, setting IE "failure cause" to "invalid configuration".
After step 8, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.
8.3.4.5
Active set update in soft handover: Reception of an ACTIVE SET UPDATE message in wrong state

8.3.4.5.1
Definition

8.3.4.5.2
Conformance requirement

If the UE is in another state than CELL_DCH state upon reception of the ACTIVE SET UPDATE message, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
transmit a ACTIVE SET UPDATE FAILURE message on the uplink DCCH using AM RLC;

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE FAILURE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "failure cause" to the cause value "protocol error";

1>
include the IE "Protocol error information" with the IE "Protocol error cause" set to "Message not compatible with receiver state";

1>
when the ACTIVE SET UPDATE FAILURE message has been delivered to lower layers for transmission:

2>
continue with any ongoing processes and procedures as if the ACTIVE SET UPDATE message has not been received;

2>
and the procedure ends.

Reference

3GPP TS 25.331 clause 8.3.4.0

8.3.4.5.3
Test purpose

1.
To confirm that the UE transmit an ACTIVE SET UPDATE FAILURE message when it receives an ACTIVE SET UPDATE message in any state other then CELL_DCH. 

8.3.4.5.4
Method of test

Initial Condition

System Simulator: 2 cells  – Cell 1 and 2 are active.
UE: PS-DCCH+DTCH_FACH (state 6-11) in cell 1 as specified in clause 7.4 of TS 34.108. 
Test Procedure

Table 8.3.4.5
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec
	dBm/3.84MHz
	-60
	-70


Table 8.3.4.5 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  
At the start of the test, the UE establishes a radio access bearer service in the CELL_FACH state in cell 1. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits to the UE an ACTIVE SET UPDATE message in cell 1 on DCCH using AM RLC which includes the IE "Radio Link Addition Information" indicating the addition of cell 2 into the active set. When the UE receives this message, UE shall transmit ACTIVE SET UPDATE FAILURE message, with the IE "failure cause" set to the cause value "protocol error" and includes the IE "Protocol error information" with the IE "Protocol error cause" set to "Message not compatible with receiver state", on the uplink DCCH using AM RLC. UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically. SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.

NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(  
	MEASUREMENT REPORT
	

	2
	
	Void
	

	3
	(
	ACTIVE SET UPDATE
	The SS transmit this message on downlink DCCH using AM RLC which includes IE "Radio Link Addition Information". 

	4
	(
	ACTIVE SET UPDATE FAILURE
	IE "failure cause" set to the cause value "protocol error" and includes the IE "Protocol error information" with the IE "Protocol error cause" set to "Message not compatible with receiver state".

	5
	  (
	MEASUREMENT REPORT
	

	6
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Content

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 5)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions and the order in which the RBs are reported is not checked:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	20

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


ACTIVE SET UPDATE

The message to be used in this test is defined in TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Radio link addition information
	

	   - Primary CPICH Info
	

	    - Primary Scrambling Code
	Set to same code as assigned for cell 2

	   - Downlink DPCH info for each RL
	

	    - CHOICE mode
	FDD

	     - Primary CPICH usage for channel estimation
	P-CPICH can be used.

	     - DPCH frame offset
	0

	     - Secondary CPICH info
	Not Present

	     - DL channelisation code
	This IE is repeated for all existing downlink DPCHs allocated to the UE

	      - Secondary scrambling code
	1

	       - Spreading factor
	Reference TS 34.108 clause 6.10 Parameter set

	       - Code Number
	For each DPCH, assign the same code number in the current code given in cell 1.

	       - Scrambling code change
	Not Present

	     - TPC Combination Index
	0

	     - SSDT Cell Identity
	Not Present

	     - Close loop timing adjustment mode
	Not Present

	   - TFCI Combining Indicator
	Not Present

	   - SCCPCH information for FACH
	Not Present


8.3.4.5.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 3 the UE shall transmit an ACTIVE SET UPDATE FAILURE message on the DCCH. In this message, the value "Message not compatible with receiver state" shall be set in IE "Protocol Error Information". 

After step 4, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.
8.4.1.16
Measurement Control and Report: Traffic volume measurement for transition from idle mode to CELL_FACH state

8.4.1.16.1
Definition

8.4.1.16.2 
Conformance requirement

Upon transition from idle mode to CELL_FACH state, the UE shall:

1>
store the measurement control information from the IE "Traffic volume measurement system information" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) in the variable MEASUREMENT_IDENTITY;

1>
begin traffic volume measurement reporting according to the assigned information.

Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

…

2>
for measurement type "UE positioning measurement":




…

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

Reference

3GPP TS 25.331 clause 8.4.1.9.4, 3GPP TS 25.331 clause 8.4.1.3.

8.4.1.16.3
Test Purpose
1.
To confirm that after a state transition from idle mode to CELL_FACH state, the UE shall begin a traffic volume type measurement, as specified in System Information Block type 11 or 12 messages on BCCH.  

2.
To confirm that in CELL_FACH state, the UE shall send a MEASUREMENT REPORT message when reporting criteria is satisfied.  During CELL_FACH state, if the UE receives a MEASUREMENT CONTROL message, it shall perform the measurement and reporting tasks based on the MEASUREMENT CONTROL message received.

8.4.1.16.4
Method of test

Initial Condition

System Simulator: 1cell 

UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).

Test Procedure

The UE is initially in idle mode. The System Information Block type 11 message is modified with respect to the default settings to request UE to perform traffic volume measurements. Key measurement parameters are as follows: measurement quantity = "RLC Buffer Payload", report criteria = "periodic reporting criteria", reporting interval = "6 seconds", reporting amount = 'infinity'.  The System Information type 12 message is not broadcasted. 

SS prompts the operator to make an outgoing call for one of the traffic classes supported by the UE. SS and UE shall execute procedure P6. Then the UE shall begin traffic volume measurements, and shall send MEASUREMENT REPORT message after completing first measurement. Next SS and UE shall execute procedure P10. Then SS and UE shall execute procedure P14.
UE shall continue to send MEASUREMENT REPORT messages at 6 seconds interval.

SS sends MEASUREMENT CONTROL message to the UE. This message overwrites measurement information saved from System information type 11. Key measurement parameters are as follow: measurement type = "traffic volume measurement", measurement quantity = "RLC Buffer Payload", report criteria = "Event triggered, event 4B: Transport Channel Traffic Volume becomes smaller than an absolute threshold ", Time to trigger = "5 seconds", pending time after trigger = "16 seconds", "reporting threshold = '4K'. Since there is no uplink traffic, UE shall send MEASUREMENT REPORT message after 5 seconds (time to trigger interval). SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	System Information Block type 11
	The UE is idle mode and camped onto cell 1.  System Information Block type 11 to be transmitted is different from the default settings (see specific message contents)

	2
	(
	SS executes procedure P6 (clause 7.4.2.2.2)  specified in TS 34.108.
	SS prompts the test operator to make an outgoing call.

	2a
	(
	MEASUREMENT REPORT
	The UE shall send the first MEASUREMENT REPORT message, as specified in SIB11.

	3
	(
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	
	
	
	

	4
	(
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	
	
	
	

	
	
	
	

	5
	(
	Void
	

	
	
	
	

	6
	(
	MEASUREMENT REPORT
	

	7
	(
	MEASUREMENT REPORT
	Time difference between any two consecutive MEASUREMENT REPORT messages should be 6 Seconds.

	8
	(
	MEASUREMENT CONTROL
	Traffic volume measurement reporting is requested if measurement is below threshold.

	
	
	
	

	
	
	
	

	
	
	
	

	9
	
	
	SS monitors the uplink DCCH to confirm that no MEASUREMENT REPORT messages are received in 5 seconds.

	10
	(
	MEASUREMENT REPORT
	Measurement report because event 4b is triggered

	
	
	
	

	11
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Content

System Information Block type 11 (Step 1) (FDD)

	Information Element
	Value/remark

	SIB12 indicator
	FALSE

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	  - Cell selection and reselection quality measure
	CPICH RSCP

	  - Intra-frequency measurement system information
	

	     - Intra-frequency measurement identity
	Not Present

	     - Intra-frequency cell info list
	

	           - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	           - New intra-frequency cells  
	

	                  - Intra-frequency cell id
	1

	                  - Cell info
	

	                        - Cell individual offset
	0 dB

	                        - Reference time difference to cell
	Not Present

	                        - Read SFN indicator
	TRUE

	                        - CHOICE mode
	FDD

	                           - Primary CPICH info
	

	                               - Primary scrambling code
	Set to same code as used for cell 1

	                           - Primary CPICH Tx power
	Not Present

	                           - TX Diversity indicator
	FALSE

	                        - Cells for measurement
	Not Present

	     - Intra-frequency measurement quantity
	Not Present

	     - Intra-frequency reporting quantity for RACH reporting
	Not Present

	     - Maximum number of reported cells on RACH
	Not Present

	     - Reporting information for state CELL_DCH
	Not Present

	  - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	4

	 - Traffic volume measurement object list
	Rach

	 - Traffic volume measurement quantity
	RLC Buffer Payload 

	 - Traffic volume reporting quantity
	

	  - RB buffer payload
	True

	  - RB buffer payload average
	False

	  - RB buffer payload variance
	False

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	All States except CELL_DCH

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Acknowledged Mode

	  - Periodical or event trigger
	Periodical

	 - Report criteria system Information
	Periodical reporting criteria

	  - Reporting amount
	Infinity

	  - Reporting interval
	6 seconds


System Information Block type 11 (Step 1) (TDD)

	Information Element
	Value/remark

	SIB12 indicator
	FALSE

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	  - Intra-frequency measurement system information
	

	     - Intra-frequency measurement identity
	Not Present

	     - Intra-frequency cell info list
	

	           - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	           - New intra-frequency cells  
	

	                  - Intra-frequency cell id
	1

	                  - Cell info
	

	                        - Cell individual offset
	0 dB

	                        - Reference time difference to cell
	Not Present

	                        - Read SFN indicator
	TRUE

	                        - CHOICE mode
	TDD

	                           - Primary CCPCH info
	Set to same as used for cell 1

	                           - TX Diversity indicator
	FALSE

	                        - Cells for measurement
	Not Present

	     - Intra-frequency measurement quantity
	Not Present

	     - Intra-frequency reporting quantity for RACH reporting
	Not Present

	     - Maximum number of reported cells on RACH
	Not Present

	     - Reporting information for state CELL_DCH
	Not Present

	  - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	4

	 - Traffic volume measurement object list
	RACH

	 - Traffic volume measurement quantity
	RLC Buffer Payload 

	 - Traffic volume reporting quantity
	

	  - RB buffer payload
	TRUE

	  - RB buffer payload average
	False

	  - RB buffer payload variance
	False

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	All States except CELL_DCH

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Acknowledged Mode

	  - Periodical or event trigger
	Periodical

	 - Report criteria system Information
	Periodical reporting criteria

	  - Reporting amount
	Infinity

	  - Reporting interval
	6 seconds


MEASUREMENT REPORT (Step 2a)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 4

	Measured Results
	

	        - CHOICE measurement
	Check to see if set to "traffic volume measured results list"

	         - Traffic volume measurement results
	

	           - RB identity
	1

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	2

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	3

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	4

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


MEASUREMENT REPORT (Step 6 and 7)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 4

	Measured Results
	

	        - CHOICE measurement
	Check to see if set to "traffic volume measured results list"

	         - Traffic volume measurement results
	

	           - RB identity
	1

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	2

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	3

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	4

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	20

	           - RLC buffer payload
	Check to see if this IE is present

	           - RLC buffer payload average
	Check to see if this IE is absent

	           - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


MEASUREMENT CONTROL (Step 8)

	Information Element
	Value/remark

	Measurement Identity
	4

	Measurement Command
	Setup

	 - CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	Not Present

	  - Traffic volume measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RB buffer payload
	True

	   - RB buffer payload average
	False

	   - RB buffer payload variance
	False

	 - Measurement validity
	Not Present

	 - CHOICE reporting criteria
	Traffic Volume Measurement Reporting Criteria

	  - Parameters sent for each transport channel
	

	   - Uplink transport channel type
	Rach 

	   - UL Transport Channel ID
	Not Present

	   - Parameters required for each Event 
	

	    - Traffic volume event identity
	4B

	    - Reporting threshold
	4K

	    - Time to trigger
	5000 ms

	    - Pending time after trigger
	16000 ms

	    - Tx interruption after trigger
	Not Present

	Measurement reporting mode
	

	 - Transfer Mode
	Acknowledged mode

	 - Periodical or event trigger
	Event trigger

	Additional measurement list
	Not Present

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 10)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	4

	Measured Results
	

	 - CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	20

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Traffic Volume Measurement Event Results

	 - Uplink transport channel type causing the event
	Rach

	 - UL Transport Channel identity
	Not Present

	 - Traffic volume event identity
	4B


8.4.1.16.5
Test Requirement

After step 5 the UE shall send MEASUREMENT REPORT messages on the uplink DCCH containg RLC buffer payload information for all SRBs. After 6 seconds UE shall send second MEASUREMENT REPORT messages containg RLC buffer payload information for all SRBs and RAB.

After step 8 the UE shall overwrite measurement information received from system information type 11 with measurement information in MEASUREMENT CONTROL message. The UE shall not send MEASUREMENT REPORT message within time to trigger interval. After step 9 the UE shall transmit MEASUREMENT REPORT messages with event identity 4B.

8.4.1.17
Measurement Control and Report: Traffic volume measurement for transition from idle mode to CELL_DCH state

8.4.1.17.1
Definition

8.4.1.17.2 
Conformance requirement

Upon transition from idle mode to CELL_DCH state, the UE shall:

1>
begin a traffic volume type measurement, assigned in System Information Block type 11 (or System Information Block type 12.

Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

…

2>
for measurement type "UE positioning measurement":




…

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

Reference

3GPP TS 25.331 clause 8.4.1.8.4, 3GPP TS 25.331 clause 8.4.1.3.

8.4.1.17.3
Test Purpose
1.
To confirm that after a state transition from idle mode to CELL_DCH state, the UE begin a traffic volume type measurement, as specified in System Information Block type 11 or 12 messages on BCCH.  When entering CELL_DCH state, the UE shall send a MEASUREMENT REPORT message when reporting criteria is satisfied.  

2.
During CELL_DCH state, if the UE receives a MEASUREMENT CONTROL message, it shall perform the measurement and reporting tasks based on the MEASUREMENT CONTROL message received.

8.4.1.17.4
Method of test

Initial Condition

System Simulator: 1cell 

UE: "Registered idle mode on CS" (state 2) or "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE.  If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).

Test Procedure

The UE is initially in idle mode. The System Information Block type 11 message is modified with respect to the default settings to request UE to perform traffic volume measurements. Key measurement parameters are as follows: measurement quantity = "Average RLC Buffer Payload", report criteria = "Event triggered, event 4B", reporting threshold = "8K", report transfer mode = "Unacknowledged mode". The System Information type 12 message is not broadcasted. 

SS prompts the operator to make an outgoing call of a supported traffic class. SS and UE shall execute procedure P3 (for CS service) or P5 (for PS service). Next SS and UE shall execute procedure P7 (for CS service) or P9 (for PS service). Then SS and UE shall execute procedure P11 (for CS service) or P13 (for PS service).
UE shall begin traffic volume measurements after entering in CELL_DCH state. The UE shall send MEASUREMENT REPORT message because uplink traffic is below threshold. 

SS sends MEASUREMENT CONTROL message to the UE. This message reconfigures measurement information saved from System information type 11. Key measurement parameters are as follow: measurement type = "traffic volume measurement", measurement quantity = "RLC Buffer Payload", report criteria = "Periodic reporting criteria", reporting interval = "8 seconds", reporting amount = "8". The UE shall periodically send MEASUREMENT REPORT message to report RLC Buffer Payload for each RB.

SS sends MEASUREMENT CONTROL message to release traffic volume measurement. UE shall not send measurement report after receiving this message. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	System Information Block type 11
	The UE is idle mode and camped onto cell 1.  System Information Block type 11 to be transmitted is different from the default settings (see specific message contents)

	2
	(
	SS executes procedure P3 (clause 7.4.2.1.2) or P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	(
	SS executes procedure P7 (clause 7.4.2.3.2) or P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	
	
	
	

	4
	(
	SS executes procedure P11 (clause 7.4.2.5.2) or P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	
	
	
	

	
	
	
	

	5
	(
	Void
	

	
	
	
	

	6
	(
	MEASUREMENT REPORT
	Event 4B is triggered. This message should come on RB1.

	7
	(
	MEASUREMENT CONTROL
	Periodic Traffic volume measurement reporting is requested.

	
	
	
	

	
	
	
	

	
	
	
	

	8
	(
	MEASUREMENT REPORT
	This message should come on RB2.

	9
	(
	MEASUREMENT REPORT
	Time difference between earlier and this MEASUREMENT REPORT message should be 8 Seconds.

	10
	(
	MEASUREMENT CONTROL
	Release traffic volume measurement.

	11
	
	
	Wait for 8 Seconds to confirm that UE does not send measurement report message.

	
	
	
	

	12
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Content

System Information Block type 11 (Step 1) (FDD)

	Information Element
	Value/remark

	SIB12 indicator
	FALSE

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell selection and reselection quality measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	     - Intra-frequency measurement identity
	Not Present

	     - Intra-frequency cell info list
	

	           - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	           - New intra-frequency cells  
	

	                  - Intra-frequency cell id
	1

	                  - Cell info
	

	                        - Cell individual offset
	0 dB

	                        - Reference time difference to cell
	Not Present

	                        - Read SFN indicator
	TRUE

	                        - CHOICE mode
	FDD

	                           - Primary CPICH info
	

	                               - Primary scrambling code
	Set to same code as used for cell 1

	                           - Primary CPICH Tx power
	Not Present

	                           - TX Diversity indicator
	FALSE

	                        - Cells for measurement
	Not Present

	     - Intra-frequency measurement quantity
	Not Present

	     - Intra-frequency reporting quantity for RACH reporting
	Not Present

	     - Maximum number of reported cells on RACH
	Not Present

	     - Reporting information for state CELL_DCH
	Not Present

	    - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	2

	 - Traffic volume measurement object list
	Not Present

	 - Traffic volume measurement quantity
	Average RLC Buffer Payload

	  - Time Interval to take an average
	200 msec

	 - Traffic volume reporting quantity
	

	  - RB buffer payload
	False

	  - RB buffer payload average
	True

	  - RB buffer payload variance
	False

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	CELL_DCH

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Unacknowledged Mode

	  - Periodical or event trigger
	Event Trigger 

	- CHOICE reporting criteria
	Traffic volume measurement reporting criteria

	 - Parameters sent for each transport channel
	

	  - Uplink transport channel type
	Not Present

	  - UL transport channel id
	Not Present

	  - Parameters required for each Event 
	

	   - Traffic volume event identity
	4B

	   - Reporting threshold
	8K

	   - Time to trigger
	5000 ms

	   - Pending time after trigger
	16000 ms

	   - Tx interruption after trigger
	Not Present


System Information Block type 11 (Step 1) (TDD)

	Information Element
	Value/remark

	SIB12 indicator
	FALSE

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	  - Intra-frequency measurement system information
	

	     - Intra-frequency measurement identity
	Not Present

	     - Intra-frequency cell info list
	

	           - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	           - New intra-frequency cells  
	

	                  - Intra-frequency cell id
	1

	                  - Cell info
	

	                        - Cell individual offset
	0 dB

	                        - Reference time difference to cell
	Not Present

	                        - Read SFN indicator
	TRUE

	                        - CHOICE mode
	TDD

	                           - Primary CCPCH info
	Set to same as used for cell 1

	                           - TX Diversity indicator
	FALSE

	                        - Cells for measurement
	Not Present

	     - Intra-frequency measurement quantity
	Not Present

	     - Intra-frequency reporting quantity for RACH reporting
	Not Present

	     - Maximum number of reported cells on RACH
	Not Present

	     - Reporting information for state CELL_DCH
	Not Present

	  - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	2

	 - Traffic volume measurement object list
	Not Present

	 - Traffic volume measurement quantity
	Average RLC Buffer Payload 

	 - Traffic volume reporting quantity
	

	  - Time Interval to take an average
	200 msec

	  - RB buffer payload
	FALSE

	  - RB buffer payload average
	TRUE

	  - RB buffer payload variance
	FALSE

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	CELL_DCH

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Unacknowledged Mode

	  - Periodical or event trigger
	Event Trigger

	 - Report criteria system Information
	Traffic volume reporting criteria

	  - Event specific parameters
	

	   - Event id
	4B

	   - Reporting threshold
	8K

	   - Time to trigger
	Not Present

	   - Pending time after trigger
	Not Present

	   - Tx interruption after trigger
	Not Present


MEASUREMENT REPORT (Step 6)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 2

	Measured Results
	

	        - CHOICE measurement
	Check to see if set to "traffic volume measured results list"

	         - Traffic volume measurement results
	

	           - RB identity
	1

	           - RLC buffer payload
	Check to see if this IE is absent

	           - RLC buffer payload average
	Check to see if this IE is present

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	2

	           - RLC buffer payload
	Check to see if this IE is absent

	           - RLC buffer payload average
	Check to see if this IE is present

	           - RLC buffer payload variance
	Check to see if this IE is absent 

	           - RB identity
	3

	           - RLC buffer payload
	Check to see if this IE is absent

	           - RLC buffer payload average
	Check to see if this IE is present

	           - RLC buffer payload variance
	Check to see if this IE is absent

	           - RB identity
	4

	           - RLC buffer payload
	Check to see if this IE is absent

	           - RLC buffer payload average
	Check to see if this IE is present

	           - RLC buffer payload variance
	Check to see if this IE is absent 

	           - RB identity
	20  (for the PS case only)

	           - RLC buffer payload
	Check to see if this IE is absent

	           - RLC buffer payload average
	Check to see if this IE is present

	           - RLC buffer payload variance
	Check to see if this IE is absent 

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	

	 - UL transport channel type causing the event
	DCH

	 - UL Transport Channel identity
	Either 1 or 5

	 - Traffic volume event identity
	4B


MEASUREMENT CONTROL (Step 7)

	Information Element
	Value/remark

	Measurement Identity
	2

	Measurement Command
	Set up

	Measurement reporting mode
	

	 - Transfer Mode
	Acknowledged mode

	 - Periodical or event trigger
	Periodic

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	    - Time Interval to take an average or a variance
	Not Present

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RBe
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	 - Measurement validity
	Not Present

	 - CHOICE Reporting criteria
	Periodical Reporting Criteria

	  - Amount of reporting
	8

	  - Reporting interval
	8 Sec

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 8,9)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	2

	Measured Results
	

	 - CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


MEASUREMENT CONTROL (Step 10)

	Information Element
	Value/remark

	Measurement Identity
	2

	Measurement Command
	Release

	Measurement reporting mode
	Not Present

	Additional measurement list
	Not Present

	DPCH compressed mode status
	Not Present


8.4.1.17.5
Test Requirement

After step 5, due to triggering of event 4B, the UE shall send MEASUREMENT REPORT message using unacknowledged mode of RLC.  After step 7, UE shall send MEASUREMENT REPORT message using Acknowledged mode of RLC. After 8 seconds UE shall send second MEASUREMENT REPORT message. After step 10, the UE shall not send MEASUREMENT REPORT message. 

8.4.1.18
Measurement Control and Report: Traffic volume measurement for transition from CELL_FACH state to CELL_DCH state

8.4.1.18.1
Definition

8.4.1.18.2
Conformance requirement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

-
retrieve each set of measurement control information of measurement type "traffic volume" stored;

-
if the optional IE "measurement validity" for this measurement has not been included:

-
delete the measurement;

-
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states except CELL_DCH":

-
stop measurement reporting; and

-
save the measurement to be used after the next transition to CELL_FACH state;

-
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

-
continue measurement reporting;

-
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "CELL_DCH":

-
resume this measurement and associated reporting;

-
if no traffic volume type measurement has been assigned to the UE with a MEASUREMENT CONTROL message when transiting to CELL_DCH state:

-
continue an ongoing traffic volume type measurement, assigned in System Information Block type 11  or System Information Block type 12.

Reference

3GPP TS 25.331 clause 8.4.1.7.4

8.4.1.18.3
Test Purpose
1.
To confirm that the UE performs traffic volume measurements and the associated reporting when it enters CELL_DCH state from CELL_FACH state, and that such measurement contexts (and optionally, the reporting context) valid for CELL_DCH state have been previously stored.

2.
To confirm that the UE shall continue to perform traffic volume measurement listed in the System Information Block type 11 or 12 messages, if no previously assigned measurements are present. The UE shall transmit MEASUREMENT REPORT messages if reporting conditions stated in System Information Block type 11 or 12 messages have been satisfied.

8.4.1.18.4
Method of test

Initial Condition

System Simulator: 1 cell
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108
Test Procedure
Initially the UE is in CELL_FACH state. MEASUREMENT CONTROL message is sent to the UE to establish traffic volume measurement context with optional IE "measurement validity" is not present. The UE shall perform measurement and reporting as assigned in MEASUREMENT CONTROL message. RADIO BEARER RECONFIGURATION procedure is used to take the UE from CELL_FACH state to CELL_DCH state. While entering CELL_DCH state from CELL_FACH state, the UE shall delete traffic volume measurement contexts if optional IE "measurement validity" is not present. So, in CELL_DCH state UE shall not perform traffic volume measurement and reporting. UE is taken to the CELL_FACH state from CELL_DCH state using RADIO BEARER RECONFIGURATION procedure.  The UE shall not send MEASUREMENT REPORT message as measurement context is already deleted.

The behavior of the UE when moved from CELL_FACH state to CELL_DCH state and assigned traffic volume measurement context is present with IE "measurement validity" is set to "All But CELL_DCH state" or "CELL_DCH state" or "All states" is tested in a similar way.

When the UE is in CELL_FACH state, System Information is modified to assign traffic volume measurement and reporting to the UE. No previously assigned traffic volume measurement contexts are present in the UE. A SYSTEM INFORMATION CHANGE INDICATION is sent on FACH to inform the UE about the change. The UE is taken to CELL_DCH state from CELL_FACH state using RADIO BEARER RECONFIGURATION procedure. In CELL_DCH state the UE shall continue traffic volume measurement and reporting as assigned in System Information. Traffic volume measurement and reporting is released by sending MEASUREMENT CONTROL message.
Expected Sequence

	 Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	MEASUREMENT CONTROL
	Optional IE "measurement validity" is not included.

	2
	(
	MEASUREMENT REPORT
	

	3
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	4
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_DCH state from CELL_FACH state UE shall delete measurement context setup by MEASUREMENT CONTROL message (Step 1).

	
	
	
	

	5
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	
	
	
	

	6
	(
	RADIO BEARER RECONFIGURATION
	

	7
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_FACH state.

	
	
	
	

	
	
	
	

	
	
	
	

	8
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	9
	(
	MEASUREMENT CONTROL
	IE "measurement validity" is set to "All But CELL_DCH".

	10
	(
	MEASUREMENT REPORT
	.

	11
	(
	RADIO BEARER RECONFIGURATION
	

	12
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_DCH state from CELL_FACH state UE shall stop traffic volume measurement setup by MEASUREMENT CONTROL message (Step 9).

	
	
	
	

	13
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	
	
	
	

	14
	(
	MEASUREMENT CONTROL
	UE shall release measurement context setup by MEASUREMENT CONTROL message (Step 9).

	15
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	
	
	
	

	
	
	
	

	16
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_FACH state.

	17
	(
	MEASUREMENT CONTROL
	IE "measurement validity" is set to "CELL_DCH".

	18
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	19
	(
	RADIO BEARER RECONFIGURATION
	

	20
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_DCH state from CELL_FACH state UE shall start traffic volume measurement setup by MEASUREMENT CONTROL message (Step 17).

	
	
	
	

	21
	(
	MEASUREMENT REPORT
	

	
	
	
	

	22
	(
	MEASUREMENT CONTROL
	UE shall release measurement context setup by MEASUREMENT CONTROL message (Step 17)

	23
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	
	
	
	

	
	
	
	

	24
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_FACH state.

	25
	(
	MEASUREMENT CONTROL
	IE "measurement validity" is set to "All states".

	26
	(
	MEASUREMENT REPORT
	

	27
	(
	RADIO BEARER RECONFIGURATION
	

	28
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_DCH state from CELL_FACH state UE shall continue traffic volume measurement setup by MEASUREMENT CONTROL message (Step 25).

	
	
	
	

	29
	(
	MEASUREMENT REPORT
	

	
	
	
	

	30
	(
	MEASUREMENT CONTROL
	UE shall release measurement context setup by MEASUREMENT CONTROL message (Step 25)

	31
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	
	
	
	

	
	
	
	

	32
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_FACH state.

	33
	(
	MIB and SIB12 modified
	Traffic volume measurements and reporting is assigned to Ues

	33a
	(
	SYSTEM INFORMATION CHANGE INDICATION
	

	34
	(
	MEASUREMENT REPORT
	

	35
	(
	RADIO BEARER RECONFIGURATION
	

	36
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_DCH state from CELL_FACH state UE shall continue traffic volume measurement assigned in System Information (Step 33).

	
	
	
	

	37
	(
	MEASUREMENT REPORT
	

	
	
	
	

	38
	(
	MEASUREMENT CONTROL
	UE shall release measurement context assigned in System Information (Step 33).


Specific Message Content

MEASUREMENT CONTROL (Step 1)

	Information Element
	Value/remark

	Measurement Identity
	1

	Measurement Command
	Setup

	 - CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	Not Present

	  - Traffic volume measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RB buffer payload
	True

	   - RB buffer payload average
	False

	   - RB buffer payload variance
	False

	 - Measurement validity
	Not Present

	 - Report criteria
	Periodical Reporting Criteria

	  - Reporting amount  
	8

	  - Reporting interval
	8 Sec

	 Measurement reporting mode
	

	 - Transfer Mode
	Acknowledged mode

	 - Periodical or event trigger
	Periodic

	Additional measurement list
	Not Present

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 2)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	1

	Measured Results
	

	 - CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	20

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER RECONFIGURATION (Step 3, 11, 19, 27, and 35)

Use the same message type found in TS 34.108 clause 9 with condition set to A4.

RADIO BEARER RECONFIGURATION (Step 6, 15, 23, and 31)

Use the same message type found in TS 34.108 clause 9 with condition set to A5.

MEASUREMENT CONTROL (Step 9)

The contents of this message are identical to MEASUREMENT CONTROL (Step 1) message with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	2

	Measurement Command
	Setup

	- CHOICE measurement type
	Traffic Volume Measurement

	  - Measurement validity
	All But CELL_DCH


MEASUREMENT REPORT (Step 10)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	2




MEASUREMENT CONTROL (Step 14)

	Information Element
	Value/remark

	Measurement Identity
	2

	Measurement Command
	Release

	Measurement reporting mode
	Not Present

	Additional measurement list
	Not Present

	DPCH compressed mode status
	Not Present


MEASUREMENT CONTROL (Step 17)

The contents of this message are identical to MEASUREMENT CONTROL (Step 1) message with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	3

	Measurement Command
	Setup

	- CHOICE measurement type
	Traffic Volume Measurement

	  - Measurement validity
	CELL_DCH


MEASUREMENT REPORT (Step 21)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	3




MEASUREMENT CONTROL (Step 22)

The contents of this message are identical to MEASUREMENT CONTROL (Step 14) message with the following exceptions:
	Information Element
	Value/Remark

	Measurement Identity


	3




MEASUREMENT CONTROL (Step 25)

The contents of this message are identical to MEASUREMENT CONTROL (Step 1) message with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	4

	Measurement Command
	Setup

	- CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	      - UL transport channel identity
	RACH

	      - UL transport channel identity
	DCH :1

	      - UL transport channel identity
	DCH : 5

	  - Measurement validity
	All States


MEASUREMENT REPORT (Step 26, and 29)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	4




MEASUREMENT CONTROL (Step 30)

The contents of this message are identical to MEASUREMENT CONTROL (Step 14) message with the following exceptions:
	Information Element
	Value/Remark

	Measurement Identity


	4




Master Information Block (Step 33)

	Information Element
	Value/Remarks

	MIB Value Tag
	2


System Information Block type 12 (Step 33) (FDD)

	Information Element
	Value/remark

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell selection and reselection quality measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	     - Intra-frequency measurement identity
	Not Present

	     - Intra-frequency cell info list
	

	           - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	           - New intra-frequency cells  
	

	                  - Intra-frequency cell id
	1

	                  - Cell info
	

	                        - Cell individual offset
	0 dB

	                        - Reference time difference to cell
	Not Present

	                        - Read SFN indicator
	TRUE

	                        - CHOICE mode
	FDD

	                           - Primary CPICH info
	

	                               - Primary scrambling code
	Set to same code as used for cell 1

	                           - Primary CPICH Tx power
	Not Present

	                           - TX Diversity indicator
	FALSE

	                        - Cells for measurement
	Not Present

	     - Intra-frequency measurement quantity
	Not Present

	     - Intra-frequency reporting quantity for RACH reporting
	Not Present

	     - Maximum number of reported cells on RACH
	Not Present

	     - Reporting information for state CELL_DCH
	Not Present

	 - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	5

	 - Traffic volume measurement object list
	Not Present

	 - Traffic volume measurement quantity
	RLC Buffer Payload 

	 - Traffic volume reporting quantity
	

	  - RB buffer payload
	True

	  - RB buffer payload average
	False

	  - RB buffer payload variance
	False

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	All states

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Acknowledged Mode

	  - Periodical or event trigger
	Periodical

	 - Report criteria system Information
	Periodical reporting criteria

	  - Reporting amount
	Infinity

	  - Reporting interval
	8 seconds


System Information Block type 12 (Step 1) (TDD)

	Information Element
	Value/remark

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	  - Intra-frequency measurement system information
	

	     - Intra-frequency measurement identity
	Not Present

	     - Intra-frequency cell info list
	

	           - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	           - New intra-frequency cells  
	

	                  - Intra-frequency cell id
	1

	                  - Cell info
	

	                        - Cell individual offset
	0 dB

	                        - Reference time difference to cell
	Not Present

	                        - Read SFN indicator
	TRUE

	                        - CHOICE mode
	TDD

	                           - Primary CCPCH info
	Set to same as used for cell 1

	                           - TX Diversity indicator
	FALSE

	                        - Cells for measurement
	Not Present

	     - Intra-frequency measurement quantity
	Not Present

	     - Intra-frequency reporting quantity for RACH reporting
	Not Present

	     - Maximum number of reported cells on RACH
	Not Present

	     - Reporting information for state CELL_DCH
	Not Present

	  - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	5

	 - Traffic volume measurement object list
	Not Present

	 - Traffic volume measurement quantity
	RLC Buffer Payload 

	 - Traffic volume reporting quantity
	

	  - RB buffer payload
	TRUE

	  - RB buffer payload average
	FALSE

	  - RB buffer payload variance
	FALSE

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	All states

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Acknowledged Mode

	  - Periodical or event trigger
	Periodocal

	 - Report criteria system Information
	Periodical reporting criteria

	  - Reporting amount
	Infinity

	  - Reporting interval
	8 seconds


SYSTEM INFORMATION CHANGE INDICATION (Step 33a)

	Information Element
	Value/Remarks

	Paging record list 
	Not Present

	BCCH modification info 
	

	 - MIB Value Tag
	2

	 - BCCH modification time
	Not Present


MEASUREMENT REPORT (Step 34, and 37)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	5


MEASUREMENT CONTROL (Step 38)

The contents of this message are identical to MEASUREMENT CONTROL (Step 14) message with the following exceptions:
	Information Element
	Value/Remark

	Measurement Identity


	5




8.4.1.18.5
Test Requirement

The UE shall send MEASUREMENT REPORT message in steps 21, 29 and 37. The UE shall not send MEASUREMENT REPORT message in steps 5, 8, and 13. 

8.4.1.19
Measurement Control and Report: Traffic volume measurement for transition from CELL_DCH to CELL_FACH state

8.4.1.19.1
Definition

8.4.1.19.2
Conformance requirement

Upon transition from CELL_DCH to CELL_FACH or CELL_PCH or URA_PCH state, the UE shall:

1>
retrieve each set of measurement control information of measurement type "traffic volume" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "CELL_DCH":

3>
stop measurement reporting;

3>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
continue measurement reporting.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
resume this measurement and associated reporting.

1>
if no traffic volume type measurement has been assigned to the UE with a MEASUREMENT CONTROL message that is valid in CELL_FACH or CELL_PCH or URA_PCH states (stored in the variable MEASUREMENT_IDENTITY), which has the same identity as the one indicated in the IE "Traffic volume measurement system information":

2>
store the measurement control information from the IE "Traffic volume measurement system information" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) in the variable MEASUREMENT_IDENTITY;

2>
begin traffic volume measurement reporting according to the assigned information.
Reference

3GPP TS 25.331 clauses 8.4.1.6.6.

8.4.1.19.3
Test Purpose
1.
The UE shall performs traffic volume measurements and the associated reporting when it enters CELL_FACH state from CELL_DCH state, and that such measurement contexts (and optionally, the reporting context) valid for CELL_FACH state have been previously stored. 

2.
The UE shall perform traffic volume measurement listed in the System Information Block type 11 or 12 messages, if no previously assigned measurements are present. The UE shall transmit MEASUREMENT REPORT messages if reporting conditions has been satisfied. 
Reference

3GPP TS 25.331 clause 8.4.1.6.6
8.4.1.19.4
Method of test

Initial Condition

System Simulator: 1 cell
UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108
Test Procedure
Initially the UE is in CELL_DCH state. MEASUREMENT CONTROL message is sent to the UE to establish traffic volume measurement context with optional IE "measurement validity" is not present. The UE shall perform measurement and reporting as assigned in MEASUREMENT CONTROL message. RADIO BEARER RECONFIGURATION procedure is used to take the UE from CELL_DCH state to CELL_FACH state. While entering CELL_FACH state from CELL_DCH state, the UE shall delete traffic volume measurement contexts if optional IE "measurement validity" is not present. So, in CELL_FACH state UE shall not perform traffic volume measurement and reporting. UE is taken to the CELL_DCH state from CELL_FACH state using RADIO BEARER RECONFIGURATION procedure.  The UE shall not send MEASUREMENT REPORT message as measurement context is already deleted.

The behavior of the UE when moved from CELL_DCH state to CELL_FACH state and assigned traffic volume measurement context is present with IE "measurement validity" is set to "All But CELL_DCH state" or "CELL_DCH state" or "All states" is tested in a similar way.

When the UE is in CELL_DCH state, System Information is modified to assign traffic volume measurement and reporting to the UE. No previously assigned traffic volume measurement contexts are present in the UE. The UE is taken to CELL_FACH state from CELL_DCH state using RADIO BEARER RECONFIGURATION procedure. In CELL_FACH state the UE shall perform traffic volume measurement and reporting as assigned in System Information. Traffic volume measurement and reporting is released by sending MEASUREMENT CONTROL message.

Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	MEASUREMENT CONTROL
	Optional IE "measurement validity" is not included.

	2
	(
	MEASUREMENT REPORT
	

	3
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	4
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_FACH state from CELL_DCH state UE shall delete measurement context setup by MEASUREMENT CONTROL message (Step 1).

	
	
	
	

	5
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	
	
	
	

	6
	(
	RADIO BEARER RECONFIGURATION
	

	7
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_DCH state.

	
	
	
	

	
	
	
	

	
	
	
	

	8
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	9
	(
	MEASUREMENT CONTROL
	IE "measurement validity" is set to "All But CELL_DCH".

	10
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	11
	(
	RADIO BEARER RECONFIGURATION
	

	12
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_FACH state from CELL_DCH state UE shall start traffic volume measurement setup by MEASUREMENT CONTROL message (Step 9).

	
	
	
	

	13
	(
	MEASUREMENT REPORT
	

	
	
	
	

	14
	(
	MEASUREMENT CONTROL
	UE shall release measurement context setup by MEASUREMENT CONTROL message (Step 9).

	15
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	
	
	
	

	
	
	
	

	16
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_DCH state.

	17
	(
	MEASUREMENT CONTROL
	IE "measurement validity" is set to "CELL_DCH".

	18
	(
	MEASUREMENT REPORT
	

	19
	(
	RADIO BEARER RECONFIGURATION
	

	20
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_FACH state from CELL_DCH state UE shall stop traffic volume measurement setup by MEASUREMENT CONTROL message (Step 17).

	
	
	
	

	21
	
	
	SS waits for 8 seconds to confirm that there is no MEASUREMENT REPORT message from UE.

	
	
	
	

	22
	(
	MEASUREMENT CONTROL
	UE shall release measurement context setup by MEASUREMENT CONTROL message (Step 17)

	23
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	
	
	
	

	
	
	
	

	24
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_DCH state.

	25
	(
	MEASUREMENT CONTROL
	IE "measurement validity" is set to "All states".

	26
	(
	MEASUREMENT REPORT
	

	27
	(
	RADIO BEARER RECONFIGURATION
	

	28
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_FACH state from CELL_DCH state UE shall continue traffic volume measurement setup by MEASUREMENT CONTROL message (Step 25).

	
	
	
	

	29
	(
	MEASUREMENT REPORT
	

	
	
	
	

	30
	(
	MEASUREMENT CONTROL
	UE shall release measurement context setup by MEASUREMENT CONTROL message (Step 25)

	31
	(
	RADIO BEARER RECONFIGURATION
	

	
	
	
	

	
	
	
	

	
	
	
	

	32
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE is in CELL_DCH state.

	33
	(
	SIB12 modified
	Traffic volume measurements and reporting is assigned to UEs

	34
	(
	RADIO BEARER RECONFIGURATION
	

	35
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	While entering in CELL_FACH state from CELL_DCH state UE shall start traffic volume measurement as assigned in System Information (Step 33).

	
	
	
	

	36
	(
	MEASUREMENT REPORT
	

	
	
	
	

	37
	(
	MEASUREMENT CONTROL
	UE shall release measurement context assigned in System Information (Step 33).


Specific Message Content

MEASUREMENT CONTROL (Step 1)

	Information Element
	Value/remark

	Measurement Identity
	1

	Measurement Command
	Setup

	 - CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	Not Present

	  - Traffic volume measurement quantity
	RLC Buffer Payload 

	  - Traffic volume reporting quantity
	

	   - RB buffer payload
	True

	   - RB buffer payload average
	False

	   - RB buffer payload variance
	False

	 - Measurement validity
	Not Present

	 - Report criteria
	Periodical Reporting Criteria

	  - Reporting amount  
	8

	  - Reporting interval
	8 Sec

	 Measurement reporting mode
	

	 - Transfer Mode
	Acknowledged mode

	 - Periodical or event trigger
	Periodic

	Additional measurement list
	Not Present

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 2)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	1

	Measured Results
	

	 - CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	20

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER RECONFIGURATION (Step 3, 11, 19, 27, and 34)

Use the same message type found in TS 34.108 clause 9 with condition set to A5.

RADIO BEARER RECONFIGURATION (Step 6, 15, 23, and 31)

Use the same message type found in TS 34.108 clause 9 with condition set to A4.

MEASUREMENT CONTROL (Step 9)

The contents of this message are identical to MEASUREMENT CONTROL (Step 1) message with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	2

	Measurement Command
	Setup

	- CHOICE measurement type
	Traffic Volume Measurement

	  - Measurement validity
	All But CELL_DCH


MEASUREMENT REPORT (Step 13)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	2




MEASUREMENT CONTROL (Step 14)

	Information Element
	Value/remark

	Measurement Identity
	2

	Measurement Command
	Release

	Measurement reporting mode
	Not Present

	Additional measurement list
	Not Present

	DPCH compressed mode status
	Not Present


MEASUREMENT CONTROL (Step 17)

The contents of this message are identical to MEASUREMENT CONTROL (Step 1) message with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	3

	Measurement Command
	Setup

	- CHOICE measurement type
	Traffic Volume Measurement

	  - Measurement validity
	CELL_DCH


MEASUREMENT REPORT (Step 18)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	3




MEASUREMENT CONTROL (Step 22)

The contents of this message are identical to MEASUREMENT CONTROL (Step 14) message with the following exceptions:
	Information Element
	Value/Remark

	Measurement Identity


	3




MEASUREMENT CONTROL (Step 25)

The contents of this message are identical to MEASUREMENT CONTROL (Step 1) message with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	4

	Measurement Command
	Setup

	- CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	      - UL transport channel identity
	RACH

	      - UL transport channel identity
	DCH :1

	      - UL transport channel identity
	DCH : 5

	  - Measurement validity
	All States


MEASUREMENT REPORT (Step 26, and 29)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	4




MEASUREMENT CONTROL (Step 30)

The contents of this message are identical to MEASUREMENT CONTROL (Step 14) message with the following exceptions:
	Information Element
	Value/Remark

	Measurement Identity


	4




System Information Block type 12 (Step 33) (FDD)

	Information Element
	Value/remark

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	  - Cell_selection_and_reselection_quality
	CPICH RSCP

	    - Intra-frequency measurement system information
	Not Present

	    - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	5

	 - Traffic volume measurement object list
	Not Present

	 - Traffic volume measurement quantity
	RLC Buffer Payload 

	 - Traffic volume reporting quantity
	

	  - RB buffer payload
	True

	  - RB buffer payload average
	False

	  - RB buffer payload variance
	False

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	Not Present

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Acknowledged Mode

	  - Periodical or event trigger
	Periodical

	 - Report criteria system Information
	Periodical reporting criteria

	  - Reporting amount
	Infinity

	  - Reporting interval
	8 seconds


System Information Block type 12 (Step 33) (TDD)

	Information Element
	Value/remark

	FACH measurement occasion info
	Not Present

	Measurement control system information
	

	 - Use of HCS
	Not used

	    - Intra-frequency measurement system information
	Not Present

	    - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	

	 - Traffic volume measurement ID
	5

	 - Traffic volume measurement object list
	Not Present

	 - Traffic volume measurement quantity
	RLC Buffer Payload 

	 - Traffic volume reporting quantity
	

	  - RB buffer payload
	TRUE

	  - RB buffer payload average
	FALSE

	  - RB buffer payload variance
	FALSE

	 - Traffic volume measurement reporting criteria
	Not Present

	 - Measurement validity
	Not Present

	 - Measurement reporting mode
	

	  - Measurement report transfer mode
	Acknowledged Mode

	  - Periodical or event trigger
	Periodical

	 - Report criteria system Information
	Periodical reporting criteria

	  - Reporting amount
	Infinity

	  - Reporting interval
	8 seconds


MEASUREMENT REPORT (Step 36)

The contents of this message are identical to MEASUREMENT REPORT (Step 2) message with the following exceptions:
	Information Element
	Value/Remarks

	Measurement identity


	5


MEASUREMENT CONTROL (Step 37)

The contents of this message are identical to MEASUREMENT CONTROL (Step 14) message with the following exceptions:
	Information Element
	Value/Remark

	Measurement Identity


	5




8.4.1.19.5
Test Requirement

The UE shall send MEASUREMENT REPORT message in steps 13, 29 and 36. The UE shall not send MEASUREMENT REPORT message in steps 5, 8, and 21. 

8.4.1.29
Measurement Control and Report: Event based Traffic Volume measurement in CELL_FACH state.

8.4.1.29.1
Definition

8.4.1.29.2
Conformance requirement
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

…

2>
for measurement type "UE positioning measurement":






…

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

…

For traffic volume measurements in the UE only one quantity is compared with the thresholds. This quantity is Transport Channel Traffic Volume (which equals the sum of Buffer Occupancies of RBs multiplexed onto a transport channel) in number of bytes. Every TTI, UE measures the Transport Channel Traffic Volume for each transport channel and compares it with the configured thresholds.  If the monitored Transport Channel Traffic Volume exceeds an absolute threshold, i.e. if TCTF>Reporting threshold, this is an event (event 4a) that could trigger a report. The corresponding report specifies at least which measurement ID the event that triggered the report belongs to.
In CELL_FACH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement or UE positioning measurement that is being performed in the UE;

1>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if "System Information Block Type 12" is not being broadcast);

1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported.

Reference

3GPP TS 25.331, clause 14.4.2.1, 3GPP TS 25.331, clause 8.4.1.3, 8.4.2.2.

8.4.1.29.3
Test Purpose

1.
To verify that in CELL_FACH state when event 4a triggered at TVM set up UE sends RRC: Measurement Report with correct measurement identity and indication of UL transport channel type, radio bearer identities and corresponding RLC buffer payloads in number of bytes.

2
To verify that in CELL_FACH state when event 4a triggerreds after TVM set up UE sends RRC: Measurement Report with correct measurement identity and indication of UL transport channel type, radio bearer identities and corresponding RLC buffer payloads in number of bytes.
3.
To confirm that the UE includes in the MEASUREMENT REPORT message, measurement report in IE "Measurement results on RACH" as specified in System Information Block type 12.
8.4.1.29.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: Idle state (State 3 or State 7) as specified in clause 7.4 of TS 34.108. 

System Information Block type 11 nor 12 does not include Traffic Volume measurement system information.
Test Procedure

The UE is brought to the CELL_FACH state after a successful incoming call attempt. The SS follows the procedure in TS 34.108 clause 7.1.3 (Mobile Terminated), to set up a user RAB, but with the default RAB replaced by the one described in 34.108, clause 6.10.2.4.3.2: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH for DL and 6.10.2.4.4.1: Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH for UL. The radio bearer is placed into UE test loop mode 1 described in 34.109 clause 5.3. The System Information Block type 12 is modified compared to the default settings so that CPICH RSCP is reported for intra-frequency reporting when transmitting RACH messages. After this modification, SS configures transport channel traffic volume so as to exceed threshold ant then sends to UE RRC: MEASUREMENT CONTROL message, which includes traffic volume measurement control parameters eg. uplink transport channel type and reporting threshold. Transport channel traffic volume exceeds threshold and after 'time to trigger' UE sends RRC: MEASUREMENT REPORT to SS. SS does not respond and after 'pending time after trigger' UE sends again same RRC: MEASUREMENT REPORT. SS configures UE's transport channel load decreases to zero and  UE sends no MEASUREMENT REPORT message. SS configures transport channel traffic volume  so as to  exceed threshold again and  after 'time to trigger' UE sends RRC: MEASUREMENT REPORT message to SS. After 'pending time after trigger' UE sends again same RRC: MEASUREMENT REPORT message. SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PAGING TYPE1
	The SS transmits the message, which includes a allocated identity (P-TMSI).

	1a
	(
	RRC CONNECTION REQUEST
	

	1b
	(
	RRC CONNECTION SETUP
	

	1c
	(
	RRC CONNECTION SETUP COMPLETE
	

	1d
	(
	SERVICE REQUEST
	

	1e
	(
	AUTHENTICATION AND CIPHERING REQUEST
	

	1f
	(
	AUTHENTICATION AND CIPHERING RESPONSE
	

	1g
	(
	SECURITY MODE COMMAND
	

	1h
	(
	SECURITY MODE COMPLETE
	

	1i
	(
	ACTIVATE RB TEST MODE
	TC

	1j
	(
	ACTIVATE RB TEST MODE COMPLETE
	

	1k
	(
	RADIO BEARER SETUP
	RRC RAB SETUP 

See specific message contents for this message

	1l
	(
	RADIO BEARER SETUP COMPLETE
	

	1m
	(
	CLOSED UE TEST LOOP
	TC

UE Test Loop Mode1

	1n
	(
	CLOSED UE TEST LOOP COMPLETE
	TC

	1o
	(
	MASTER INFORMATION BLOCK

SYSTEM INFORMATION BLOCK TYPE 12
	System Information Block type 12 is different from the default settings (see specific message contents)

	1p
	(
	SYSTEM INFORMATION CHANGE INDICATION
	To notify the modification of SYSTEM INFORMATION BLOCK TYPE 12, this message Is transmitted.

	1q
	
	
	SS configures transport channel traffic volume  so as to  exceed threshold.

	2
	(
	MEASUREMENT CONTROL
	SS provides Traffic Volume measurement criterias to UE.

	3
	(
	MEASUREMENT REPORT
	UE reports that Traffic Volume measurement event 4A is triggered.

	4
	(
	MEASUREMENT REPORT
	UE repeats message after 1100 ms.

	4a
	
	
	SS configures UE's transport channel load decreases to zero

	4b
	
	
	SS receive no MEASUREMENT CONTROL message.

	4c
	
	
	SS configures transport channel traffic volume  so as to  exceed threshold

	4d
	(
	MEASUREMENT REPORT
	UE reports that Traffic Volume measurement event 4A is triggered.

	4e
	(
	MEASUREMENT REPORT
	UE repeats message after 1100 ms.

	5
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Content

PAGING TYPE 1 (Step 1)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	CHOICE Used paging identity
	CN identity

	     - Paging cause
	Terminating Call with one of the supported services

	     - CN domain identity
	PS Domain

	     - CHOICE UE Identity
	p-TMSI

	      - p-TMSI 
	Allocated identity during the attach procedure.

	BCCH modification info
	Not Present


RRC CONNECTION REQUEST (Step 1a)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Check to see if it is set to the same value as "Paging Cause" IE in the PAGING TYPE 1 message transmitted on step 1

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.


System Information Block type 12 (Step 1o)
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception:
	Information Element
	Value/remark

	FACH measurement occasion info
	Not Present

	Measurement control system information 
	

	     - Use of HCS
	Not used

	     - Cell selection and reselection quality measure
	CPICH RSCP

	     - Intra-frequency measurement system information
	

	      - Intra-frequency measurement identity
	5

	      - Intra-frequency cell info list
	

	       - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	       - New intra-frequency cells
	

	        - Intra-frequency cell id
	0

	        - Cell info
	

	         - Cell individual offset
	0 dB

	         - Reference time difference to cell
	Not present

	         - Read SFN Indicator
	FALSE

	         - CHOICE mode
	FDD

	         - Primary CPICH Info
	

	          - Primary Scrambling Code
	Set to same code as used for cell 1

	         - Primary CPICH TX power
	Not Present

	         - TX Diversity Indicator
	FALSE 

	         - Cell selection and Re-selection info
	Not present

	      - Intra-frequency Measurement quantity
	

	       - Filter Coefficient
	Not Present

	       - Measurement quantity
	CPICH RSCP

	      - Intra-frequency measurement for RACH reporting
	

	       - SFN-SFN observed time difference
	No report

	       - Reporting quantity
	CPICH RSCP

	      - Maximum number of reported cells on RACH
	Current cell

	      - Reporting information for state CELL_DCH
	

	       - Intra-frequency reporting quantity
	

	         - Reporting quantities for active set cells
	

	         - Cell synchronisation information reporting indicator
	FALSE

	         - Cell identity reporting indicator
	FALSE

	         - CPICH Ec/No reporting indicator
	FALSE

	         - CPICH RSCP reporting indicator
	FALSE

	         - Pathloss reporting indicator
	FALSE

	        - Reporting quantities for monitored set cells
	

	         - Cell synchronisation information reporting indicator
	TRUE

	         - Cell identity reporting indicator
	FALSE

	         - CPICH Ec/No reporting indicator
	FALSE

	         - CPICH RSCP reporting indicator
	TRUE

	         - Pathloss reporting indicator
	FALSE

	        - Reporting quantities for detected set cells 
	Not present

	       - Measurement Reporting Mode
	

	        - Measurement Reporting Transfer Mode
	Acknowledged mode RLC

	        - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	       - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	        - Parameters required for each event
	

	         - Intra-frequency event identity
	1a

	         - Triggering condition 1
	Not Present

	         - Triggering condition 2
	Monitored set cells

	         - Reporting Range Constant
	15 dB

	         - Cells forbidden to affect reporting range
	Not Present

	         - W
	0.0

	         - Hysteresis
	1.0 dB

	         - Threshold used frequency
	Not Present

	         - Reporting deactivation threshold
	0

	         - Replacement activation threshold
	Not Present

	         - Time to trigger
	60 ms

	         - Amount of reporting
	Infinity

	         - Reporting interval
	16 seconds

	         - Reporting Cell Status
	

	          - CHOICE reported cell
	Report cells within active and/or monitored set on used frequency or within active and/or monitored set on non-used frequency

	           - Maximum number of reported cells 
	2

	     - Inter-frequency measurement system information
	Not Present

	     - Traffic volume measurement system information
	Not Present


MASTER INFORMATION BLOCK (Step 1o)
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception:
	Information Element
	Value/remark

	MIB Value tag
	2


SYSTEM INFORMATION CHANGE INDICATION (Step 1p)
	Information Element
	Value/remark

	Message Type


	

	BCCH modification info
	

	   MIB Value Tag
	2

	   BCCH Modification time
	Not Present


MEASUREMENT CONTROL (Step 2)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	    - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	- Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	

	    - Traffic volume measurement object
	

	        - Uplink transport channel type
	RACH

	    - Traffic volume measurement quantity
	

	        - Measurement quantity
	RLC buffer payload

	    - Traffic volume reporting quantity
	

	        - RLC Buffer Payload for each RB
	TRUE

	        - Average of RLC Buffer Payload for each RB
	FALSE

	        - Variance of RLC Buffer Payload for each RB
	FALSE

	    - Measurement validity
	

	        - UE state
	All states except CELL_DCH

	- Traffic volume measurement reporting criteria
	

	        - Traffic volume event identity
	4a

	        - Reporting threshold
	8

	        - Time to trigger
	100

	        - Pending time after trigger
	1000

	        - Tx interruption after trigger
	250


MEASUREMENT REPORT (Step 3, step 4, step 4d and step 4e)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Traffic volume measured results list"

	        - Traffic volume measurement results
	

	         - RB Identity
	1

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	2

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	3

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	4

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	20

	         - RLC Buffers Payload
	Check to see if the value is above the threshold

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	Measured Results on RACH
	

	       - Measurement result for current cell
	Check to see if set to 'CPICH RSCP'

	        - CHOICE measurement quantity
	Checked to see if set to within an acceptable range.

	         - CPICH RSCP
	Checked to see if this IE is absent

	       - Measurement results for monitored cells
	Check to see if set to 'CPICH RSCP'

	Additional Measured results
	Not checked

	Event Results
	

	    - Uplink transport channel type causing the event
	Check to see if set to "RACH"

	    - UL transport channel identity
	Check to see that is not set

	    - Traffic volume event identity
	Check to see if set to "4a"


8.4.1.29.5
Test Requirement

In step 3 UE sends RRC: MEASUREMENT REPORT with correct measurement identity indication. RB identity and RLC buffers payload has reasonable values. The IE "measured results on RACH", containing the measurement value for cell 1's CPICH RSCP shall be included in this message.
In step 4, 4d and 4e UE repeats message sent in step 3. 

After step 3 UE is not allowed to send user data during the 'Tx interruption after trigger' timer is running.

8.4.1.30
Measurement Control and Report: Event based Traffic Volume measurement in CELL_DCH state.

8.4.1.30.1
Definition

8.4.1.30.2
Conformance requirement
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

…

2>
for measurement type "UE positioning measurement":






…

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

…

For traffic volume measurements in the UE only one quantity is compared with the thresholds. This quantity is Transport Channel Traffic Volume (which equals the sum of Buffer Occupancies of RBs multiplexed onto a transport channel) in number of bytes. Every TTI, UE measures the Transport Channel Traffic Volume for each transport channel and compares it with the configured thresholds.  

If the monitored Transport Channel Traffic Volume exceeds an absolute threshold, i.e. if TCTF>Reporting threshold, this is an event (event 4a) that could trigger a report. The corresponding report specifies at least which measurement ID the event that triggered the report belongs to.
If the monitored Transport Channel Traffic Volume becomes smaller than an absolute threshold, i.e. if TCTF<Reporting threshold, this is an event (4b) that could trigger a report. The corresponding report specifies at least which measurement ID the event that triggered the report belongs to.

Reference

3GPP TS 25.331, clause 14.4.2.2, 3GPP TS 25.331, clause 8.4.1.3.

8.4.1.30.3
Test Purpose

1.
To verify that in CELL_DCH state when event 4a or 4b triggered at setup TVM UE sends RRC: Measurement Report with correct measurement identity and indication of uplink transport channel type and identity, radio bearer identities and corresponding RLC buffer payloads in number of bytes.

2.
To verify that in CELL_DCH state when event 4a or 4b triggereds after setup TVM UE sends RRC: Measurement Report with correct measurement identity and indication of uplink transport channel type and identity, radio bearer identities and corresponding RLC buffer payloads in number of bytes.

8.4.1.30.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: Idle state (State 3 or State 7) as specified in clause 7.4 of TS 34.108.

System Information Block type 11 nor 12 does not include Traffic Volume measurement system information.
Test Procedure

The UE is brought to the CELL_DCH state after a successful incoming call attempt. The SS follows the procedure in TS 34.108 clause 7.1.3 (Mobile Terminated), to set up a user RAB, but with the default RAB replaced by the one described in 34.108, clause 6.10.2.4.1.26: Interactive or background / UL: 64 DL: 64 kbps / PS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH. The radio bearer is placed into UE test loop mode 1 described in TS 34.109 clause 5.3. SS configures UE's transport channel traffic volume to exceeds threshold. SS sends to UE RRC: MEASUREMENT CONTROL messages, which includes in addition to measurement identity traffic volume measurement control parameters eg. uplink transport channel type and identity and reporting threshold for events 4a, and after 'time to trigger' UE sends RRC: MEASUREMENT REPORT message to SS. SS does not respond and after 'pending time after trigger' UE sends again same RRC: MEASUREMENT REPORT message. SS configures UE's transport channel load decreases to zero and sends UE RRC: MEASUREMENT CONTROL messages, which includes in addition to measurement identity traffic volume measurement control parameters eg. uplink transport channel type and identity and reporting threshold for event 4b. Event 4b triggers and after 'time to trigger' UE sends RRC: MEASUREMENT REPORT message to SS. SS does not respond and after 'pending time after trigger' UE sends again same RRC: MEASUREMENT REPORT message. SS increses transport channel traffic volume to exceeds threshold. Event 4a is triggered and after 'time to trigger' UE sends RRC: MEASUREMENT REPORT message to SS. SS decreases transport channel traffic volume to zero. Event 4b is triggered and after 'time to trigger' UE sends RRC: MEASUREMENT REPORT message to SS. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PAGING TYPE1
	The SS transmits the message, which includes a allocatd identity (P-TMSI).

	1a
	(
	RRC CONNECTION REQUEST
	

	1b
	(
	RRC CONNECTION SETUP
	

	1c
	(
	RRC CONNECTION SETUP COMPLETE
	

	1d
	(
	SERVICE REQUEST
	

	1e
	(
	AUTHENTICATION AND CIPHERING REQUEST
	

	1f
	(
	AUTHENTICATION AND CIPHERING RESPONSE
	

	1g
	(
	SECURITY MODE COMMAND
	

	1h
	(
	SECURITY MODE COMPLETE
	

	1i
	(
	ACTIVATE RB TEST MODE
	TC

	1j
	(
	ACTIVATE RB TEST MODE COMPLETE
	

	1k
	(
	RADIO BEARER SETUP
	RRC RAB SETUP 

See specific message contents for this message

	1l
	(
	RADIO BEARER SETUP COMPLETE
	

	1m
	(
	CLOSED UE TEST LOOP
	TC

UE Test Loop Mode1

	1n
	(
	CLOSED UE TEST LOOP COMPLETE
	TC

	1o
	
	
	SS configures transport channel traffic volume  so as to  exceed threshold

	2
	(
	MEASUREMENT CONTROL
	SS provides Traffic Volume measurement criterias (event 4a and event 4b) to UE.

	3
	
	Void
	

	4
	(
	MEASUREMENT REPORT
	UE's transport channel is loaded. UE reports that Traffic Volume measurement event 4A is triggered.

	5
	(
	MEASUREMENT REPORT
	UE repeats message after 2100 ms.

	5a
	
	
	UE's transport channel traffic volume decreases to zero.

	5b
	(
	MEASUREMENT CONTROL
	SS provides Traffic Volume measurement criterias (event 4b) to UE.

	6
	(
	MEASUREMENT REPORT
	UE reports that Traffic Volume measurement event 4B is triggered.

	7
	(
	MEASUREMENT REPORT
	UE repeats message after 2100 ms.

	7a
	
	
	SS increses transport channel traffic volume  so as to  exceed threshold

	7b
	(
	MEASUREMENT REPORT
	IE "Measurement Identity" is set to "15".

	7c
	
	
	UE's transport channel traffic volume decreases to zero.

	7d
	(
	MEASUREMENT REPORT
	IE "Measurement Identity" is set to "14".

	8
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Content

PAGING TYPE 1 (Step 1)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	CHOICE Used paging identity
	CN identity

	     - Paging cause
	Terminating Call with one of the supported services

	     - CN domain identity
	PS Domain

	     - CHOICE UE Identity
	p-TMSI

	      - p-TMSI 
	Allocated identity during the attach procedure

	BCCH modification info
	Not Present


RRC CONNECTION REQUEST (Step 1a)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Check to see if it is set to the same value as "Paging Cause" IE in the PAGING TYPE 1 message transmitted on step 1

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.


MEASUREMENT CONTROL (Step 2)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	    - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	- Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	

	    - Traffic volume measurement objects
	

	        - Uplink transport channel type
	DCH

	        - UL target transport channel ID
	1

	    - Traffic volume measurement quantity
	

	        - Measurement quantity
	RLC buffer payload

	    - Traffic volume reporting quantity
	

	        - RLC Buffer Payload for each RB
	TRUE

	        - Average of RLC Buffer Payload for each RB
	FALSE

	        - Variance of RLC Buffer Payload for each RB
	FALSE

	    - Measurement validity
	

	        - UE state
	CELL_DCH

	    - Traffic volume measurement reporting criteria
	

	        - Uplink transport channel type
	Not present

	        - UL Transport Channel ID
	Not present

	        - Traffic volume event identity
	4a

	        - Reporting threshold
	256

	        - Time to trigger
	100

	        - Pending time after trigger
	2000

	        - Tx interruption after trigger
	Not present

	         - Traffic volume event identity
	4b

	         - Reporting threshold
	32

	         - Time to trigger
	100

	         - Pending time after trigger
	2000

	         - Tx interruption after trigger
	Not present


MEASUREMENT REPORT (Step 4, step 5 and step 7b)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Traffic volume measured results list"

	        - Traffic volume measurement results
	

	         - RB Identity
	20

	         - RLC Buffers Payload
	Check to see if the value is above the threshold

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	Measured Results on RACH
	Not checked

	Additional Measured results
	Not checked

	Event Results
	

	    - Uplink transport channel type causing the 
	Check to see if set to "DCH"

	      event
	

	    - UL transport channel identity
	Check to see if set to "1"

	    - Traffic volume event identity
	Check to see if set to "4a"


MEASUREMENT REPORT (Step 6, step 7 and 7d)
The order in which the RBs are reported is not checked.
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Traffic volume measured results list"

	        - Traffic volume measurement results
	

	            - RB identity 
	Check that value is 20 

	            - RLC buffers payload
	Check that value is below the threshold

	Measured Results on RACH
	Not checked

	Additional Measured results
	Not checked

	Event Results
	

	    - Uplink transport channel type causing the 
	Check to see if set to "DCH"

	      event
	

	    - UL transport channel identity
	Check to see if set to "1"

	    - Traffic volume event identity
	Check to see if set to "4b"


8.4.1.30.5
Test Requirement

In steps 4, 5, 6, 7, 7b and 7d UE sends RRC: MEASUREMENT REPORT with correct measurement identity indication. RB identity and RLC buffers payload has correct values. Measurement identity, transport channel type, transport channel identity and event identity has to match with set values. 
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