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1 RRC ATS
1.1 tc_8_3_2_2  (WA#RRC4528)
	Test step name
	Tc_8_3_2_2: lt_TestBody

	Reason for change
	Initial Delay of 1sec causes the testcase to fail as the RRC Connection Reuest message arrives within this 1sec timer, therefore reduced the timre to 50msec, this should be enough for the Acknowledgment of the RRC Connection release complete to go through before any local reconfiguration.

	Summary of change
	Change the timer  value to 50 msec. (+ts_RRC_Delay ( 50 ))

	Source of change
	New change

	Label
	WA#RRC4528
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1.2 tc_6_1_1_7  (WA#RRCMAC4132)
	Test step name
	Tc_6_1_1_7

	Reason for change
	According to 34.123-1, chapt. 6.1.1.7.1, the UE should be registered in manual mode

	Summary of change
	Add teststep ts_MMI_PLMN_SetModeMan & ts_MMI_PLMN_SelPerf to show the operator to change the UE into manual mode

	Source of change
	New change

	Label
	WA#RRC3228
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2 MAC ATS 

2.1 tc_8_3_2_2  (WA#MAC4132)
	Test step name
	Tc_7_1_3_1

	Reason for change
	Wrong Indentation was used for lines 4 to 11, causing the test run to stop without executing the complete the testcase

	Summary of change
	Changed the indentation accordingly for lines 4 to 11

	Source of change
	New change

	Label
	WA#RRC4132
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