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Change 1

	Local Tree and Test step
	tc_6_2_1_1, lt_LocalTest 

	Reason for change
	As per the Test Requirements the user at each Cell Registration should verify the displayed PLMN. 


	Summary of change
	Added MMI prompt to check the UE displayed PLMN after each registration.

	Source of change
	New change.

	ETSI Comment
	Accepted


Before: 
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1 +ts_MMI_Cmd ("Please insertthe USIM card, with Type AEFACC in 6.2.1.1")

2 +ts_MMI_UE_Swichon

3 [pe_AccessTechPriSuppinHPLMNWACT = TRUE ]

4 +ts_GSM_NormalRegistration (tsc_GSM_Cell4)

5 +ts_G_DetachOnSwitchOff ( tsc_GSM_CellA)

6 +ts_MMI_Cmd (*Please insertthe USIM card, with Tyne B EFACC in 621
™

7 +ts_MMI_Cmd ("Please switch on the UE")

8 +ts_NormalRegistration (tsc_CellB)

9 TBE1 (tev_TestBody=FALSE)

3 [TRUE]

4 +ts_NormalRegistation_GSM_Or_UTRAN(isc_GSM_Cella, tsc_Cels)

5 +ts_DetachOnSwitchOfRATSpecfic( tov_RegisteredCellld )

6 +ts_MMI_Cmd (*Please insertthe USIM card, with Tyne B EFACC in 621
™

7 +ts_MMI_Cmd ("Please switch on the UE")

s +ts_HO_ReconfAGH_ToFACH(tsc_CellAtsc_Cele)

9 +ts_NormalReistration_GSM_Or_UTRAN(t5c_GSM_Cell, tsc_CellE)

10 TBE2 {tev_TestBody=FALSE)




After:
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TBE1

(ev_TestBocy=TRUE)
+ts_MMI_Cmd (*Please insert the USIM card, with Type A EFACC in 6.2.1.1")

+ts_MMI_UE_SwitchOn

[pe_AccessTechPriSuppinHPLINWACT = TRUE ]

+s_GEM_NormalRedistration (tsc_GSM_CellA)

+ts_MM_Cmd ("Please checkthat UE is registered an PLMNT (GSM)")

+15_6_DetachOngwichOR (tsc_GSM_CellA)
+ts_MMI_Cmd (*Please insert the USIM card, with Type B EFACC in 6,21

)
+ts_MMI_Cmd ("Please switch on the UE")

ts_NonmalRegistration {1sc_Cellf

+15_MMI_Cmd (*Please check that UE is registered on PLWNZ (UTRAN )

[

(fov_Testiagy=FALSE]
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TBE2

[TRUE]

+ts_NarmalRegisiration_GSM_Or_UTRAN(tsc_GSM_Cell, tsc_Cella)

+ts_MMI_Cmd (*Please check that UE is registered on PLMNT (either GS
Jor UTRAN)"

+1s_DetachOnSwitchORATSpecic( tov_RegisteredCelid)

+ts_WMI_Cml (*Please insertthe USIM card, wih Tyne B EFACC in 6.2.1
)
+ts_MMI_Cmd ("Please switch on the UE")

+ts_HO_ReconfFACH_ToFACH(isc_CallAtsc_CellB)
+ts_NarmalRegistration_GSM_Or_UTRAN(tsc_GSM_Cell, tsc_CellB)

+ts_MM_Cmd ("Please checkthat UE is registered an PLMNZ (either

/S or UTRAN ')

{tov_TestBody=FALSE)





1.1 Change 2

	Local Tree and Test step
	tc_6_2_1_6, lt_LocalTest  and lt_SubLocalTest

	Reason for change
	As per the Test Requirements the user at each Cell Registration should verify the displayed PLMN.


	Summary of change
	Added MMI prompt to check the UE displayed PLMN after each registration.

	Source of change
	New change.

	ETSI Comment
	Accepted


Before: 
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+H5_MMI_Cmd ("Please insertthe USIM card, with Type AEFACC in 6.2.1.6%)
+ts_MMI_UE_SwitchOn

[pe_AccessTechPriSuppinHPLINWACT = TRUE ]

+s_NormalRegistration (tsc_CallA)
+It_SubLocalTest
[TRUE]

+ts_NarmalRegisiration_GSM_Or_UTRAN(tsc_GSM_Cell, tsc_Cella)

+It_SubLocalTest
SubLocalTest

+1s_DetachOnSwitchOfIRATSpecic( toy_RegisteredCellid)

+ts_HO_ReconFACH_ToFACH(sc_CellAtsc_CellB)
+15_89_Rel(tsc_Cellg)
+ts_MMI_UE_SwitchOn

+s_GSM_NormalRegistration( tsc_GEM_CallA)
+5_G_DetachOnSwitchOff (tsc_GSM_Celld)

+ts_MI_Cml (*Please insertthe USIM card, wih Tyne B EFACC in 6.2.1
)
+ts_MMI_UE_Swichon

+s_GSM_NormalRegistration( tsc_GEM_CallA)
TBE (tov_TestBody = FALSE )




After:
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0 Tes tov_TestBooy=TRUE)

1 +15_MMI_Cmd (*Please insert the USIN card, with Type A EFACC in 6.2.1.8")

2 +15_MMI_UE_Switchon

3 [pe_AccessTechPHISUppINHPLMNWACT = TRUE]

4 +ts_NormalRegistration (tsc_Celle)

5 +ts_MMI_Crmd ("Please checkthat UE is registered on PLMNZ (UTRANY") | |

6 I SubLocaTest

3 [TRUE]

4 +15_NormalRegisiration_GSM_Or_UTRAN( tsc_GSM_Cell, tsc_Cella)

5 +ts_MMI_Cmd (*lease check that UE is registered on PLMNZ (either UTRAN]
orGsmy)

3 +_SubLocalTest
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TBE

+1s_DetachOnSwitchOfIRATSpecic( tov_RegisteredCellid)

+ts_HO_ReconFACH_ToFACH(sc_CellAtsc_CellB)
+15_89_Rel(tsc_Cellg)

+s_MM_Cmd (*Please insert the USIM card, with Type A EFACC in 6.2.1.6)

+1s_MMI_UE_SwitchOn

+s_GSM_NormalRegistration( tsc_GEM_Call&)

+ts_MM_Cmd ("Please checkthal UE is registered an PLVINZ (GSM)' )

+15_G_DetachOnSwitchOff (tsc_GSM_CellA)
+ts_MMI_Cmd ("Please insert the USIM card, with Type B EFACC in B.2.1.8')
+ts_MMI_UE_Switchon

+s_GSM_NormalRegistration( tsc_GEM_Call&)

+ts_MM_Cmd ("Please checkthal UE is registered an PLMINZ (GSM) )

(tov_TestBody = FALSE )





1.2 Change 3

	Local Tree and Test step
	tc_6_2_1_9, lt_LocalTest  and lt_SubTest1

	Reason for change
	As per the Test Requirements the user at each Cell Registration should verify the displayed PLMN.


	Summary of change
	Added MMI prompt to check the UE displayed PLMN after each registration.

	Source of change
	New change.

	ETSI Comment
	Accepted


Before: 


[image: image7.png]It_LocalTest
0 TBS | (tov_TestBody=TRUE)

1 +ts_ldleUpdatedt (tsc_Cella)

2 +ts_HO_ReconfFACH_ToFACH (tsc_Cellé, tsc_CellC)
3 +15_55_Rel (tsc_Cellh)

4 +t_SubTesti

5 TBE {to_TestBody = FALSE)
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6_1276_L2_ACCESS_IND cabr_G_L2_ACCESS_IND (tsc_GSM_CllA, tsc_PhyCho, | (F)

(1ov_ChRequest =6_L2_ACCESS_IND burst, 1.,%,7,t_G_ChannelRe_LocUpdate )
tev_RR_RFN = 6_L7_ACCESS_IND.1 )

+15_GSM_RegistrationithoutRR Conreq (tsc_GSM_Cella)

+po_GSM_SS_CellRelease (tsc_GSM_CellA)

TMIRLC_TR_DATA_IND (tov_IniialUE_ld = RLC_TR_DATA_IND _mess car_RRC_ConnReq (sc_Celic, ®
ape uL_CCCH_Message message rreConnestionReguest niialUE_dentiy ) tsc_RBO,
GANGELt Idle cbr_108_RRC_ConnReq(?))
H_UtranUpdate
+15_85_Rel (tsc_CellC)
TMIRLC_TR_DATA_IND (tov_IniialUE_Id = RLC_TR_DATA_INDth_messa car_RRC_Connieq (tsc_CellC, ®
ge.uL_CCCH_Message message meConnectionRequestiniialUE_identy)  tsc_RBO,
GANCEL Idle cbr_108_RRC_ConnReq(?))
H_UtranUpdate
+15_85_Rel (tsc_CellC )
6_L276_L2_ACCESS_IND cabr_G_L2_ACCESS_IND (tsc_GSM_CelA, tsc_PhyChD, ()

(icv_ChRequest =6_L2_ACCESS_IND hurst, 1,72, c_G_ChannelReq_LocUpdate )
tev_RR_RFN = G_L2_ACCESS_IND.1f)

+15_GSM_RegistralionithoutRRConred (tsc_GSM_Cella)

+po_GSM_SS_CellRelease (tsc_GSM_CellA)




After:
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0 TBS  (uu_TestBody=TRUE)

1 +ts_ldleUpdatedt (tsc_Cella)
2 +ts_MMI_Cmdl (*Please checkthat UE s registered on PLIN 7 (UTR
ANy

+5_HO_ReconFACH_ToFACH (tsc_Cellh, fse_Cellc)
+5_55_Rel (tsc_Cellh)
+t_SubTesti

TEE
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6_1276_L2_ACCESS_IND cabr_G_L2_ACCESS_IND (tsc_GSM_CellA, tsc_Phy.
(1ev_ChRequest =6_L2_ACCESS_IND hurst, Cho, 17,7, ¢_G_ChannelReq_LocUpdate)
tev_RR_RFN = 6_L7_ACCESS_IND.1 )

+15_GSM_RegistrationithoutRR Conred (tsc_GSM_Cella)

2 +1s_MM_Cmd ("Please check thal UE is registered an PLMN 8 (GSM)

3 +po_GSM_55_CellRelease (tsc_GSM_CellA)

4 TMPRLC_TR_DATA_IND (tey_InitialUE_Id = RLC_TR_DATA_IND.M car_RRC_CannReq (1sc_CelIC,
_message uL_CCCH_Message message rreConnectionRequestiniti tsc_RBO,
alUE_Identity) CANCEL_Idle chr_108_RRC_ConnRed(?))

5 +If_Uitrantindats

6 +1s_MMI_Cmd ("Please checkthat UE s registered an PLMN 8 (UT
RANY'

7 +5_55_Rel (tsc_CelC)

0 TMPRLC_TR_DATA_IND (tev_InifialUE _Id = RLC_TR_DATA_INDAM_ car_RRC_ConnReq (1sc_CellC,
message.uL_CCCH_Message.message.meConnectionRequestinital tsc_RBD,

UE_dentity) CANCEL t_Idle chr_108_RRC_ConnRed(?))

1 It irantindats

2 +5_MMI_Cmd ("Please checkthat UE s registered on PLIN 8 (UTR
ANy

3 +5_85_Rel (1sc_CelC)

4 6_L276_L2_ACCESS_IND cabr_G_L2_ACCESS_IND (tsc_GSM_CllA, tsc_Phy.
(icv_ChRequest =6_L2_ACCESS_IND hurst, Cho, 1, 7,7, ¢_G_ChannelReq_LocUpdate)
tev_RR_RFN = G_L2_ACCESS_IND.1f)

5 +15_GSM_RegistralianithouRR Conted (tsc_GSM_Cell

6 +s_MM_Cmd (*Please checkthat UE is registered an PLMN 8 (68
)

7 +p0_GGM_55_CellRelease (15c_GSM_CellA)
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