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	Reason for change:
(

	1. As per 34.123-1 Section 12.2.1.6.4.2 Test Procedure 2 

“The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" in both cells (i.e. cell A and cell B)”

In TTCN implementation, SIB1 IE "CN domain specific NAS system information", for the CS Domain is not correctly initialized for B.

2.  lt_ResetSysInfos local tree is defined but not used in test case implementation.

	
	

	Summary of change:
(

	1. SIB1 IE for CN domain Specific NAS system information for the CS domain is set to value “00 00” for cell B.

2. Local tree lt_ResetSysInfos implementation is deleted.

	
	

	Consequences if 
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not approved:
	Inconsistency will remain between Test case implementation and test prose.
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	Other comments:
(

	TTCN referred from IWS NAS wk45.
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1.1 Change 1

	TTCN Reference
	tc_12_2_1_6_2

	Reason for change
	As per 34.123-1 Section 12.2.1.6.4.2 Test Procedure 2 

“The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" in both cells (i.e. cell A and cell B)”

In TTCN implementation, SIB1 IE "CN domain specific NAS system information", for the CS Domain is not correctly initialized for B.

	Summary of change
	At line# 3, following initialization are done,

tcv_CellInfoB.attFlag :=  tsc_AttOff,  tcv_CellInfoB.t3212 :=  tsc_T3212_0

	Source of change
	New change
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After: 
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1. 2 Change 2

	TTCN Reference
	tc_12_2_1_6_2

	Reason for change
	lt_ResetSysInfos local tree is defined but not used in test case implementation.

	Summary of change
	Delete local tree implementation of lt_ResetSysInfos. 

(i.e. Delete local tree header lt_ResetSysInfos and lines #28 to # 31)

	Source of change
	New change
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