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2 Corrections required for RAB_wk45 test suite

2.1 Change 1

	 Test step
	ts_2DCH_ModifyStreamUnknown14_4, ts_2DCH_ModifyStreamUnknown28_8

	Reason for change
	In these test steps Secondary Scrambling Code configured is 1. However as per T1-24 T1-041438 this should be 0. This affects test case 14.2.15 and 14.2.16.



	Summary of change
	At Row 3 in these test steps use cd_DL_DPCH_AMR_NoSc instead of cb_DL_DPCH_AMR.

	Source of change
	New change


	MCC 160
	Accepted in priniciple. New objects will be created with _NoSc suffix, as these objects are used in Inter RAT test cases.


2.2 Change 2

	 Test step
	ts_RB_SendRB_SetUpStreamUnknown14_4k

	Reason for change
	At Row 2 Secondary Scrambling Code needs to be set as OMIT. This is as per T1-041438. This Test Step is used for test case 14.2.15

	Summary of change
	At Row 2 changed tcv_TmpCellInfo.dl_DPCH_2ndScrCode to OMIT

	Source of change
	New change


	MCC 160
	New step ts_RB_SendRB_SetUpStreamUnknown14_4k_NoSc created and used in 


After:
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3 Corrections required for RRC_wk45 test suite

3.1 Change 1

	 Test step
	Pr_GotoState6_14_PS_CS (8_1_7_1c)

	Reason for change
	In this test step tcv_TI_S.tiFlag and tcv_TI_R.tiFlag are updated after call to test step ts_RRC_NAS_CallSetupCS_MT_P7_P8.

	Summary of change
	Moved initialization of above variables before calling test step ts_RRC_NAS_CallSetupCS_MT_P7_P8 at row 9.

	Source of change
	New change


	MCC 160
	Accepted


After:
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