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Reason for change:
(

At Line #37 of test case tc_8_3_4_3, SS calls test step ts_SHO_ConfigureAdditionalDL_DPCH to configure additional radio link for cell A. But radio link is already configured for cell A and is not released anywhere in the test case. Hence configuring additional radio link for cell A should not be done at step 8 (line #37) of the test case.




Summary of change:
(

Modified Local tree lt_TestBody of test case tc_8_3_4_3 to delete call to test step ts_SHO_ConfigureAdditionalDL_DPCH at Line #37 to configure additional radio link for cell A.
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not approved:
Test case may fail a conformant UE.
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Change 1: 

Local tree and test step
lt_TestBody of tc_8_3_4_3

Reason for change
At Line #37 of test case tc_8_3_4_3, SS calls test step ts_SHO_ConfigureAdditionalDL_DPCH to configure additional radio link for cell A. But radio link is already configured for cell A and is not released anywhere in the test case. Hence configuring additional radio link for cell A should not be done at step 8 (line #37) of the test case.

Summary of change
Modified Local tree lt_TestBody of test case tc_8_3_4_3 to delete call to test step ts_SHO_ConfigureAdditionalDL_DPCH at Line #37 to configure additional radio link for cell A.

Source of change
New Change

TTCN before change:


[image: image1.png]35

36

ar

38

39

TEP4 AM?RLC_AM_DATA_IND  car_UE_CapabilitylnfosM (P)
CANCEL L Waitvs tsc_CellDedicated,
tsc_RB2,
cr_108_UE_Capabiliyinfo
A (2,27
)
AMIRLC_AM_DATA_RE cas_UE_CapabiliylnioCnia
Q e
tse_CellDedicated,
tse_RB2,
£5_108_UE_Capablliyint
oCnfAM
(tev_Cellindinfo.dl_Integrity
Checkino, to_RRC_Ti)
)
+5_SHO_ConfigureAdd
itionalDL_DPCH (tsc_CellA)
+5_SHO_ReleaseDL_
DPCH isc_CellC)

+It_RecvUeCap

Step 6. UE CAPABILITY |
FORMATION

To confirm that the UE co
mrmunication with Cell G

Step 7. UE CAPABILITY I
FORMATION CONFIRM.

Step 8; Configure Cell A
aio link

Setcell Cto"off

[FFS: We need siillto set
to"Of all physical chann
els assiciatedt to cell C]





TTCN after change:
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MCC160 comments:  Accepted as an improvement
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