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2 Corrections required for RAB_wk47 test suite

2.1 Change 1

	Item
	tsc_RB_PCCH2

	Reason for change
	The RB identity should be consistent with 34.123-3. Also the value of -19 is already used by BCCH2.


	Summary of change
	Changed from -19 to -4.

	Test case affected
	14.4.2a.1, 14.4.2a.2, 14.4.2a.3


2.2 Change 2

	 Test step
	ts_RB_SubTest_RB24_FACH

	Reason for change
	Line 4, tsc_CellDedicated is changed to tsc_CellA to be consistent with ts_RB_SubTest_RB20_FACH


	Summary of change
	Line 4, tsc_CellDedicated is changed to tsc_CellA

	Test case affected
	14.4.2a.1, 14.4.2a.2, 14.4.2a.3


	Test Step 

	  

	Test Step Id: 
ts_RB_SubTest_RB24_FACH ( p_Data : BITSTRING; p_TFC_UL,p_TFC_DL : TFC_Subset; p_TestLoopModeSetup : UE_TestLoopMode1LB_Setup; p_DataLength : INTEGER ) 
Test Step Group Ref: 
RB_Steps/RB_Subtests/ 
Objective: 
SS limits the UE allowed uplink transport format combinations, SS closes the test loop, then SS transmit on RB20 an RLC SDU.
UE shall send back the same RLC SDU.

Refer to steps 11 to 17 of TS 34.123-1 clause 14.1.1 
Defaults: 
RRC_Def1 
Comments: 
@SIC_NAPP 


	  

	Nr 
Label 
Behaviour Description 
Constraint Ref 
Verdict 
Comments 
1 
  
AM ! RLC_AM_DATA_REQ 
cas_TranportFormatCombCtrlAM (
tsc_CellDedicated,
tsc_RB2,
cbs_TransportFormatCombCtrl ( tcv_CellIndInfo.dl_IntegrityCheckInfo,
tcv_RRC_Ti,
p_TFC_UL)) 
  
Step 11 
2 
  
 + ts_TC_CloseUE_TestLoop (tsc_CellDedicated, tsc_UE_TestLoopMode1, p_TestLoopModeSetup ) 
  
  
Steps 12-13 
3 
  
  ( tcv_RB_Data1 := o_GetMostSignificantBits ( p_Data , p_DataLength) ) 
  
  
  
4 
  
   +ts_SS_TFC_Restriction_FACH (tsc_CellDedicated, p_TFC_UL, p_TFC_DL )
  
  
  
5 
  
    +ts_SS_TFC_Restriction_FACH (tsc_CellA, p_TFC_UL, p_TFC_DL )
  
  
+ts_SS_TFC_Restriction_FACH (tsc_CellDedicated, p_TFC_UL, p_TFC_DL )
6 
  
    AM ! RLC_AM_TestDataReq START t_Dly 
cas_RLC_AM_DataReq ( tsc_CellDedicated, tsc_RB24, c_TrD_Data ( tcv_RB_Data1 ) ) 
  
Step 14 
7 
  
     AM ? RLC_AM_TestDataInd CANCEL t_Dly 
car_RLC_AM_DataInd ( tsc_CellDedicated, tsc_RB24, c_TrD_Data (tcv_RB_Data1) ) 
(P) 
Step 15 
8 
  
      + ts_TC_OpenUE_TestLoop ( tsc_CellDedicated ) 
  
  
Step 16-17 
9 
  
     ?TIMEOUT t_Dly 
  
(F) 
  
10 
  
      + ts_TC_OpenUE_TestLoop ( tsc_CellDedicated ) 
  
  
Step 16-17 



3 Corrections required for NAS_wk47 test suite

3.1 Change 1

	 Test step
	tc_12_2_1_6_1

	Reason for change
	The TTCN is inconsistent with 34.123-1 v5.9.0. Without this change, it will fail validation.



	Summary of change
	Line 45, step 8, P-TMSI-2 signature and P-TMSI-2 should be used in the ATTACH ACCEPT

	Test case affected
	12.2.1.6.1


	lt_Steps_7To9

	40
	 
	+ts_RRC_ConnEst ( 
tsc_CellA, 
est_Reg, 
registration)
	 
	 
	 

	41
	 
	 Dc ? RRC_DataInd 
( tcv_Start := RRC_DataInd.start )
	car_PS_InitDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cr_AttachReq ( 
c_GMM_AttachTypePS_Only, 
c_MobileIdPTMSI_lv_Def, 
c_RAI_Def_v, 
tcv_PS_KeySeq) 
)
	 
	Step 7. ATTACH REQUEST 

- Attach type is 'PS attach' 
- MobileId P-TMSI-1 
- RAI-1 
- PTMSI-1 signature

	42
	 
	  + ts_SS_SecurityDownloadStart (ps_domain, tcv_Start )
	 
	 
	 

	43
	 
	   + ts_GMM_AuthenticateAndStartIntegrityProtection ( tsc_CellA )
	 
	 
	 

	44
	 
	    Dc ! RRC_DataReq
	ca_PS_DataReq( tsc_CellDedicated, tsc_RB3, 
cs_AttachAcc( 
c_GMM_AttachResultPS_Only, 
c_RAI_Def_v, 
c_PTMSI_SignatureDef, 
c_MobileIdPTMSI_Def, 
- 
))
	 
	Step 8. ATTACH ACCEPT 
- Attach result 'PS attach' 
- RAI-1 
- P-TMSI-1 signature 
- MobileId P-TMSI-2 
- omit TMSI

	45
	 
	    Dc ! RRC_DataReq 
(tcv_AssignedPTMSI := px_PTMSI_2, 
tcv_Assigned_PTMSI_Sig := px_PTMSI_Sig2)
	ca_PS_DataReq( tsc_CellDedicated, tsc_RB3, 
cs_AttachAcc( 
c_GMM_AttachResultPS_Only, 
c_RAI_Def_v, 
c_PTMSI_Signature (px_PTMSI_Sig2), 
c_MobileIdPTMSI (px_PTMSI_2), 
- 
))
	 
	Step 8. ATTACH ACCEPT 
- Attach result 'PS attach' 
- RAI-1 
- P-TMSI-2 signature 
- MobileId P-TMSI-2 
- omit TMSI

	46
	 
	     Dc ? RRC_DataInd
	car_PS_UplinkDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cr_AttachComplete)
	 
	Step 9. ATTACH COMPLETE

	47
	 
	      +ts_RRC_ConnRel (tsc_CellA, cell_Dch)
	 
	 
	 


3.2 Change 2

	 Test step
	tc_12_4_1_4b

	Reason for change
	The expected key sequence should not be set in line 33 as this done by mistake by MCC160. This was discussed between Anritsu and MCC160 this was agreed to be done in iWD_wk47. But it has not been done.  Without this change, the test case will fail.


	Summary of change
	Line 33, deleted

	Test case affected
	12.4.1.4b


	lt_RARej_Steps_7To8

	29
	 
	+ts_RRC_ConnEst ( 
tsc_CellA, 
est_Reg, 
registration)
	 
	 
	 

	30
	 
	 Dc ? RRC_DataInd 
( tcv_Start := RRC_DataInd.start )
	car_PS_InitDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cbr_RA_UpdReq_3 ( 
c_GMM_UpdateTypeRA_Updating, 
c_RAI_v (tcv_CellInfoC.mcc, tcv_CellInfoC.mnc, tcv_CellInfoC.lac, tcv_CellInfoC.rac), 
c_PTMSI_SignatureDef, 
c_TMSI_StatusAny, tcv_PS_KeySeq , 
c_MobileIdPTMSI_Def 
))
	 
	Step 7 
ROUTING AREA UPDATING REQUEST 
- Update type = 'RA updating' 
- RAI corresponding to cell C 
- P-TMSI-1 signature 
- P-TMSI-1 
@sic VB T1-04359 sic@ 
@siv VB T1s040628 sic@

	31
	 
	  + ts_SS_SecurityDownloadStart (ps_domain, tcv_Start )
	 
	 
	 

	32
	 
	   Dc ! RRC_DataReq
	ca_PS_DataReq ( tsc_CellDedicated, tsc_RB3, 
cs_RA_UpdRej ( 
'0F'O))
	 
	Step 8 
ROUTING AREA UPDATING REJECT 
- cause = 'No Suitable Cells in Location Area'

	33
	 
	    ( tcv_PS_KeySeq := '111'B )
	 
	 
	 

	34
	 
	      +ts_RRC_ConnRel(tsc_CellA, cell_Dch)
	 
	 
	 


3.3 Change 3

	 Test step
	tc_12_4_1_4d1

	Reason for change
	Line 32 and 33 should be deleted because T1-041926 was withdrawn from T1#25 and the resulting T1s040577 was never submitted.



	Summary of change
	Line 32 and 33 deleted

	Test case affected
	12.4.1.4d1


	lt_TestBody

	10
	 
	+ ts_GMM_SwitchOrPwrOn
	 
	 
	@sic VB T1s-04202 sic@

	11
	 
	 +lt_Attach_Steps_3To6
	 
	 
	Steps 3 to 6

	12
	 
	  + lt_ActivateCellB_Step7
	 
	 
	Step 7

	13
	 
	   +lt_RARej_Steps_9To10
	 
	 
	Steps 8a to 10

	14
	 
	    +ts_AT_TriggerGMM_Attach
	 
	 
	Step 11

	15
	 
	     +ts_VerifyNoAccess (30)
	 
	 
	Step 12

	16
	 
	      + ts_GMM_InitVariablesPS
	 
	 
	 

	17
	 
	       +ts_PS_Paging_PTMSI (tsc_CellB, tcv_RRC_PagingCau )
	 
	 
	Step 13

	18
	 
	        +ts_VerifyNoAccess (10)
	 
	 
	Step 14

	19
	 
	         + ts_CC_InitTCV_MT ( px_CC_Serv )
	 
	 
	 

	20
	 
	          +ts_CS_Paging_TMSI (tsc_CellB, tcv_PagingCau )
	 
	 
	Step 15

	21
	 
	           +ts_VerifyNoAccess (3)
	 
	 
	Steps 16

	22
	 
	            +lt_ActivateCellA
	 
	 
	Step 17

	23
	 
	             +lt_Attach_Steps_19To23
	 
	 
	 

	24
	 
	              +ts_CS_Paging_TMSI (tsc_CellA, tcv_PagingCau )
	 
	 
	Step 24

	25
	 
	               +ts_CS_PagingResp (tsc_CellA, tcv_EstCause )
	 
	 
	Step 25 to 30

	26
	 
	                +ts_PS_Paging_PTMSI (tsc_CellA, tcv_RRC_PagingCau )
	 
	 
	Step 31

	27
	 
	                 +ts_PS_PagingResp (tsc_CellA, tcv_RRC_EstCauMT, FALSE)
	 
	 
	Steps 32 to 37

	28
	 
	                  + lt_ActivateCellB_Step38
	 
	 
	Step 38

	29
	 
	                   +ts_VerifyNoAccess (30)
	 
	 
	Step 39

	30
	 
	                    +ts_PS_Paging_PTMSI (tsc_CellB, tcv_RRC_PagingCau )
	 
	 
	Step 40

	31
	 
	                     +ts_VerifyNoAccess (10)
	 
	 
	Step 41

	32
	 
	                      +ts_SS_SwitchCellPowerLevels (tsc_CellA, tsc_CellB)
	 
	 
	@sic VB T1s050577 e-mail discussion with R&Ssic@

	33
	 
	                       +ts_GMM_DetachOnSwitchOff(tsc_CellA)
	 
	 
	@sic VB T1s050577 e-mail discussion with R&Ssic@


3.4 Change 4

	 Test step
	tc_12_6_1_3_1

	Reason for change
	The TTCN is inconsistent with 34.123-1 v5.9.0. Without this change, it will fail validation.



	Summary of change
	Line 44, step 21, P-TMSI-1 signature and P-TMSI-1 should be used in the ROUTING AREA UPDATE ACCEPT

	Test case affected
	12.6.1.3.1


	lt_RAUpd_Steps_19To22

	39
	 
	+ts_RRC_ConnEst ( 
tsc_CellB, 
est_Reg, 
registration)
	 
	 
	 

	40
	 
	 Dc ? RRC_DataInd 
( tcv_Start := RRC_DataInd.start )
	car_PS_InitDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cr_RA_UpdReqAnyTS ( 
c_GMM_UpdateTypeRA_Updating, 
c_RAI_Def_v, 
c_PTMSI_Signature (px_PTMSI_Sig2), 
tcv_PS_KeySeq 
))
	 
	Step 19. ROUTING AREA UPDATING REQUEST 
- Update type = 'RA updating' 
- RAI-1 
- P-TMSI-2 signature 
- CKSN-1 (as assigned in step 13)

	41
	 
	  + ts_SS_SecurityDownloadStart (ps_domain, tcv_Start )
	 
	 
	 

	42
	 
	   + ts_RRC_Security ( 
tsc_CellB, 
tcv_PS_AuthCK, 
tcv_PS_AuthIK, 
tcv_AuthKcGSM, 
FALSE, ps_domain)
	 
	 
	 

	43
	 
	    Dc ! RRC_DataReq
	ca_PS_DataReq( tsc_CellDedicated, tsc_RB3, 
cs_RA_UpdAcc( 
c_GMM_UpdateResultRA_Updated, 
c_RAI_v ( tcv_CellInfoB.mcc, 
tcv_CellInfoB.mnc, 
tcv_CellInfoB.lac, 
tcv_CellInfoB.rac ), 
c_PTMSI_Signature (px_PTMSI_Sig2), 
c_MobileIdPTMSI (px_PTMSI_2), 
- 
))
	 
	Step 21. ROUTING AREA UPDATING ACCEPT 
- Update result = 'RA updated' 
- default RAI 
- P-TMSI-1 
- P-TMSI-1 signature

	44
	 
	    Dc ! RRC_DataReq 
(tcv_AssignedPTMSI := px_PTMSI_Def, 
tcv_Assigned_PTMSI_Sig := px_PTMSI_SigDef)
	ca_PS_DataReq( tsc_CellDedicated, tsc_RB3, 
cs_RA_UpdAcc( 
c_GMM_UpdateResultRA_Updated, 
c_RAI_v ( tcv_CellInfoB.mcc, 
tcv_CellInfoB.mnc, 
tcv_CellInfoB.lac, 
tcv_CellInfoB.rac ), 
c_PTMSI_Signature (px_PTMSI_SigDef), 
c_MobileIdPTMSI (px_PTMSI_Def), 
- 
))
	 
	Step 21. ROUTING AREA UPDATING ACCEPT 
- Update result = 'RA updated' 
- default RAI 
- P-TMSI-1 
- P-TMSI-1 signature

	45
	 
	     Dc ? RRC_DataInd
	car_PS_UplinkDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cs_RA_UpdComplete 
)
	 
	Step 22. ROUTING AREA UPDATING COMPLETE

	46
	 
	      +ts_RRC_ConnRel (tsc_CellB, cell_Dch)
	 
	 
	 


3.5 Change 5

	 Test step
	tc_12_6_1_3_3

	Reason for change
	Line 25 should be deleted because T1-041647 (revised to T1-041926) was withdrawn from T1#25.



	Summary of change
	Line 25 deleted

	Test case affected
	12.6.1.3.3


	lt_TestBody

	13
	 
	(tcv_TestBody := TRUE)
	 
	(P)
	 

	14
	 
	 + ts_MMI_UE_SwitchOnTriggerGMM_Attach
	 
	 
	@sic VB T1s-040202 sic@ 
@sic VB ER2023 sic@

	15
	 
	  +ts_RRC_ConnEst ( 
tsc_CellA, 
est_Reg, 
registration)
	 
	 
	 

	16
	 
	   +lt_AuthFailure_Steps_3To7
	 
	 
	@sic VB ER1562 sic@

	17
	 
	    +lt_Activate_CellB
	 
	 
	Step 9

	18
	 
	     +ts_AT_TriggerGMM_Attach
	 
	 
	Step 10

	19
	 
	      +lt_AuthFailure_Steps_11To13
	 
	 
	 

	20
	 
	       +ts_VerifyNoAccess ( 20)
	 
	 
	Step 14

	21
	 
	        +ts_VerifyNoAccess ( 30)
	 
	 
	Step 15

	22
	 
	         +ts_AT_TriggerGMM_Attach
	 
	 
	Step 16

	23
	 
	          +ts_VerifyNoAccess ( 30)
	 
	 
	Step 17

	24
	 
	           ( tcv_CellInfoB.cellConfig := cell_DCH_StandAloneSRB_NoConn )
	 
	 
	@sic VB ER2023 sic@

	25
	 
	            +ts_GMM_SwitchOrPwrOff
	 
	 
	@sic VB T1-0401647 sic@


3.6 Change 6

	 Test step
	tc_12_9_14

	Reason for change
	Line 17 should be deleted because T1-041647 (revised to T1-041926) was withdrawn from T1#25.



	Summary of change
	Line 17 deleted

	Test case affected
	12.9.14


	lt_TestBody

	12
	 
	(tcv_TestBody := TRUE)
	 
	 
	 

	13
	 
	 + ts_PS_ActivatePDP_ContextBackgrd ( tsc_CellA)
	 
	 
	Steps 1 to 4 
- ACTIVATE PDP CONTEXT REQ 
- RB Setup 
- ACTIVATE PDP CONTEXT ACCEPT

	14
	 
	  + ts_RRC_ConnRelCau ( tsc_CellA, cell_Dch, userInactivity )
	 
	 
	 

	15
	 
	   + lt_PagingSteps_6To11
	 
	 
	 

	16
	 
	    + ts_NAS_SignallingConnectionRelease ( tsc_CellA )
	 
	 
	Deactivate PDP Context with cause as Protocol error, unspecified

	17
	 
	     +ts_GMM_SwitchOrPwrOff
	 
	 
	@sic VB T1-0401647 sic@


3.7 Change 7

	 Test step
	tc_12_9_7c

	Reason for change
	Line 31 changed to align with the prose. Without this change, the test case will fail validation.



	Summary of change
	Line 31 changed to according to the expected sequence in the prose.

	Test case affected
	12.9.7c


	lt_Attach_Steps_4To6

	27
	 
	+ts_RRC_ConnEst ( 
tsc_CellA, 
est_Reg, 
registration)
	 
	 
	 

	28
	 
	 Dc ? RRC_DataInd 
( tcv_Start := RRC_DataInd.start )
	car_PS_InitDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cr_AttachReq ( 
c_GMM_AttachTypePS_Only, 
c_MobileIdPTMSI_lv_Def, 
c_RAI_Def_v, 
tcv_PS_KeySeq) 
)
	 
	Step 4. ATTACH REQUEST 

- Attach type = 'PS attach'' 
- MobileId P-TMSI-1 
- RAI-1 
- PTMSI-1 signature 
@sic VB ER2010 draft TTCN CR sic@

	29
	 
	  + ts_SS_SecurityDownloadStart (ps_domain, tcv_Start )
	 
	 
	 

	30
	 
	    + ts_RRC_Security ( 
tsc_CellA, 
tcv_PS_AuthCK, 
tcv_PS_AuthIK, 
tcv_AuthKcGSM, 
FALSE, ps_domain)
	 
	 
	 

	31
	 
	   +ts_GMM_AuthenticateAndStartIntegrityProtection (tsc_CellA)
	 
	 
	 

	32
	 
	    Dc ! RRC_DataReq
	ca_PS_DataReq ( tsc_CellDedicated, tsc_RB3, 
cs_AttachAcc ( 
c_GMM_AttachResultPS_Only, 
c_RAI_Def_v, -, -, -))
	 
	Step 5. ATTACH ACCEPT 

- Attach result is PS only attach 
- RAI default (RAI-1) 
[Note: no new P-TMSI assigned: UE does not sent ATTACH COMPLETE, see 3GPP 24.008 clause 4.7.3.1.3] 
@sic VB ER2010 draft TTCN CR sic@

	33
	 
	     +ts_RRC_ConnRel (tsc_CellA, cell_Dch)
	 
	 
	 


4 Corrections required for RRC_wk47 test suite

4.1 Change 1

	 Test step
	tc_8_2_6_11

	Reason for change
	The C-RNTI value used is different from the value specified in the prose. Without this change it, will fail validation.



	Summary of change
	Added line 4 to correct the value of the C-RNTI to be consistent with the prose.

	Test case affected
	8.2.6.11


	1
	 
	START t_Guard
	 
	 
	 

	2
	 
	 [px_RAT=fdd]
	 
	 
	FDD specific behaviour

	3
	 
	  +ts_RRC_InitVariablesPS ( cell_DCH )
	 
	 
	 

	4
	 
	   (tcv_CellInfoA.cRNTI := '1010101010101010'B)
	 
	 
	 

	5
	 
	    +pr_GotoState6_9_Or6_10_MO ( tsc_CellA )
	 
	 
	Go to State 6-10

	6
	TBS
	     ( tcv_TestBody := TRUE )
	 
	 
	 

	7
	 
	      +lt_LocalTest
	 
	 
	 

	8
	TBE
	       ( tcv_TestBody:=FALSE )
	 
	 
	 

	9
	 
	        +ts_C2_CheckCellFACH ( tsc_CellA )
	 
	 
	 

	10
	 
	        +po_ConnectionAndSS_Rel ( tsc_CellA )
	 
	 
	 

	11
	ERR1
	 [px_RAT=tdd]
	 
	I
	TDD specific behaviour

	12
	ERR2
	 [TRUE]
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