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	1. 12_2_1_5a_Proc1 :

34.123-1v 5.9.0 Sec 12.2.1.5a.4.1, in the expected  sequence, at Step#9 specifies  “Registration on CS with UE with Parameter mobile identity is IMSI for mode A UE”. In TTCN implementation mobile identity in Location Updating Request is not checked for IMSI. 
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	1. Created a new test case variable tcv_IMSI_Reg used to indicate CS registration should check for Mobile identity with IMSI or not.

2. In the test step ts_RegistrationOnCS,  a  tcv_IMSI_Reg = TRUE check is made to handle CS registration with IMSI.

3. For tc_12_2_1_5a_Proc1, assigned tcv_IMSI_Reg = TRUE in testcase body at lt_Steps_7To13 line #33.
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1.1 Change 1

	Test step name 
	Test case variables declarations, tcv_IMSI_Reg

	Reason for change
	tcv_IMSI_Reg  variable is used as flag to check if the CS Registration performed with IMSI.

tcv_IMSI_Reg  = TRUE  : CS Registration with IMSI

                        = FALSE : CS Registration without check for Mobile 

                                           identity.

	Summary of change
	New test case variable  tcv_IMSI_Reg introduced with default value FALSE.

	MCC 160
	Accepted, the name tcv_UE_Id_IMSI will be used


1.2 Change 2

	Test step name 
	ts_RegistrationOnCS

	Reason for change
	ts_RegistrationOnCS test step modified to handle CS registration to check explicitly with Mobile identity IMSI or without check for Mobile identity.

	Summary of change
	At line 2 check Location Updating request message is now checked based on the tcv_IMSI_Reg.

Also added a local tree lt_LocUpdAccept for sending Location Updating Accept message.  

	MCC 160
	Accepted, the IMSI value shall also be checked ( in line 3 of the proposed correction)

	Anite:
	At line 3 in the prosposed correction IMSI is being checked in the constraint c_LocUpdReqAny_IMSI -> c_MobileIdIMSI_lv.


Before Change :


[image: image1.png]1

+ts_SefTmpCellinfo (p_Cellld)

Fetch 88_Cell_Info table correponding to th
e cell

De?RRC_Datalnd
(tov_Start = RRC_Datalnd start)

car_IntDirectTransfer(
tsc_CellDedicated, tsc_RB3,
ch_LocUpdRed#ny(?))

LOCATION UPDATING REQUEST

+15_55_SecuryDownioadstar (cs_damain, tov_Start)
+s_MM_Authentication(p_Cslid)

+ts_RRC_8ecurity(

p_Cellld,

tov_AuthCK,

to_AuthiK,

tev_AuthKeGSM, TRUE, cs_domain )
DCIRRC_DataRen

(ev_AssianecThis)

_THS!)

DC?RRC_Datalnd

ca_DataRed(
tsc_CelDedicated,
tse_RB3,
©s_LocUpdAcpTMSI_2(
tov_TmpCellinfo mee,
tov_TmpCellinfo.mnc,
tov_TmpCellinfo Jac,
p_TMSD)
car_UplinkDirectTransfer(
tsc_CellDedicated, tsc_RB3,
¢_TMSI_ReallocCmpl)

AUTHENTICATION REQUEST
AUTHENTICATION RESPONSE
SECURITY MODE COMMAND

SECURITY MODE COMPLETE

LOCATION UPDATING ACCEPT

THSI REALLOCATION COMPLETE




After Change : 
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New Local Test Step:
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1.3 Change 3

	Test step name 
	tc_12_2_1_5a_Proc1, lt_Steps_7To13

	Reason for change
	According to 34.123-1v 5.9.0 Sec 12.2.1.5a.4.1, in the expected test sequence, at Step#9 the “CS Registration should be performed with Mobile Identity as IMSI.”

	Summary of change
	Assigned tcv_IMSI_Reg = TRUE  at  lt_Steps_7To13 line #33.

	MCC 160
	Accepted


Before change:
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After change:
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