12.9.7c
1.1 lt_RejSteps_8To9
	Test step name
	lt_RejSteps_8To9

	Reason for change
	The TC prose does not specify any particular type of  “interactive” or background” services in the establishment of the RRC connection for step 8, so this value should depent on the pixit values rather than be hardcoded.

	Summary of change
	Added “ts_GMM_InitVariablesPS” to updated the variable “tcv_RRC_EstCauMO” depending on the pixit values and then used this variable instead of “originatingInteractiveCall” as the establishment cause for the next RRC CONN REQ message.

	Source of change
	New Change

	Label
	WA#NAS4662
WA#NAS4663
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1.2 lt_RejSteps_8To9

	Test step name
	lt_RejSteps_8To9

	Reason for change
	AT cmd CNF was not handled in TTCN for the “ts_AT_OrgPS_Call”.


	Summary of change
	We would like to propose to add the AT_ReceiveCmdCnfAny, rather then modifying ts_AT_OrgPS_Call (mentioned in Anritsu CR T1s040587 Change 3.8 )
Added  ts_AT_ReceiveCmdCnfAny in lt_RejSteps_8To9 after +ts_RRC_ConnRel(tsc_CellA, cell_Dch) in Line 39 (Already implemented in Wk37).

	Source of change
	New Change

	Label
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