Modifications required for the test case 8.3.7.13:

1) Section 4.3.5: Anite agree with the comment of adding test step ts_G_ReceiveOptSuspend to handle UE that sends GPRS Suspension messages.

UE that does not send optional GPRS Suspension message, when transmits the SETUP MO, will be assigned Failure verdict in the TTCN. The default test step IntersystemDef for test step ts_G_ReceiveOptSuspend will cause the test case to fail as SETUP MO message will get a TTCN match with "G_L2 ?OTHERWISE" message in default test step.  

As this GPRS Suspension is optional we purpose to create a local tree to handle the both type of UEs.
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2) Section 4.3.8: Anite agree with the point to remove the ts_U2GCellChange_RAUpdate.

At the same time from the local test step lt_SubTest need to remove row 57 to 68 which are used to handle SETUP MO message from UE in case RAU procedure is done first.

Modifications required for the test case 8.3.7.7:

Anite agree with all the TTCN Changes proposed in the RACAL CR for this test case. We feel that the following change also required for this test case to pass more consistently.

As per 3GPP 44.018 section 3.4.4.2.2 the T3124 timer is started at the start point of the timeslot for the first Handover Access message hence in TTCN the timer T3124 shall be started immediately after Handover_From_UTRAN_Command message is sent to UE.
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