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1 Scope of this drafting session

As for the other drafting sessions this session was restricted to the level 2/3 description of the MMS service and Wednesday’s drafting session was restricted to the same scope again, specifically for the MM4 Reference Point. (level 2: Application protocol framework and primitives; level 3: Technical realisation of service features). 

2 Minutes (Begun after coffee break)

Question for SWG3
Do we assume SMTP to be the only implementation for the MM4 Reference point. ?

Section 7.4.1.

Initial Assumption 1: Response to Forwarding (MM4_forward.RES) is required because the status information coming back from the Peer Relay may be useful .

Operators want this service to be reliable independent of  Delivery Report. 
Do we want to provide features as provided by DSN (Delivery Status Notification)?

Section 7.4.1.1 

SMTP defines Server – Server and client – Server. 

Section 7.4.1.2

Is it useful to have the terminating Relay generate a new MM in an error case which could be destined for the UA.

The MM4_forward.RES could actually achieve the same effect in that the Recipient Relay could generate a MM back to the User Agent.

Conclusion:
It was decided to define a parameter (request_for_ack) which would allow the originating relay request that the recipient Relay would provide either a +ve or –ve ack to a forwarded MM. 

Section 7.4.1.3

Conclusion:

The Originating MMS Relay conveys time of expiry to the Recipient Relay which handles message expiry.

Setting earliest delivery time in MM1Send.Req means that the UA is requesting that the originator Relay should store the message until earliest_delivery_time and then forward to the the Recipient Relay.

The Recipient Relay should relay the message as soon as possible. Support for earliest time of delivery is optional for the Originating MMS Relay.
Priority – high level requirement –  Comverse will generate an input paper stating the current status of user priority implementation in SMTP and the consequences for MMS Release 4

Question for SWG3
To what level of detail do we need to define the message format for MM4 inter relay service level defn with special regard to different implementations.  

Who is going to define it ? Should we use RFC822 – should we refer to the textual message format (which would include all MIME encoding formats).  WAP has specified specific WSP binary encoding mechanisms for multipart.

Question for SWG3
How to achieve the whole service level description on time.
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