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7
MMS Service Behaviour Description

7.1
MMS services offered

7.1.1
Submission of a Multimedia Message in the originator MMSE

When a user intends to send an MM to one or several destinations the MM shall be submitted to the originator MMS Relay/Server. 

The support for submission of MMs is optional for MMS User Agents. The support for submission of MMs is mandatory for MMS Relay/Servers. 

If an MMS User Agent supports submission of MMs the MMS User Agent shall be able to:

· Indicate the address of the MM recipient

· Identify the MIME content type of the message.

If a MMS User Agent supports submission of MMs the MMS User Agent may be able to:

· Request a delivery report for the message

· Request a read-reply report for the message

· Provide a time stamp for the time of submission of the message

· Set the earliest desired time of delivery for the message

· Set the desired time of expiry for the message

· Indicate the address of the MM originator

· Set further message qualifications (e.g. priority, message class, subject)

· Request the MM originator’s address being hidden from the recipient MMS User Agent.

· Assign a UA message identification to the MM

· Indicate the MM is a re-submission of an MM that previously failed to be submitted  

Upon reception of an MM from an originator MMS User Agent the originator  MMS Relay/Server
· shall assign a Message Identification to the MM and immediately provide the originator MMS User Agent with this Message Identification 

· is responsible for retaining the MM until the earliest desired time of delivery, if the optional feature of earliest time of delivery is supported by the originator  MMS Relay/Server. If this feature is not supported then the MM is immediately routed forward.

· may provide a time stamp, i.e. it may also override the MMS User Agent’s time stamp,

· shall insert the originator’s address into the MM if not yet provided by the originator MMS User Agent

· shall pass the originator’s address to the peer entity if the peer entity is known to be a MMS Relay/Server
· shall route forward the request for address hiding unaltered to the recipient MMS Relay/Server if the peer entity is known to be an MMS Relay/Server .

· shall pass the originator’s address to the peer entity if the peer entity is not known to be an MMS Relay/Server and address hiding has not been requested by the originator MMS User Agent 

· shall not pass the originator’s address to the peer entity and should override the address provided by the originator MMS User Agent in the MM to an "anonymous" address if the peer entity is not known to be an MMS Relay/Server and address hiding has been requested by the originator MMS User Agent 

· may override the address provided by the originator MMS User Agent in the MM (subject to MMS service provider’s preferences) 

· is responsible for resolving the MM recipient’s address(es),

· is responsible to route the MM towards the MM recipients.

· should pass the indication whether or not a delivery report is requested unaltered when routing the MM towards the MM recipient(s)

· shall pass the indication whether or not a read-reply report is requested unaltered when routing the MM towards the MM recipient(s)

· shall pass the indication about MIME content type of the message and message qualifications (e.g. priority, message class, subject) unaltered when routing the MM towards the MM recipient(s)

· shall generate a delivery report indicating “indeterminate” status of the MM’s delivery if a delivery report was requested by the originator MMS User Agent and if the peer entity the MM is routed forward to is not known by the originator MMS Relay/Server.

· may reject the MM submission if the MM is a duplicate of an MM already stored and the MMS User Agent has indicated the MM is a re-submission.

A special case is where the recipient MMS Relay/Server is also the originator MMS Relay/Server. In this case the MM does not have to be routed forward.

………………

7.1.11 Support for Reject Duplicates

The MMS User Agent and MMS Relay/Server may support the rejection of duplicate MMs.
An MM submitted by a MM User Agent may be stored in the MMS Relay/Server but the acknowledgment of the success of the submission may not reach the MMS User Agent. In this case the MMS User Agent falsely detects that the submission of the MM failed and may wish to re-submit the MM.

If the MMS User Agent supports the reject duplicates functionality then, upon re-submission of the MM, the MMS User Agent 

· shall indicate that the MM is a duplicate message

· shall set a UA message reference to the value of the original “failed” MM

If the MMS Relay/Server supports the reject duplicates functionality then upon reception of an MM, from an originator MMS User Agent, with an indication that the message is a duplicate, the MMS Relay/Server

· shall check that the MM is not already stored by comparing the received UA message reference, the recipient address and the originator MM User Agent address and shall reject the submission with an appropriate failure cause if the MM already exists.
The MMS Relay/Server shall not reject duplicate MMs if the originator MMS User agent has not indicated that the MM is a re-submission.
…………………….

8.1
Technical realisation of MMS on reference point MM1

On the MM1 reference point an underlying authentication mechanism should be available. 

The network-provided MMS User Agent’s ID (e.g. MSISDN or IMSI) should be made available to the MMS Relay/Server by the RADIUS mechanisms defined in [54]. This ID should be used to authenticate the MMS User Agent.

8.1.1
Submission of Multimedia Message

This part of MMS service covers the submission of an MM. For sending purposes a terminal-originated MM shall always be submitted from the originator MMS User Agent to the corresponding MMS Relay/Server. Involved abstract messages are outlined in Table 1 from type and direction points of view.

Table 1: Abstract messages for submission of MM in MMS

	Abstract messages
	Type
	Direction

	MM1_submit.REQ
	Request
	MMS UA -> MMS Relay/Server

	MM1_submit.RES
	Response
	MMS Relay/Server -> MMS UA


8.1.1.1
Normal operation

The originator MMS User Agent shall submit a terminal-originated MM to the originator MMS Relay/Server using the MM1_submit.REQ, which contains MMS control information and the MM content. The MMS Relay/Server shall respond with an MM1_submit.RES, which provides the status of the request. The MM1_submit.RES shall unambiguously refer to the corresponding MM1_submit.REQ.

Support for MM1_submit.REQ is optional for the MMS UA, support for MM1_submit.RES is mandatory for the MMS Relay/Server.

8.1.1.2
Abnormal Operation

In this case the originator MMS Relay/Server shall respond with a MM1_submit.RES encapsulating a status which indicates the reason the multimedia message was not accepted, e.g. no subscription, corrupt message structure, service not available.

If the MMS Relay/Server does not provide the MM1_submit.RES the MMS User Agent should be able to recover.

8.1.1.3
Features

Addressing: One or several MM recipients of a submitted MM shall be indicated in the addressing-relevant information field(s) of the MM1_submit.REQ. The originator of a submitted MM may be indicated in addressing-relevant information field(s) of the MM1_submit.REQ. The originator MMS User Agent may request to hide its identity from the MM recipient.

Time stamping: The originator MMS User Agent may time stamp the MM.

Time constraints: The originator MMS User Agent may also request an earliest desired time of delivery of the MM. The originator MMS User Agent may request a time of expiry for the MM. In case of reply-charging the originator MMS User Agent may also request a deadline for the latest time of submission of reply-MMs granted to the recipient(s).

Reply-Charging: The originator MMS User Agent may indicate that the sender wants to pay for a reply-MM and convey the reply-charging limitations (e.g. the latest time of submission and/or the maximum size of a reply-MM) in the MM1_submit.REQ.

Message class, priority and subject: The MM may be qualified further by adding a message class, priority and/or subject to the MM in the MM1_submit.REQ. Additional qualifiers may be added. 

Reporting: The originator MMS User Agent may request a delivery report for the MM. In addition, the originator MMS User Agent may request a read-reply report when the user has viewed the MM. 

Identification: The originator MMS Relay/Server shall always provide a message identification for an MM, which it has accepted for submission in the MM1_submit.RES. In case of reply-charging the MMS User Agent which submits a reply-MM (i.e. the MMS User Agent that received the original MM) shall provide the message-ID of the original MM which it replies to in the MM1_submit.REQ.

Content Type: The MIME type of the multimedia content shall always be identified in the MM1_submit.REQ. 

Content: The originator MMS User Agent may add content in the MM1_submit.REQ.

Request Status: The originator MMS Relay/Server shall indicate the status of the MM1_submit.REQ in the associated MM1_submit.RES. The reason code given in the status information element of the MM1_submit.RES may be supported with an explanatory text further qualifying the status. If this text is available in the status text information element the MMS User Agent should bring it to the user's attention. The choice of the language used in the status text information element is at the discretion of the MMS service provider.
UA Message Reference: The originator MMS User Agent may allocate a reference id to the message. If the message submission fails and the originator MMS UA wishes to resubmit the MM, it should use the UA Message Reference allocated to the original submitted MM.

Reject Duplicate: If the originating MM User Agent is resubmitting an MM that previously failed, it may indicate that this message is a duplicate of a previously submitted MM and the MMS Relay/Server may reject the message if it is already stored.
8.1.1.4
Information Elements

Table 2: Information elements in the MM1_submit.REQ.

	Information element
	Presence
	Description

	Recipient address
	Mandatory
	The address of the recipient MMS User Agent. Multiple addresses are possible.

	Content type
	Mandatory
	The content type of the MM’s content.

	Sender address
	Optional
	The address of the MM originator.

	Message class
	Optional
	The class of the MM (e.g., personal, advertisement, information service)

	Date and time
	Optional
	The time and date of the submission of the MM (time stamp).

	Time of Expiry
	Optional
	The desired time of expiry for the MM or reply-MM.

	Earliest delivery time
	Optional
	The earliest desired time of delivery of the MM to the recipient.

	Delivery report
	Optional
	A request for delivery report.

	Reply-Charging
	Optional
	A request for reply-charging.

	Reply-Deadline
	Optional
	In case of reply-charging the latest time of submission of replies granted to the recipient(s).

	Reply-Charging-Size
	Optional
	In case of reply-charging the maximum size for reply-MM(s) granted to the recipient(s).

	Priority
	Optional
	The priority (importance) of the message.

	Sender visibility
	Optional
	A request to show or hide the sender's identity when the message is delivered to the recipient.

	Read reply
	Optional
	A request for read reply report.

	Subject
	Optional
	The title of the whole multimedia message.

	Reply-Charging-ID
	Optional
	In case of reply-charging when the reply-MM is submitted within the MM1_submit.REQ this is the identification of the original MM that is replied to.

	UA-Message-Reference
	Optional
	The message identification allocated to the message by the UA.

	Reject-Duplicate
	Optional
	An indication that this is a re-submission of an MM and that the submission should be rejected if the initial submission succeeded.

	Content
	Optional
	The content of the multimedia message


Table 3: Information elements in the MM1_submit.RES.

	Information element
	Presence
	Description

	Request Status
	Mandatory
	The status of the MM submit request.

	Request Status Text
	Optional
	Description which qualifies the status of the MM submit request.

	Message ID
	Conditional
	The identification of the MM if it is accepted by the originator MMS Relay/Server or in the case of a re-submission, the identification of the originally submitted MM.
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