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The present document has been developed within the 3rd Generation Partnership Project (3GPP TM) and may be further elaborated for the purposes of 3GPP.
 
The present document has not been subject to any approval process by the 3GPP Organisational Partners and shall not be implemented.
 
This Specification is provided for future development work within 3GPP only. The Organisational Partners accept no liability for any use of this Specification.
Specifications and reports for implementation of the 3GPP TM system should be obtained via the 3GPP Organisational Partners' Publications Offices.
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Support for Streaming in MMS
MMS supports streaming for downloading MM contents. The use of streaming for downloading MM contents is independent of the media up-loading. The download streaming process depends on the configuration and the capability of the recipient MMS User Agent, the recipient MMS Relay and the associated MMS Server, where the streamable MM content is finally stored. The recipient MMS Relay decides whether to use streaming in downloading the content based on capability negotiation and/or user settings/preferences. The streaming-specific protocols, codecs, presentation, session negotiation, streaming control and security are according to [40] and [41].

In the download streaming, the MMS Relay associated with the MMS Server (where the MM content is finally stored) shall send a Notification to the recipient MMS User Agent. The Notification abstract message carries the required information (at least, a URI to indicate the streaming protocol, the address of the server and the reference for the content, which is known as "Message Reference" in abstract message) to initiate the streaming process by the recipient MMS User Agent to retrieve MM content.

After the successful reception of the streaming notification, the recipient MMS User Agent may initiate a streaming process to retrieve the MM contents depending on the information in the Notification . All other actions associated with the streaming notification shall be according to the normal MMS framework.
8
WAP Implementation of MMS

WAP provides significant support for MMS, both in direct service specification and in the underlying technologies. While the WAP MMS service specification work is new and is therefore unavailable for direct reference, its basic approach and limitations are based on WAP documents describing MMS architecture and message encapsulation. This should be done based on the underlying WAP technologies that have been published, and can therefore be referenced.
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