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1. Overall Description:

T2 would like to thank T2 for their LSs in S2-0302634/T2-030391.  

In T2-0400052, T2 proposes a modifciations to support MMS as the Deferred Mode for IMS Messaging.  

This CR can be summarized as:

· adding support in the MM1 generated MMSs to support, in the ”To:” field, support of a SIP/URL, and

· adding support in the MM7 generated MMSs to support, in the ”To:” field, support of a SIP/URL.

Note that, for MM1 generated MMSs, the content of the ”From:” field will remain as today (e.g., is not altered to supprot SIP/URL).

T2 believes that this will satisfy the need expressed by SA2, quoted below from your LS.

Suggested Modifications to Evolve MMS for Use as IMS Deferred Messaging

The MMS does require a small evolution to function efficiently and fulfil the requirements as the deferred messaging service in the IMS Messaging context.  There is one change required and one dependency:

· MMS addressing supports either MSISDN or a RFC 2822 format address.  IMS Messaging also supports these two formats, and a third SIP URL format. To function well within IMS Messaging, support for the SIP URL address should be added
2. Actions:

To SA2 group.

ACTION: 
review T2’s CR and assess that the requirement has been met.
3. Date of next T2 Meetings:

	T2#25
	19 – 23 Apr 2004
	Edinburgh, UK

	T2#26
	23 – 27 Aug 2004
	TBD


