Correction of Core-Document T3z010172

General Corrections

· Fill in the specified numbering (_1) behind all Test Area References in the file *.java , *.scr, *.ldr, *.clr 

· Delete the Installation parameter, because I think, we defined that we don’t need this information

· Delete the Conversion Parameter, because I think, we defined that we don’t need this information

These remarks are not separate described below:

--------------------------------------------------------------

Add the Description of API Ecpection for getTheSIMView (API_1_SSY_GETS)

Test Procedure

 Id
Description
API Expectation
APDU Expectation

1
reference not equal null after execute
The returned reference shall be not null after execute


2
reference to the GSM interface


Returned a reference to the GSM interface 


--------------------------------------------------------------

Delete SIMViewException 14 and rename 12 & 13  (API_1_SVE_CONS_1)

Test Procedure

Id
Description

01
Check constant NO_EF_SELECTED = 1;

02
Check constant FILE_INCONSISTENT = 2

03
Check constant AC_NOT_FULFILLED = 3

04
Check constant FILE_NOT_FOUND = 4

05
Check constant INTERNAL_ERROR = 5

06
Check constant INVALIDATION_STATUS_CONTRADICTION = 6

07
Check constant OUT_OF_FILE_BOUNDARIES = 7

08
Check constant OUT_OF_RECORD_BOUNDARIES = 8

09
Check constant RECORD_NUMBER_NOT_AVAILABLE = 9

10
Check constant INVALID_MODE = 10

11
Check constant PATTERN_NOT_FOUND = 11




12
Check constant MAX_VALUE_REACHED = 12

13
Check constant MEMORY_PROBLEM = 13

CRR number
Test case number

N1
1-13

N2
1-13

--------------------------------------------------------------

Bring together the two Testscrips and Applets to one

6.2.1.1.3 Test suite files:

No additional requirements for the GSM personalisation.

· Test Script: 

API_2_TKC_CONS_1.scr


-
Test case trigger:
1- first applet check the first 80 constants

   



2- second applet checked the 66 others.

-
Test Applet:
API_2_TKC_CONS_1.java



-
Load Script: 
API_2_TKC_CONS_1.ldr



- 
Cleaning script: 
API_2_TKC_CONS_1.clr
--------------------------------------------------------------

Supplement the CRRN1, Change Installation parameter 

...

Test Area Reference: API_2_MEP_CHECB

Conformance Requirement:

The method with following header shall compliant to its definition in the API.

public static boolean check(byte index)



throws 
ToolkitException
Normal Execution

CRRN1: The method checks a facility in the handset profile: returns true if supported and false if not.
Parameters error

CRRP1: The method shall throw ME_PROFILE_NOT_AVAILABLE ToolkitException if Terminal Profile data are not available

Context error

None

Test suite files:

No Additional requirements for the GSM personalisation:

-
Test Script: API_2_MEP_CHECB_1.scr

-
Test Applet: API_2_MEP_CHECB_1.java




-
Installation parameter : Terminal Profile = 0x (FF 7F FF FF FF FF FF FF FF FF FF FF FF FF FF FF) (facility index 15 not supported)

-
Load Script: API_2_MEP_CHECB_1.ldr   Rem : the applet is loaded without INI after the reset (RST)

· 
-
Cleaning Script: API_2_MEP_CHECB_1.clr

--------------------------------------------------------------

Supplement the CRRN1, Added the CRRN2, Change Installation parameter, Change Number in TestAreaReferenz, Change and Added Test cases

...

Test Area Reference: API_2_MEP_CHEC_BSS

Conformance Requirement:

The method with following header shall compliant to its definition in the API.


public static boolean check(byte[] mask,





short offset,





short length)



throws 
java.lang.NullPointerException,




java.lang.ArrayIndexOutOfBoundsException,




ToolkitException
Normal Execution

CRRN1: The method checks all the facilities corresponding to bits set to 1 in the mask buffer:  returns true if they are all supported and false if not.
CRRN2 : The method returns true if the length to check is 0.

Parameters error

CRRP1: The method shall throw java.lang.NullPointerException if mask is null.

CRRP2: The method shall throw java.lang.ArrayIndexOutOfBoundsException if offset or length or both would cause access outside array bounds.

CRRP3: The method shall throw ME_PROFILE_NOT_AVAILABLE ToolkitException if Terminal Profile data are not available.

Context error

None

Test suite files:

No Additional requirements for the GSM personalisation:

-
Test Script: API_2_MEP_CHEC_BSS_1.scr

-
Test Applet: API_2_MEP_CHEC_BSS_1.java

-
Installation parameter : Terminal Profile = 0x(FF 7F FF FF FF FF FF FF FF FF FF FF FF FF FF FF) (facility index 15 not supported)

-
Load Script: API_2_MEP_CHEC_BSS_1.ldr Rem : the applet is loaded without INI after the reset (RST)

· 
-
Cleaning Script: API_2_MEP_CHEC_BSS_1.clr

Test Procedure

Id
Description
API Expectation
APDU Expectation

1
No Terminal Profile is registered

Triggered by formated SMS

Mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = 0

Length = 16
ME_PROFILE_NOT_AVAILABLE ToolkitException is thrown


2
NULL as parameter to check

mask= NULL
NullPointerException is thrown


3
Offset > mask.length

mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = 17
ArrayIndexOutOfBoundsException is thrown


4
Offset < 0

mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = -1
ArrayIndexOutOfBoundsException is thrown


5
Length > mask.length

mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = 0

Length = 18
ArrayIndexOutOfBoundsException is thrown


6
Offset + length > mask.length

Mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = 9

Length = 9
ArrayIndexOutOfBoundsException is thrown


























7
length = 0

mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = 0

Length = 0
true is returned


8
Check all the Terminal Profile

mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = 0

Length = 16
false is returned by the method because facility 15 is not supported


9
Check a part of the Terminal Profile

mask = 0xFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF7F

Offset = 15

Length = 2
true is returned by the method : the 16 first facilities except facility 15 have been successfully checked 


10
Check a part of the Terminal Profile

mask = 0x0080

Offset = 0

Length = 2
false is returned by the method only facility 15 is checked and not supported.


Test Coverage
















CRR number
Test case number

N1
8,9,10

N2
7

P1
2

P2
3,4,5,6

P3
1

-------------------------------------------------------------

One little correction in the Method processToolkit

Method processToolkit

Test Area Reference: API_1_MEP_CHECB

...

Event 
Description 

 EVENT_PROFILE_DOWNLOAD 
Terminal Profile command reception 

 EVENT_FORMATTED_SMS_PP_ENV 
03.48 formatted envelope SMS-PP Data Download reception 

 EVENT_FORMATTED_SMS_PP_UPD 
03.48 formatted Update Record EF SMS 

 EVENT_UNFORMATTED_SMS_PP_ENV 
Unformatted Envelope SMS-PP Data Download reception 

 EVENT_UNFORMATTED_SMS_PP_UPD 
Unformatted Update Record EF SMS 

...
...

-------------------------------------------------------------

Change the Test Area Reference

6.2.11.2 Constructor ToolkitException

6.2.11.2.1   Test Area Reference: API_2_TKE _COORS
...

6.2.11.2.3 Test suite files:

No additional requirements for the GSM personalisation:

Test Script: API_2_TKE _COORS_1.scr

Test Applet: API_2_TKE _COORS_1.java


Load Script: API_2_TKE _COORS_1.ldr


Cleaning script: API_2_TKE _COORS_1.clr

Test Procedure

Id
Description
API Expectation
APDU Expectation








1
reason = (short) 19
ToolkitException.getReason() = (short)19


-------------------------------------------------------------

Change the Method name

7 .Annex A (Normative):  Class and Methods AID numbering and acronyms

...

7.2.11 ToolkitException methods

Method Name
Acronyms
Numbering on 6 bits

Static void throwIt(short reason)
THITS
000001

ToolkitException(short reason)
COORS
000010

Constants
CONS
000011

